Tektronbc 


COMMITTED TO EXCELLENCE 


4024/4025 
COMPUTER DISPLAY 
TERMINAL 


PROGRAMMER'S 
REFERENCE MANUAL 


Tektronix, Inc. 
P.O. Box 500 
Beaverton, Oregon 97077 


070-2402-00 First Printing JULY 1978 


Copyright O 1978 Tektronix, Inc. 
All Rights Reserved. 


All software products including this document, all associated 
tape cartridges and the programs they contain are the sole 
property of Tektronix, Inc., and may not be used outside the 
buyer's organization. The software products may not be 
copied or reproduced in any form without the express written 
permission of Tektronix, Inc. АП copies and reproductions 
shall be the property of Tektronix and must bear this copyright 
notice and ownership statement in its entirety. 


PRODUCT 4024/4025 Computer Display Terminal 
This manual supports the following versions of this product: Serial # BO10100 & Up. 


MANUAL REVISION STATUS 


DATE DESCRIPTION 


Original Issue 


4024/4025 PROGRAMMER'S @ i 


Section 1 


Section 2 


Section 3 


4024/4025 PROGRAMMER'S 


CONTENTS 


INTRODUCTION 


The 4024/4025 Computer Display Terminal.................. 
4024/4025 Features... „а: ааа eaten oe ози 
Optional:Fealuf6S. uei rero ЫРЫБЫ Ы Mie PER caren 
4025 Featüfes «cure insita в err ERU ERE 
Optional Features ..................................... 

The Split Screen: Workspace and Мопйог.................. 
The 4024/4025 Keyboard .................................. 
ЖӘСІНКЕМЕ; бозарды десекте ке таныды bod DP Pa минал erc 
Cursor/Numeric Pad Кеув................................ 
Function Кеў vers ыза алыуы а нрави брате eg 
Programmable Keyboard ...5.. ee Rn 


4024/4025 COMMAND STRUCTURE 

How to Find Commands in This Мапиа!...................... 

The Format of 4024/4025 Соттапаѕ ....................... 
Delimited ASCU Strings:«.c c zse sooo aerea еее Rs 

The Syntax of Command Descriptions ....................... 

Selecting the Command Character .......................... 
СОММАМО £s $n v ева кіна ар ЫЫ ОНЫН ҚЫН 


HOST PROGRAMMING FOR THE 4024/4025 

Text-and Commands); en kacar somos тоци ови ако dearer 

Computer-to-4024/4025 Communications................... 
Sending Numeric Рагатеїегѕ............................. 
Continuing а Соттапа................................... 
A Note on Invalid Commands ............................. 
Displaying a Command Ейе............................... 

4024/4025-to-Computer Соттипісайопв................... 


Typing Into: іһе-Мопйог......./............2..----- 4 “ық. 
SEND ЕЕЕ ЕКЕН ЛЕК ТТТ” 


Section 4 


Section 5 


PROGRAMMING THE KEYBOARD Page 
Programming a Key. «iun recht dx 4-1 
LEARN загоном ынаа asad ва ауды PERSE ачса 4-2 
Special Considerations ................................ 4-4 
The LEARN Command and the COMMAND Соттапа.... 4-6 
Key Programming and Keyboard Lockout.................... 4-7 
Clearing Key Оейп Шопв,.........2..2...:.................. 4-8 
ССЕАЕз::5556ертеза ағ vei onl Бирда кагаз ыра жам eee 4-8 


SYSTEM STATUS AND INITIALIZATION 


Terminal Status Соттапаѕ................................. 5-2 
COMMAND 2% ват нк ыл о та RE rr ыда d 5-2 
WORKSPAGE: а erint ehem ck e ERR ret ems WESCE шақа 5-3 
MONITOR езеш канда наречие пир Шанси ваза OE 5-5 
MARGINS газот со оваа ен vere rae nM Qe 5-7 
STOPS ei usar sere sawed ел Ы te ied ae ter xr estu Мар Таг: 5-9 
БОӨНМЫз4езезахо вы am имот ешеш кыйл oO ded ve rd D oe 5-10 
SNOOPY A „ысына аьаан на веб ја 5-11 

Communications Status Соттапаѕ ......................... 5-13 
BAUD кушк эра киыры xus D Tere ав аа ма аай ET were 5-13 
РАКИ: есдесдатанағдаакевіа C et ne а berti па 5-15 
ECHO сы нола А c затка қона аны? 5-17 
BUFFERED: ИР hr e; RO Ой ашшы ды a 5-19 
БО ТТІ ТТГ ТТТ” 5-21 
РАОМРТ?. зит SU aces teca must cae V a ЫНЫ AU ERO gear 5-23 
DELAY кешш ише кайты вин на пае M ONT aces wae. 5-25 
FIELD cei ascents e ата RE RAUS ашына аша ќ 5-26 
EOE a eet НТ КГ ТТТ ТТТ 5-28 
DUPLEX бумен тек uvas anle о ГЕНДЕР мага анаты ТГ. 5-30 
DISCONNECT oovan таса а тәл a ҚЫСЫ адын 5-32 

Status Моввайва. аала ао mir nm кан PH: 5-33 
The STATUS Key and the STATUS Message. .............. 5-33 
SYSTAT and the SYSTAT Message ....................... 5-34 
Ше РТРК ТОРТ ТТТ СЕТ 5-37 
ӨТЕӨТ 5 ааа оон аана ада ааыа оо аа 5-39 

e 4024/4025 PROGRAMMER'S 


Section 6 


Section 7 


4024/4025 PROGRAMMER'S 


CONTROLLING THE DISPLAY Page 
The Gursor Commands „хь а e ааа аря 6-1 
JUMP аван паа En ROS ra EE даты са 6-2 
MP cse та ады амы КУЛУС СГ lee bue лылы ы TR d paria Sra RR 6-5 
DONN РЕЛЕЛІ оа а еза ое авт 6-8 
ВІСН. РЕ ТУТАТ ГҮ СГ Да ы ROSE a eds 6-11 
ШЕРТ обасы но ver tiui вее IUS 6-13 
The Tab: COMMANGS nero tot Gv ier аза wes IY AI 6-15 
ТАБ ваша Ci eS dA d ecol ТТК 6-15 
ВАСКТАВ «sisse RR фаза Хо А ыы ыры баасы equ ша 6-17 
The Scrolling Commands ................................... 6-19 
UP) susie акида бақы Бр ЫРА TR POEM EE Me қалана 6-19 
RDOWN:s: mood ERI Ee байы deme RO bs Б Ы ве ы» 6-21 
Additional Commands ...................................... 6-23 
ERASE a E өзде ЕГШ Үн а ед SA eA S Dd айн ы EIU Ve rete 6-23 
BEL. оо аи оное cde stem а 6-24 


FORMS AND FORM FILLOUT 


Eorm.Fillout Моде: «i xii odi fra Ro etur Зада ЫЫ 7-1 
FORM eraasi тес ы ere fei does пъдар аа ete e 7-3 
Creating a FORT... cis Dui rhe deze Sr ITE POET YS 7-4 
Field Attributes and Field Attribute Сойев.................... 7-6 
Font Attributes. «x. cd oos instar ataess иа къса bs wows 7-6 
Logical Attributes „х.га he meme eee 7-7 
Мона АНИ 452225540006 оки ЕЕ) 7-8 
Field Attribute Codes Within a Шіпе........................ 7-9 
Creating FIelds oe eos mee eem e moo a ада s leidas 7-10 
Iud ncc Hr """"---——-———"Www- 7-10 
Creating Fields with ДОМР................................ 7-14 
RUUNGS sag inden ia та ан ағ PNE epe e eae есе Persa 7-16 
HERULE с оварен не нда RS BERG сеза Erbe базаны 7-16 
МАШЕЕ casas ашин е рылар pe ET ari tic eise A ате 7-17 
Making Correct Junctions ... „: л. cocos eR x ree 7-18 
The Effect of Form Fillout on 4024/4025 Commands ......... 7-20 
Typing in Form Filloüt.....25. аа ше mec вкуси 7-20 
TAB in Form FIllQut. «uoo chr roy DIE IRI ECReIMZ каран 7-22 
BAGKTAB in Form Filloüb. i.a rr hcm IR rez 7-24 
ERASE in Form Filleut.« i oo re тете аа аты арығын 7-26 
The HOME Key and JUMP in Form Fillout. ................. 7-27 
Transmitting Forms апа Form Data .......................... 7-28 
SEND if Form ЕШӨШЕ; sas aiuto b tmr sere uera 7-28 
EIELD'm Form Filo... ao op re ридот 7-30 
Some Sample Transmissions ............................. 7-31 
а 


Section 8 TEXT EDITING Page li 
The Text-Editing Соттапав................................ 8-1 
POAR aoo вир sh tii a IS DU eet UE RIA mies BE 8-1 
ОНАН 22% амы cae CR ge ға нде туй 8-3 | 
DEINE usus ier если eoe би аа ws Sie biet ене а а 8-7 
МЕ на асое cem Dee d eor T ars A vil pan 8-11 | 
Section 9 4025 GRAPHICS | 
The Graphics Commands esscr rm etm n mere s наи 9-1 
GRAPHIC s РАР КИЕР ТТТ pes 9-1 
VEO is ione тазаа erbe e xim i patte YEAR Ka rao 9-4 | 
RVECT OR заана анзаарна 9-6 
EINE 2425 малым арада ақын па сото ае сносна 9-8 
STRING комита te zer Sans rosie weer qai o Vis viridi ТҰН 9-9 | 
ERASE „ао авг ко ка tappe DM 9-10 
SHRINK «so a ater кежии оон еа аа ә ce rode ile o 9-11 
Effects of a'Graphic Region «..sisseo re ecco mt OLEO as 9-13 | 
40T0:Style Graphi OS x 2:915 em ar кози ее IP зазағыта мето 9-16 
Addressing the Vector Веат.............................. 9-17 
Graph Mode Метогу..................................... 9-17 | 
Alternate Character Еопів................................... 9-18 
SYMBOL senrt Tonin APETO тынан төзген ores BAIE eA 9-18 
DEONT US сынса ыты А estare БА да 9-20 |) 
Section 10 PERIPHERALS | 
Initializing the 4025 for Peripheral Communications .......... 10-1 
БЕТ dee дешеби vec e ot died Аа i rir Врана саа БУ 10-2 1 
SETting the Printer Parameters ........................... 10-2 
SETting the Tape Unit Parameters ........................ 10-4 
SETting the Plotter Parameters ........................... 10-6 | 
PERIPHERALS 6a 42v rax esac Ене Gangs балана алан 10-8 
REPORT and Peripherals. оо eene hr mE 10-9 
REPORTing the Tape Опії ................................ 10-9 | 
REPORTing Ше Plott&r за: зиз» нтте. шкешт 10-10 
ВЕРОВТ па the Printer... iso RR петна 10-11 li 
e 4024/4025 PROGRAMMER'S Ш 


Section 10 (cont) 


Appendix A 


Appendix B 


Appendix C 


Appendix D 


Appendix E 


Appendix F 


Appendix G 


Appendix H 


4024/4025 PROGRAMMER'S 


Page 

Communicating with Peripherals ............................ 10-12 
ALLOGATE гаа енот таяз далары аа 10-12 
DIRECTORY cies aici wire, бы дыр а оа CULA E RUP ERIS 10-15 
АПКЕЛЕР PEPPER 10-17 
PASS. ».5ы: RAM ТҮТҮГҮ LUCA Г УГ ГГ Г КК dad t 10-18 
ДОРА COPY ayes ei кта наводи а алына ысы» 10-23 
AOZS GOR MITTENS 10-25 
Auto-Incrementing The Tape ЏпК......................... 10-29 
Copying the Workspace to the РіоНег..................... 10-29 
Copying on a Hard Copy Опії................................ 10-30 
НСОР ато нра тана ео йи вата qui Bei cae did f 10-30 


MEMORY CONSIDERATIONS 


THE ASCII CODE 


4010-STYLE GRAPHICS CODES 


ALTERNATE CHARACTER FONTS 


SAMPLE PROGRAMS 


COMMAND LISTING 


PROGRAMMER'S CHECKLIST 


OPTION SUMMARY 


vi 


ILLUSTRATIONS 


The 4024/4025 Computer Display Terminal 
The Split Screen; Workspace and Monitor Scrolls 
The 4024/4025 Keyboard 
Command Format 
String Delimiters 
Status Messages 
SYSTAT Messages 
4025 !ITEST « CR» Results 
4025 IGTEST «CR» Results 
The Workspace Window and the Workspace Scroll 


The Parts of a Form 
Ruling Junctions Chart 
A Graphic Region 
The VECTOR Command 
The RVECTOR Command 
VECTOR Line Types 
The STRING Command 
A Graphic Display 
A Graphic Display After The SEND Command 
A User-Defined Symbol 


oN 
EN 
о 
ша ша на ше ше ны ни ша ше ше ни ше ша на ни ша ше ша шш 


4024/4025 PROGRAMMER'S 


Table Description 
5-1 Snoopy Mode Mnemonics 
9-1 4010-Style Graphics Required Byte Transmissions 
10-1 аре Error God6es: a. oss vere cete diac o Gast lorte Xe i ehe 
10-2 Plotter Language Commands 
10-3 Transmitting Plotter Commands Using PASS 
10-4 4025 COPY Parameters 
10-5 4025 COPY SWIIGheS. ааа анада нау аьаа ан: 
А-1 4025 Graphic Memory Capacity 
B-1 КОСО! Gode Chart а.а ен p IRUOPLPIDURYIQESE чии еви ава 
B-2 ASCII Control Characters 
C-1 4010-Style Graphics Code Chart 
D-1 4024/4025 Alternate Character Fonts 
D-2 RULING Jumctions Саге oce ues voy an vaca tence i nim eiat ae atr m HURRY 
F-1 Command LISTING iss cos chu rrr ар ыы ы ана шине өш es 
G-1 Programmer's Reference Table 

4024/4025 PROGRAMMER'S @ 


TABLES 


viii 


Gu a ова Д ДД ] 


2402-11 
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Section 1 


INTRODUCTION 


The 4024/4025 Computer Display Terminal belongs to the class of machines popularly 
known as "smart terminals." It is a computer terminal that carries communications 
between the operator and a host computer. In addition, the 4024/4025 contains its own 
microprocessor and supporting electronics. With this electronics, the 4024/4025 
responds to its own set of commands, independently of the host computer. 


The 4024/4025 is not intended to be a stand-alone computing system. Rather, its 
computing ability complements that of the host computer, enabling the user to make full 
use of the 4024/4025's information display capabilities. 


ABOUT THIS MANUAL 


The purpose of this manual is to acquaint you with these capabilities and to describe in 
detail the commands to which the 4024/4025 responds. You can then use the full 
potential of the 4024/4025 for problem solving and information display. 


Two assumptions are made concerning the reader of this manual. First, the person should 
be familiar with computer operations in general and with at least one programming 
language. Second, the person should have access to either the 4024 Operator's Manual 
or the 4025 Operator's Manual, as appropriate. 


The 4024/4025 Programmer's Reference Manual is organized along broad functional 
lines. Section 1 gives an overview of the 4024/4025 Computer Display Terminal. Each 
succeeding section explores one class of commands related to a basic terminal function. 


The 4024/4025 has a variety of parameter settings, most of which are set by command, 
and the action of other commands may be influenced by these settings. When this is the 
case, commands are cross-referenced. 


Unless noted otherwise, a command description applies to both the 4024 and the 4025. 
The command sets for the two instruments are slightly different, however, as are the 
options supported. When necessary, commands will be flagged appropriately: (4025 
only), (Requires Option 3), etc. An appendix contains a list of commands and their flags in 
summary form. 
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RELATED DOCUMENTATION 


Information related to programming for the 4024/4025 can be found in the following 
documentation: 


4024 Computer Display Terminal Operator's Manual 
4025 Computer Display Terminal Operator's Manual 
4010B01 (В02,В03,В04,В05) PLOT 10 Easy Graphing Software documentation 


A 4024/4025 Programmer's Reference card, containing a summary of information in this 
manual, is also available. 


The 4024/4025 can be used in a polling environment. For information related to polling, 
see the 4020 Series Polling Reference Manual. 


THE 4024/4025 COMPUTER DISPLAY TERMINAL 


The 4024/4025 Computer Display Terminal (Figure 1-1) is an interface between the 
terminal operator and a host computer. It is designed especially for applications involving 
text editing and display and processing of forms. The 4025 also possesses basic graphic 
capability. 


The 4024/4025 consists of a display unit and a keyboard attached to the display unit by 
a thin flexible cable. This display unit contains a 12 inch, refresh-style crt, a 
microprocessor with supporting electronics, and a standard RS-232 interface. The 
terminal operator types information on the keyboard. Information from both the keyboard 
and the host computer is displayed on the crt. 


4024/4025 terminal operations are controlled by the microprocessor and its associated 
firmware (programs for the microprocessor which are stored in Read Only Memory chips, 
or ROMs). With this firmware, the 4024/4025 responds to several dozen commands, 
independently of the host computer. These commands determine settings of the 
4024/4025 system parameters, control the screen display, and perform various functions 
useful in applications programs. 
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4024/4025 Features 


€ Workspace and Monitor — The 4024/4025 display memory can be divided into 
two portions or scrolls. One portion, called the workspace, serves as a scratchpad 
for editing text, filling out forms, or displaying results of applications programs. 
The monitor portion of memory stores messages to and from the computer and 
any 4024/4025 commands typed on the keyboard. 


е Split Screen — The 4024/4025 screen сап be divided into two areas, or windows, 
corresponding to the two portions of the display memory. The upper area is the 
workspace window and displays information from the workspace. The lower area 
is the monitor window and displays information from the monitor without writing 
over the workspace display. The portions of the screen allotted to each of these 
windows are set by command. 


е Scrolling — When either the workspace window or the monitor window is full, 
information in that window scrolls up to display additional information. Information 
scrolled off the screen is saved as long as memory is available; the scrolled text 
can be reviewed by scrolling down. 


Forms — The workspace can display a form. When the operator has filled in the 
blanks of the form, the data in these blanks can be sent to the computer with a 
single command. 


€ Visual Enhancements — Characters can be displayed with the standard visual 
attribute (light characters on dark background) or the enhanced visual attribute 
(brighter characters on light background). The display can be blinked between 
these attributes. In addition, the 4025 can display visual attributes of underscored 
(all characters and spaces underlined), inverted (dark characters on light 
background), and combinations of more than one visual attribute (such as 
enhanced with underscore). Screen brightness and contrast are controlled 
manually by the operator. 


€ Locally or Remotely Programmable — Commands to the 4024/4025 can be typed 
on the keyboard or sent from the computer. 


е Programmable Operating Parameters — Various operating parameters (such as 


parity, workspace margins, tab stops, etc.) can be set by commands given either 
from the keyboard or from the computer. 


е Buffered Operation — In buffered mode, a line of text (up to 80 characters) in the 
monitor is saved for proofing or local editing before it is sent to the computer. 
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е Programmable Keyboard — Almost all of the keys on the keyboard сап be 
programmed to generate a different character or character string than the default 
one. This allows commonly used character strings or commands to be generated 
by pressing a single key. 


€ Local Text Editing — Using the editing keys or commands, one can edit text held 
in the workspace before sending it to the computer. 


е Status Messages — The 4024/4025 can display status messages which indicate 
parameter settings, the command character, and the amount of unused memory in 
the terminal. 


Optional Features 


е Printer copies — Information in the workspace or in the computer сап be copied 
on a TEKTRONIX 4642 Printer. 


e Rulings — The Ruling Characters font provides a variety of ruling characters. 
Using this font, the 4024/4025 can draw horizontal and vertical rulings to 
highlight the structure of a form displayed in the workspace. 


€ Additional Display Memory — Options provide up to 32 K bytes of display memory. 


€ Optional Interfaces — Options allow the 4024/4025 to use a 20 mA current loop 
or an RS-232 peripheral communications line. A polling interface allows the 
terminal to operate as one of several "slave" display stations which communicate 
with the computer through a polling controller. 


4025 Features 


€ Programmable Baud Rate — The 4025 baud rate can be set by command. 


Optional Features 


е Graphics — The 4025 can store and display graphs in the workspace. Solid lines 
and several types of dashed lines can be drawn. 


€ Alternate Character Fonts — The Math Characters font provides a variety of 
symbols useful in mathematical applications. The user can define 16 character 
fonts, with each font containing up to 128 characters. 
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Ф GPIB Interface — The 4025 can communicate with four TEKTRONIX 4924 Digital 
Cartridge Tape Drives and two TEKTRONIX 4662 Interactive Digital Plotters, using 
a GPIB (General Purpose Interface Bus). 


€ Hard Copies — The 4025 can make permanent copies of all information on the 


Screen using a TEKTRONIX 4631 Hard Copy Unit. The Hard Copy Unit copies 
forms and graphs just as they appear on the 4025 screen. 


е Polling Controller — The 4025 can act as a “polling controller" to supervise 
communications between several 4024/4025 "slave display stations" and a host 
computer, using IBM 3270-style Bisynchronous EBCDIC protocol. 


THE SPLIT SCREEN: WORKSPACE AND MONITOR 


Information sent to the display unit from the keyboard or the computer is stored in a part 
of the terminal's memory called the display list. This display list can be divided into two 
sections or scrolls — the workspace scroll (or simply workspace) and the monitor scroll 
(or simply monitor). 


Information from the keyboard can be directed into either scroll, as can information from 
the computer. Each scroll has specific uses, and the 4024/4025 processes information in 
the workspace differently than it processes information in the monitor. 


The workspace serves as a scratchpad area. The operator can use it to create text to 
send to the computer, to edit text, to create or fill out forms, or to display results of 
applications programs. Text typed into the workspace is stored there until the terminal is 
commanded to send data in the workspace to the computer. 


The monitor is used to display commands typed on the keyboard and messages to and 
from the computer. The monitor cannot contain forms or graphics. In general, the monitor 
allows (1) the operator to communicate with the terminal or the computer, and (2) the 
computer to issue error messages or prompts, without this information being written over 
the contents of the workspace. 


Corresponding to this division of the display list into workspace and monitor, the terminal 
screen сап be divided into two areas or "windows" to display information stored in each 
part of the display list. The upper area is the workspace window and displays information 
from the workspace. The lower area is the monitor window and displays information from 
the monitor. 
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WORKSPACE 
WINDOW 


WORKSPACE 


SCROLL == MONITOR 
WINDOW 


MONITOR 
SCROLL 


Figure 1-2. The Split Screen; Workspace and Monitor Scrolls. 


There is always a monitor defined; hence, there is always a monitor window of at least 
one line. There may, however, be no workspace defined. If no workspace is defined, there 
is no workspace window; the entire screen is devoted to the monitor. 


When the terminal is powered up or RESET, the monitor window occupies the entire 34 
lines of display, no workspace is defined, and text from the keyboard and text from the 
computer are directed into the monitor. Appropriate commands to the 4024/4025 define a 
workspace, select the number of lines in each window, and direct text from the keyboard 
and text from the computer into the desired scrolls. 


For each scroll there is a cursor — a pointer in the display list indicating where the next 
character entered in the scroll will be stored. The cursor appears on the screen as a 
bright underline one column in width. Only one cursor will be visible at a given time. 
(There may be brief periods, while the terminal performs certain routines, when neither 
cursor is visible.) 


4024/4025 PROGRAMMER'S 


INTRODUCTION 


If the workspace window is full and additional text is entered in the workspace, the 
workspace automatically scrolls up to display the new text. Text scrolled off the screen is 
saved in the display list so long as that memory capacity is not exceeded. The operation 
of the monitor is similar, except that information scrolled off the monitor window will be 
discarded if that memory space is needed for other purposes. 


Scrolling commands and scrolling keys roll the workspace and monitor up and down, 
independently, to display various portions of text. 


THE 4024/4025 KEYBOARD 


The 4024/4025 keyboard is shown in Figure 1-3. 


1 


CURSOR/ 


NUMERIC 
ASCII KEYS РАО 


Figure 1-3. The 4024/4025 Keyboard. 


As indicated in Figure 1-3, the keys on the 4024/4025 keyboard fall into three categories: 
ASCII keys, cursor/numeric pad keys, and function keys. 


ASCII Keys 


The ASCII section of the keyboard resembles an 
ordinary typewriter keyboard. Each key in this 
section, except the BREAK key, sends a character 
of the ASCII code to the computer. (See the ASCII ASCII KEYS 
Code Chart, Appendix B.) The BREAK key sends a 

break signal which interrupts the computer's opera- 

tion. 
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CURSOR/NUMERIC PAD 


NUMERIC LOCK 


NUMERIC KEYS 
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Cursor/Numeric Pad Keys 


The cursor/numeric pad is the group of 11 keys to 
the right of the ASCII section of the keyboard. This 
group of keys functions as a cursor pad and asa 
numeric pad. 


When the NUMERIC LOCK function key is off 
(unlighted), the group functions as a cursor pad. In 
this mode the four keys marked with arrows move 
the cursor and the two keys marked with triangles 
scroll the display list. The remaining pad keys have 
no effect. 


When the NUMERIC LOCK function key is on 
(lighted), the group functions as a numeric pad, 
generating the digits O - 9 and the decimal point 


(period). The shifted versions of the appropriate pad 
keys still move the cursor and scroll the display list. 
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Function Keys 


The function key group consists of the ERASE key, 
the PT (Pad Terminator) key, and the sixteen keys 
along the top of the keyboard. 


The ERASE key is at the extreme upper left of the 
ASCII section of the keyboard. This key erases 
whichever scroll (workspace or monitor) receives 
text from the keyboard. 


The PT (Pad Terminator) key is the large key to the 
right of the cursor/numeric pad. The default defini- 
tion of this key is "undefined." 


The sixteen keys along the top of the keyboard are 
divided into four groups of four each. Each key in 
the rightmost group includes an LED which, when 
lighted, indicates the key is "on." These sixteen 
keys have the following definitions. 


F1 - Undefined 

F2 — Undefined 

F3 — Undefined 

F4 — Undefined 

F5 — HOME 

F6 — Undefined 

F7 — Undefined 

F8 — SEND ** 

F9 — DELETE CHARACTER 
F10 — DELETE LINE 

F11 — ERASE & SKIP 

F12 — INSERT LINE 

F13 — INSERT MODE * 

F14 — TTY LOCK * 

F15 — NUMERIC LOCK/LEARN * 
F16 — COMMAND LOCKOUT/STATUS * 


* — lighted keys 
** — The SEND key has no definition until 
programmed. 


INTRODUCTION 


Function keys F1-F4 and F6-F8 have default definitions of "undefined"; these keys cause 
no action unless they are programmed. 


Function key F5 is the HOME key. Pressing this key returns the visible cursor to its 
"home" position in row 1, column 1 of the scroll, at the upper left corner of the window. 


Function keys F9-F16 perform the functions indicated by their keyboard labels. These 
keys are discussed in detail in the 4024 Operator's Manual and in the 4025 Operator's 
Manual. 


The default definition of the SEND key is "undefined." Since the 4024/4025 command set 
includes two different types of SEND commands, the shifted and unshifted versions of the 
SEND key may be programmed, each with a different type of SEND command. 


The LEARN key is the shifted version of the NUMERIC LOCK key. The STATUS key is the 
shifted version of the COMMAND LOCKOUT key. Neither the LEARN nor the STATUS key 
is a lighted key; each operates independently of the corresponding unshifted key. 


The action of the DELETE CHAR, DELETE LINE, INSERT LINE, INSERT MODE, and LEARN 
keys can be duplicated by 4024/4025 commands discussed later in this manual. 


There are no 4024/4025 commands which correspond exactly to the HOME, ERASE & 
SKIP, TTY LOCK, NUMERIC LOCK, COMMAND LOCKOUT, or STATUS keys. The action of 
the HOME, ERASE & SKIP, and COMMAND LOCKOUT keys can be duplicated by certain 
command sequences discussed in later sections of this manual. There are no command 
sequences which duplicate the action of the TTY LOCK or NUMERIC LOCK keys. 


NOTE 


In a 4024/4025 which contains a Polling Interface (Option 10), or ina 
4025 which contains a Polling Controller (Option 11), the definitions 
assigned to some of the function keys will be different than those 
discussed in this section. Refer to the 4020 Series Polling Reference 
Manual for relevant details. 


Programmable Keyboard 


Most of the keys on the 4024/4025 keyboard can be programmed with definitions other 
than the default ones. This allows the operator to generate commonly used character 
strings, commands, or command sequences by pressing a single key. 
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All of the keys on the keyboard сап be programmed except the following six keys: 


ө The rightmost three lighted function keys — ТТҮ LOCK, NUMERIC LOCK, and 
COMMAND LOCKOUT. (Neither the shifted nor the unshifted versions of these 
keys can be programmed.) 


€ The three ASCII keys — SHIFT, CTRL, and BREAK. 


Key programming may assign different definitions to the shifted and unshifted versions of 
the same key. For example, the upper case A key and its unshifted version, the a key, may 
be programmed with different definitions. 


Function keys F1-F4, F6-F8, and the PT (Pad Terminator) key have no definitions 
assigned to them; their default definitions are “undefined.” These keys are reserved 
specifically for programmed definitions. The SEND key (function key F8) is usually 
programmed with some version of the SEND command. 
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Section 2 


4024/4025 COMMAND STRUCTURE 


HOW TO FIND COMMANDS IN THIS MANUAL 


The 4024/4025 responds to several dozen commands. This manual is organized 
functionally and each command, with a description of its structure and what it does, is 
listed in the appropriate section of the manual: the UP and DOWN commands are 
described in Controlling the Display, the HRULE and VRULE commands in Forms and 
Form Fillout, and so forth. The first section in which a command appears contains a 
complete description of the command syntax. 


If the presence of certain modes or settings affects the action of the command, these 
effects are discussed in the relevant section. The TAB command, for example, causes a 
different action when the terminal is in form fillout mode, and the action of TAB in form 


fillout mode is discussed in the Forms and Form Fillout section. 


In addition to these command descriptions, Appendix F lists all commands and the 
sections of the manual in which each command is discussed. 


THE FORMAT OF 4024/4025 COMMANDS 


Each 4024/4025 command is represented by an English-style ASCII string. In addition to 
the English-style commands, the 4025 graphics commands have counterparts on existing 
401 0-series terminals and PLOT 10 software. When these commands are sent from the 
computer, they can be represented using the 4010-style codes. (See the 4025 Graphics 
section for a discussion of the graphics commands and 4010-style codes.) 
A 4024/4025 command consists of four parts: 

€ The command character 

e The command keyword 


€ The command parameters 


Ф The command terminator 
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The command character is a unique, user-selectable character that does not normally 
occur in text. This character informs the 4024/4025 that the information which 
immediately follows is a command. The exclamation point, !, is selected as the command 
character before the 4024/4025 is shipped from the factory. The operator or programmer 
can change the command character by using the COMMAND command. (See Selecting 


the Command Character later in this section.) We shall use the exclamation point, !, as the 


command character throughout this manual. 


The command keyword is a single word that identifies the command to be executed. This 
keyword can be spelled out entirely or, if it contains more than three letters, it can be 
truncated to the first three letters. The keyword must immediately follow the command 
character; no spaces or other characters are allowed between the command character 
and the keyword. 


The command parameters, if any, follow the keyword. The type and number of parameters 
depend on the particular command; some commands take no parameters at all. 
Parameters can be numbers, character strings, or words. A parameter word can be 
abbreviated to its first letter. 


The last character in a command, whether a parameter or the final character of the 
keyword, is separated from subsequent information by a command terminator. A 
terminator can be a semicolon, a carriage return, or another command character. If the 
command is the final string on a line of text, the terminator is a carriage return. If the 
command is followed by text, a semicolon terminates the command and separates it from 
the text. If the command is followed by another command, the command character of the 
following command can serve as the terminator. 


Parameters which are characters or character strings must be separated from the 
keyword and from each other by separators. A separator can be a comma or one or more 
spaces. The separator between a numeric parameter and the keyword or between a 
numeric parameter and neighboring alphabetic parameters can be omitted. 


Figure 2-1 illustrates the format of 4024/4025 commands. 


Consider the following line: 


IWOR 20 H;THIS IS THE WORKSPACE!MON H!IBEL« СЕ > 


Тһе; terminates the 'WOR 20 Н command. The! of the !BEL command terminates the 
IMON H command. The «CR» terminates the !BEL command and the entire line. The 
string THIS IS THE WORKSPACE, since it is not preceded by a command character, is 
treated as text and printed in the workspace. 
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IBELL<CR> (NO PARAMETERS) 


----- 


COMMAND KEYWORD TERMINATOR 
CHARACTER 


! BAUD 1200, 2400 «CR» 


7 LJ LC Инт щатната) 
COMMAND “мы. 
CHARACTER N NC TERMINATOR 


SEPARATOR SEPARATOR PARAMETER 
KEYWORD PARAMETER 


(KEYWORDS ABBREVIATED; 


! да 20 K ! | МАН 10 ,70 OM UNNECESSARY SEPARATORS 


Қ” TERMINATOR OMITTED) 


Sm ја M 
KEYWORD КЕ ae ER 


COMMAND PARAMETERS ABBREVIATED SEPARATOR 
CHARACTER асова сна KEYWORD (NECESSARY) 
OMITTED) 


COMMAND 
CHARACTER 
(SERVES AS 

TERMINATOR) 


Figure 2-1. Command Format. 


Separators followed by + or — signs can be omitted. The command 
IRVE 5,0,—20,—110, 35, 110€ CR» 

may be written 
ІВУЕ--5,0-20-110--35-110<СН> 


The separator between 4-5 and 0 cannot be omitted. 
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Delimited ASCII Strings 

Some of the 4024/4025 commands accept delimited ASCII strings as parameters. A 
delimited ASCII string consists of any string of printing ASCII characters with a delimiter 
at each end of the string. The delimiters mark the beginning and the end of the delimited 


string. 


The characters which can be used as delimiters are shown in Figure 2-2. 


-lunder line) 


. (period) 


2402-4 


Figure 2-2. String Delimiters. 


The symbol currently used as the command character cannot be used as a delimiter. The 
hyphen (—), vertical bar (|), semicolon (;), and comma () cannot be used as delimiters 
(although their shifted versions can be so used), since these symbols have special uses 
in 4024/4025 command syntax. 
The same symbol must be used for both delimiters of a string. You may write 

ILEARN F1 [!SEND МОО 13« CR» 
but not 


ILEARN F1 [ISEND MOD] 13< CR» 


The delimited string must not contain its own delimiter. To set the end-of-line string to the 
ASCII string * * */ *, for example, we could write 


IEOL Q * * */ * Oc CR». 
Neither the * nor the / may be used here as a delimiter. 
Some commands restrict the length of a delimited string. In general, a delimited string 


should not contain the command character, except in the LEARN command. See the 
individual command descriptions for details. 
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THE SYNTAX OF COMMAND DESCRIPTIONS 


The 4024/4025 command descriptions which appear in this manual use the following 
conventions: 


е The exclamation point,'!, is always used as the command character. 


€ |n a keyword or parameter string which can be abbreviated, the necessary part of 
the string is written in uppercase; the optional part is written in lower case. For 
example, 


STOps 


means that any of the strings STO, STOP, or STOPS can be used as the keyword 
in a STOPS command. Usually the choice will be STO for efficiency or STOPS for 
readability. 


€ Expressions in angle brackets, <...>, are parameter names (except the expres- 
sion « CR», which always means carriage return). When a command is given, the 
parameter name is replaced by one choice from a specified set of valid 
replacements. The set of valid replacements for the parameter name is listed or 
described. The DLINE command, for example, is described in this way: 


IDLIne [<count>]<CR> 
where « count» is a positive integer. 


€ Optional parameters or parameter names are enclosed in square brackets. In the 
DLINE command noted above, 


[«count»] 


means that the «count» parameter may or may not be specified. Default values 
are given for all optional parameters. 


ө Whenever a list appears, with the members of the list separated by vertical bars, |, 
one element is to be chosen from the list. For example, the FORM command 


syntax reads: 


IFORm | Yes| No ] CR» 
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This means that either Yes or No may be specified, but not both. Neither of these 
have to be specified. The notation Yes means that Y, YE, and YES are all valid 
parameter names and define the same command; likewise for No. Thus 
IFOR<CR>,!IFOR У< СЕ > ЕОВМ YES<CR>,!FOR N<CR>, and 

!IFORM КО<СВ > are all valid commands, and there are still others. 


е The carriage return, «CR», is always used as the command terminator when а 
single command is listed. In particular, in the command descriptions, « CR» 
always terminates the command. 


SELECTING THE COMMAND CHARACTER 


When the 4024/4025 is shipped from the factory, it recognizes the exclamation point, !, 
as the command character. The command character can be changed by the computer or 
the operator by using the COMMAND command. The 4025 remembers its command 
character even when it is RESET or powered off. The only way to change the 4025's 
command character is to give the COMMAND command. When the 4024 is powered on or 
RESET, its command character returns to !, the default setting. 


Whenever the terminal receives the command character, it tries to interpret the 
information immediately following as a command. If this information is not intended to be 
a command, confusion may result. Therefore, the command character must be selected 
with care. It should not interfere with normal printing of text or terminal/computer 
communications. 


Symbols such as carriage return, line feed, or space, which are normally 
used during communications between the 4024/4025 and the computer, 
should NOT be used as command characters. 


The command character may vary from one applications program to another. In a text- 
editing program the exclamation point, !, would be a risky choice for the command 
character, since this symbol is occasionally used as a punctuation mark. Another symbol, 
perhaps # or Ф, should be chosen. 
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At the end of a program the command character should always be reset to the 
exclamation point. In this way, the next user will know the proper command character and 
be able to command the terminal as needed. 


COMMAND 


The COMMAND command is used to select a new command character. 


Syntax 
ICOMmand «character» «CR» 


where «character is a single ASCII character or a two- or three-digit ASCII Decimal 
Equivalent (ADE) of an ASCII character. 


Action 
This command sets the command character to the symbol designated by « character». If 
«character» is a single numeral, that character is the new command character. If 


«character» is a two- or three-digit numeral, that numeral is the ADE of the new 
command character. 


Examples 


ICOMMAND #<CR> Sets the command character to the number sign, #, whose 


ICOM#<CR> ADE is 35. 

ІСОМ 35<CR> 

ICOM 8<CR> Sets the command character to the ASCII character 8. 
СОМ 08<CR> Sets the command character to the ASCII BS (backspace) 


character, whose ADE is O8. 
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HOST PROGRAMMING FOR THE 4024/4025 


This section discusses how to use programming language statements to communicate 
with the 4024/4025. Application programs for the 4024/4025 can be written in any 
programming language which can display alphanumeric information on the terminal 
Screen and accept data from the terminal. 


TEXT AND COMMANDS 


All information received by the 4024/4025, whether sent from the computer or typed on 
the keyboard, can be divided into two categories: commands and text. A command causes 
the 4024/4025 to modify its internal status in some way — perhaps to select a new 
command character, to redirect text from the computer, etc. Text is information which is 
printed verbatim on the terminal screen. 


The 4024/4025 distinguishes between text and commands by the presence of the 
command character. When the 4024/4025 receives the command character, it assumes a 
command follows and tries to process incoming data as a command. When not processing 
a command, the 4024/4025 treats information as text and displays it in the appropriate 
text window. 


COMPUTER-TO-4024/4025 COMMUNICATIONS 


Any programming statement which sends alphanumeric data can be used to send text 
and commands to the 4024/4025. Common examples are the PRINT statement in BASIC, 
the WRITE statement in FORTRAN or PASCAL, and the DISPLAY statement in COBOL. 
Suppose we are programming in BASIC. The BASIC statement 

100 PRINT “МОВ 20 К” 


creates a workspace of 20 lines and directs text from the keyboard into the workspace. 


NOTE 


When the PRINT statement is executed, the computer sends a « CR» after 
!WOR 20 К. This « CR» serves аз the command terminator. 
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In contrast, the BASIC statement 

200 PRINT "WOR 20 К” 
causes the text WOR 20 K to be displayed in whichever scroll receives text from the 
computer. The command character in line 100 makes the difference; it indicates to 
the 4024/4025 that the information which follows is a command. 
Suppose you wish to initialize the 4024/4025 by establishing a 20 line workspace to 
receive text from the computer, signal the operator by printing the message THIS IS THE 
WORKSPACE in the workspace, and ring the terminal bell. The BASIC statement 

100 PRINT “ІУУОН 20 K;THIS IS THE WORKSPACE!BEL” 
causes the following events: 


е The 4024/4025 receives the first !, signaling that a command follows. 


е The 4024/4025 recognizes the string WOR 20 K; as a valid command апа 
executes it. 


e The 4024/4025 receives the string THIS IS THE WORKSPACE. As long as the 
terminal does not see the command character, it treats incoming information as 
text and prints it in the workspace, which now receives text from the computer. 


€ The 4024/4025 receives the second !, signaling that another command follows. 


е The 4024/4025 receives the string BEL, followed by the < CR» sent by the 
computer at the end of the PRINT statement. The 4024/4025 recognizes the 
BEL « CR» as a valid command and executes it. 


When the 4024/4025 receives information from the computer, it processes that 
information as it is received. Consider the preceding example: 


100 PRINT “МОН 20 K; THIS IS THE WORKSPACE!BEL" 


The 4024/4025 executes the 'WOR 20 К; command as soon as the ; is received, while 
continuing to receive information from the computer. The information THIS IS THE 
WORKSPACE, since it is not a command, is sent to the workspace as soon as the 'WOR 
20K; command has been executed. When the terminal receives the « CR», it executes 
the 'IBEL« CR» command. 
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In contrast to this, suppose the following line is typed on the keyboard: 
IWOR 20 K; THIS IS THE WORKSPACE!BEL « CR» 


No information is processed until the < CR» is typed. Then the line is processed just as 
though it came from the computer. 


Sending Numeric Parameters 
Consider the 4025 VECTOR command: 
МЕС 100,100 200,100 150,200 100,100 « CR» 
In BASIC, this command can be sent to the 4025 in any of the following ways. 


1. Include the VECTOR command parameters as alphanumeric data in a PRINT 
statement: 


495 PRINT “МЕС 100,100 200,100 150,200 100,100" 


(The PRINT statement provides its own «CR». This «CR» terminates the 
VECTOR command.) 


2. Send the VECTOR command parameters as data: 
495 PRINT “ІУЕС”;100,100;200,100;150,200;100,100 


In this example, as in the preceding one, parameters are separated into 
coordinate pairs for readability. 


3. Define, by host programming, BASIC variables X1=100, Х2--150, X3-— 200, 
Y1 — 100, and Y2 — 200. Then use the BASIC statement: 


495 PRINT "IVEC";X1,Y1;X3, Y 1;X2, Y2; X 1, Y1 


This method is most versatile, since parameters can be modified by input from 
the 4024/4025 operator or by the program itself. 


The 4025 graphic commands are discussed in detail in the 4025 Graphics section. 
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Continuing a Command 


Some 4024/4025 commands can be continued from one line of code in the host program 
to the next line of code by inserting a continuation character at the end of the line. There 
are two cases where this can be done: 


€ |n a VECTOR or RVECTOR command, the ampersand, &, can be inserted after a 
numeric parameter to continue the command to the next line. The BASIC 
statement 


100 PRINT “МЕСТОВ 0,0,175,175,0,175,0,0” 
can be written as two lines of code: 


100 PRINT "IVECTOR 0,0,8” 
101 PRINT “175,175,0,175,0,0” 


Ф |n a command which takes a delimited ASCII string as a parameter, the delimited 
string can be divided into two delimited strings on two consecutive lines of code 
using the hyphen, -, as a continuation character. The BASIC statement 


200 PRINT "ILEARN F1 ИЗЕМО ALL;!ERA W/13" 
can be written as two lines of code: 


200 PRINT "ILEARN F1 /!SEND ALL;/-" 
201 PRINT “ЛЕНА W/13" 


The line of text to be continued in this way should NOT be divided between the 
command character and the keyword, within the keyword, within a numeric 
parameter, or between a number and its plus or minus sign (if the sign is present). 


Individual commands may tolerate minor variations in syntax. See the command 
descriptions for details. 

A Note on Invalid Commands 

Since legend has it that not all programs run correctly the first time, some information is 


in order concerning what to expect from the 4024/4025 when it receives data which 
confuses it. 


€ 
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When the 4024/4025 receives an invalid command (that is, a string preceded by the 
command character but which the 4024/4025 cannot recognize as a command), the 
results depend on the origin of this invalid command. In the following examples the 
command keyword STOPS is misspelled STEPS: 


Suppose the invalid command 
ISTEPS 20 40 60€ CR» 

is sent from the computer in a BASIC PRINT statement: 
100 PRINT “!STEPS 20 40 60" 


The 4024/4025 treats this invalid command as text and prints the entire string, 
ISTEPS 20 40 60, in whichever scroll receives text from the computer. 


When the invalid command 
ISTEPS 20 40 60 < CR» 


is typed on the keyboard, an error message is printed and the invalid command 
is repeated: 


WHAT? 
ISTEPS 20 40 60 


This calls the operator's attention to the source of the error. 


Suppose this same invalid command is part of a sequence of commands sent 
from the computer, as in the following BASIC statement: 


100 PRINT “ЕНА WISTEPS 20 40 60!BEL" 


The 4024/4025 erases the workspace, prints the text STEPS 20 40 60 in 
whichever scroll receives text from the computer, and rings the bell. No error 
message is given; whatever the terminal cannot recognize as a command is 
treated as text. 


HOST PROGRAMMING 
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4. И the sequence of commands 
ЕВА W!STEPS 20 40 60!IBEL« CR» 
is typed on the keyboard, all information preceding the invalid command is 


processed. Then an error message, the invalid command, and the remainder of 
the line are all printed in the monitor: 


WHAT? 
ISTEPS 20 40 60!BEL 


If the 4024/4025 receives a command that requires a workspace and no workspace is 


defined, the command simply ceases to be. Nothing will be executed and no error 
message will appear. 


Displaying a Command File 


How does one display a file containing 4024/4025 commands so that it can be read, 
modified, or debugged? There are two ways this can be done: 


1. Тһе 4024/4025 operator can press the COMMAND LOCKOUT key and then 
display the file on the screen. When this key is lighted, the 4024/4025 treats а// 
information, including the command character, as text and prints it in the 
appropriate scroll. 


Press COMMAND LOCKOUT (LED comes on). 
: (Display file containing ! as the command 
: character, review and edit this file, and 
: return edited file to the computer.) 
Press COMMAND LOCKOUT again (LED goes off). 
2. Тһе operator or the computer can change the command character to a symbol 
which does not appear in the file to be reviewed. In a file which does not contain 


the symbol #, one might have: 


СОМ #<cr> (Change command character to #.) 
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СОМ X «CR» (Change command character to #.) 

: (Display file containing ! as the command 

: character, review and edit this file, and 

: return edited file to the computer.) 

ЖСОМ! «CR» (Reset command character to |.) 
The 4025 can also stay execution of commands by using the 4025 COPY command (see 
the Peripherals section). 
4024/4025-TO-COMPUTER COMMUNICATIONS 
There are three ways to send information from the 4024/4025 to the computer: type into 
the monitor, give the SEND command, and give the REPORT command. 
Typing into the Monitor 
One way to enter information into the computer is to type it into the 4024/4025 monitor. If 
the 4024/4025 is in unbuffered mode, information typed into the monitor is sent to the 
computer character by character, as it is typed. If the 4024/4025 is in buffered mode, 
information typed into the monitor is sent to the computer line by line, as each line is 
terminated by a carriage return. Buffered and unbuffered modes are discussed in more 
detail in the System Status and Initialization section. 
SEND 
A second way to send information to the computer is to first enter that information in the 
4024/4025 workspace. When the operator or the computer gives the SEND command, all 
the information in the workspace is sent to the computer. 
Syntax 
ISENd «CR» 
This command causes all information in the 4024/4025 workspace to be sent to the 
computer. 
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Usually the SEND key is programmed to give the SEND command, so that the operator 
can send the workspace contents to the computer simply by pressing the SEND key 
when he is ready. 


The SEND command is used in conjunction with whatever input request statement is 
available in your programming language. In BASIC, for example, the INPUT statement is 
used; in COBOL, the ACCEPT statement is used. 


NOTE 


The key labelled SEND on the 4024/4025 keyboard is not pre- 
programmed. It may be programmed to give the SEND command using the 
LEARN command or the LEARN key. 


The following program asks the operator to type a one-line message in the workspace and 
press a key to send this message to the computer. When the computer receives the 
message, it prints it back in the monitor, so that the operator can verify the message was 
correctly received. 


LIST 

NONAME 09:09 AM 25-Apr-78 

100 REM---CREATE A CLEAN WORKSPACE 

110 PRINT ’!WOR га К" 

12@ REM---PROGRAM SEND KEY (FUNCTION KEY 8) TO GIVE !SEND COMMAND 

130 PRINT ’'LEA F8/!SEND/13 10” 

14@ REM---INFORM OPERATOR 

150 PRINT ’!MON H’ 

160 PRINT 'This program accepts a message from the 4024/4025 Workspace’ 
161 PRINT “апа verifies the message was received. When you type your’ 
162 PRINT 'message, it appears in the workspace. When you press the’ 
163 PRINT 'SEND key, your message is sent to the computer. Тһе computer ' 
164 PRINT 'verifies your message by printing it back to you, in the’ 
165 PRINT 'monitor. Now type your message and press the SEND key when’ 
166 PRINT ’ready.’ 

200 REM---ACCEPT INPUT FROM TERMINAL 

210 INPUT R$ 

228 REM---SEND MESSAGE RECEIVED BACK TO TERMINAL 

230 PRINT ’Your message was received. It read:’ 

248 PRINT 

250 PRINT AS 

268 PRINT 

278 PRINT 

999 END 
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NOM IS THE ТІМЕ 


This program accepts a message from the 4024/4025 Workspace 
and verifies the message uas received. When you type your 
message, 1% appears in the workspace. When you press the 
SEND key, цоиг message is sent to the computer. Тһе computer 
verifies your message by printing it back to you, in the 


monitor. Now type your message and press the SEND key when 
ready. 
2 


NOW IS THE TIME 
Your message uas received. It read: 


NOW IS THE TIME 


NOTE 


HOST PROGRAMMING 
SEND 


When the SEND command is given from the computer, it must be placed in 
the applications program before the input request statement. In BASIC, for 


example, write 


100 PRINT "ISEND" 
110 INPUT A$ 


Do not write 


200 INPUT A$ 
210 PRINT "ISEND" 


In the latter case the program never executes line 210. It halts at line 200, 


waiting for data which never comes. 
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The use of the SEND command in form fillout applications is discussed in the Forms and 
Form Fillout section. 


REPORT 
A third way to send information to the computer is for the computer to issue the REPORT 
command to the 4024/4025. 
Syntax 
IREPort «device» «CR» 


where «device» is either the two-digit number OO or the two-digit number O1. 


Action 


This command causes the 4024/4025 to send a report to the computer. The report has 
the following format: 


IANS «device», < data field ; 


The report identifier ANS (for *answer") is followed by one space, the two-digit «device» 
number, a comma, the « data field, and finally a semicolon. 


The «data field» parameter contains опе or more fields, separated from each other by 
commas. The format of «data field depends оп the value of «device» — that is, оп 
which device is reporting. For a given device, however, the format of «data field» is 
always the same. This allows the applications program to parse «data field correctly, 
knowing which device was interrogated. 


Examples 
1. The command 
IREP 00< СЕ > 


causes the 4024/4025 to report the system status block to the computer. This 
report is in the following format: 


IANS 00,<р1 >,<р2>; 
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where: 


<р1 > is a four-digit decimal number specifying the number of unused blocks 
of memory. (A block consists of 16 8-bit bytes.) 


<р2 > is a three-digit number specifying the system status byte. The leftmost 
bit specifies whether the terminal is in buffered mode (bit— 1) or unbuffered 
mode (bit=0). The middle bit specifies whether the terminal is in form fillout 
mode (bit— 1) or not (bit—0O). The rightmost bit specifies whether there is a 
monitor present (bit— 1) or not (bit 0). 


2. Тһесоттапа 
IREP 01 «CR» 


causes the 4024/4025 to report the workspace cursor status to the computer. 
This report is in the following format: 


IANS 01,<p1>,<p2>,<p3>; 
where: 


<р1 > is a three-digit decimal number specifying the row of the workspace 
in which the cursor is located. 


<p2> is a three-digit decimal number specifying the column of the workspace 
in which the cursor is located. 


<p3> is a single character, the character displayed at the cursor position. 


Other values of «device» are possible if the 4024/4025 has certain peripheral devices 
attached. See the Peripherals section for details. 


The REPORT command can be used for purposes other than straightforward interrogation 
of the System status block or the workspace cursor. 


Some programs may perform considerable processing before sending data to the terminal 
or requiring input from the terminal. It may be convenient, therefore, to verify that the 
terminal is alive and listening before proceeding. In BASIC, for example, the applications 
program can begin with 


100 PRINT “ВЕР ОО” 
110 INPUT A$ 
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The program does not proceed until it receives Аб. What Аб is, is not important. 


As a second example, suppose the applications program is sending large amounts of data 
to the 4024/4025 а! relatively high baud rates. It is possible for the computer to overrun 
the 4024/4025's input buffer, resulting in loss of information. The pair of statements 
(here, in BASIC) 


XXX PRINT “!REP ОО” 
XXX+1 INPUT АФ 


can be inserted occasionally. The program pauses at each input statement and will not 
continue until it receives input for A$ — that is, until the 4024/4025 has processed its 
entire input buffer and ANSwers the REPort command. What the terminal ANSwers is not 
important, only that it ANSwers. 


The REPORT command is also used to obtain information about peripherals which may be 
attached to the 4024/4025. Details are contained in the Peripherals section. Appendix E 
contains a program segment in PASCAL to illustrate how the input from a REPORT 
command can be processed. 
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PROGRAMMING THE KEYBOARD 


The 4024/4025 keyboard is programmable; that is, most of the keys can be programmed 
to generate a character or string of characters other than the default ones. When a key is 
programmed, the new definition assigned to that key is stored in the 4024/4025 RAM 
(Random Access Memory). If the terminal is RESET or powered off, the definition is lost 
and the key reverts to its default definition. 


Key programming enables the operator to give a command or sequence of commands by 
pressing a single key. During an applications program the operator may log on or log off 
the computer, change terminal parameters, send information to the computer, page 
through text, or perform any of several convenient functions just by pressing a key. Key 
definitions may be part of terminal initialization or may occur at convenient points in a 
program. A key can have several different definitions in a single program. 


All the keys on the 4024/4025 keyboard сап be programmed except the following six 
keys: 


е The rightmost three lighted function keys — TTY LOCK, NUMERIC LOCK/LEARN, 
and COMMAND LOCKOUT/STATUS. (Neither the shifted nor the unshifted 


versions of these keys can be programmed.) 


е The SHIFT, CTRL, and BREAK keys. 


PROGRAMMING A KEY 

A key may be programmed with a new definition in one of two ways: 
€ The operator may use the LEARN key. 
€ The operator or computer may give the LEARN command. 


The LEARN key performs the same action as the LEARN command. The 4024 Operator's 
Manual and the 4025 Operator's Manual describe the use of the LEARN key. 
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Syntax 
ILEArn «key» [<string>]<CR> 


where «key» designates the key to be programmed and <string> designates the 
character or character string assigned to the designated key. 


Action 


This command redefines the key designated by the «key» parameter; whenever this key 
is pressed, it generates the character string defined by «string». 


Range of Parameters 


The «key» parameter may be any of the following: 


€ A single printing ASCII character. 


€ A two- or three-digit ADE (ASCII Decimal Equivalent) value from ОО through 127, 
inclusive. (See the ASCII Code Chart, Appendix B.) 


€ A mnemonic representing a non-ASCII key (function key or cursor/numeric pad 


key): 
F1 — F12 Function keys 1 through 12 
51-512 Function keys 1 through 12 with SHIFT 
depressed 
PO — P9, P, PT Numeric pad keys and Pad Terminator key 
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€ A “psuedo-ADE value" representing a non-ASCII key: 


128 Function Key 
129 Function Key 
130 Function Key 
131 Function Key 
132 Function Key 
133 Function Key 
134 Function Key 
135 Function Key 
136 Function Key 9 
137 Function Key 10 
138 Function Key 11 
139 Function Key 12 
140 Function Key 13 


144 SHIFT-Function Key 
145 SHIFT-Function Key 
146 SHIFT-Function Key 
147 SHIFT-Function Key 
148 SHIFT-Function Key 
149 SHIFT-Function Key 
150 SHIFT-Function Key 
151 SHIFT-Function Key 
152 SHIFT-Function Key 


О 40000 мю ~ 


160 Pad Key O 172 ERASE 
161 Pad Key 1 173 SHIFT-ERASE 
162 Pad Key 2 174 BK TAB 


163 Pad Key 3 

164 Pad Key 4 

165 Pad Key 5 

166 Pad Key 6 

167 Pad Key 7 

168 Pad Key 8 

169 Pad Key 9 

170 Pad Key. 

171 Pad Terminator Key 


The «string» parameter may be any of the following: 


е One or more ADE values. 


е One or more pseudo-ADE values. 


€ One or more delimited ASCII strings. 


€ Any combination of the above. 


If the «string» parameter is omitted, the key is assigned its default meaning (the 
standard keyboard meaning). The «string» parameter may be any length as long as the 


terminal's display memory capacity is not exceeded. 
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153 SHIFT-Function Key 10 
154 SHIFT-Function Key 1 1 
155 SHIFT-Function Key 12 
156 SHIFT-Function Key 13 


LEARN 
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Examples 


ILEARN # /(End-of-Page)/ « CR» 
ILEA 35 /(End-of-Page)/ « CR» 


ILEA 35 18 CR» 


ILEA F8 "ISEND MOD'13« CR» 
ILEA 135 "ISEND MOD'13«CR» 


Redefines the # key (SHIFT-3 key), whose 
ADE is 35, to generate the parenthetical 
comment (End-of-Page). The definition of the 
3 key is unchanged. 


Redefines the # key to mean carriage 
return. 


Programs function key F8, whose pseudo- 
ADE is 135, to give the 'SEND MOD com- 
mand. 


ILEA 148 /МОВЕВА W;READY FOR NEXT PROGRAM/ 7 7 7 /IMON/13<CR> 


ILEA 148< CR» 


Programs the SHIFT-HOME key, whose 
pseudo-ADE is 148, to direct text from the 
keyboard into the workspace, erase the 
workspace, print the message READY FOR 
NEXT PROGRAM there, ring the terminal bell 
three times, and return the keyboard to the 
monitor. 


Restores the SHIFT-HOME key to its default 
meaning (undefined). 


NOTE 


When programming a key to give a command or sequence of commands, 
always include the ADE 13 as the last character ої <string>. This 
insures that pressing the programmed key causes the command(s) to be 


executed. 


Special Considerations 


When the LEARN command is given from the computer, it may be continued from one line 
of program code to the next by using a hyphen, -, as a continuation character. This 
causes the next « CR», up to one <LF>, and all NULs, RUBOUTS, and SYNCs to be 
ignored until another character is received. The LEARN command 
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ILEA F3 /THIS COMMAND IS TOO LONG TO FIT ON ONE LINE/ 13 «CR» 


can be written on two consecutive lines of BASIC program code as follows: 


100 PRINT “ЦЕА ЕЗ /THIS COMMAND IS TOO /-" 
101 PRINT “/LONG TO FIT ON ONE LINE./ 13" 


This does not apply to a LEARN command entered from the keyboard. If the command is 
entered from the keyboard, one simply continues typing until the command is complete. If 
the command is longer than one line (80 characters), the cursor wraps around to the next 
line; the command is not terminated until < CR» is pressed. 


Since delimited strings may contain only printing ASCII characters, any control 
characters or non-ASCII characters included in a LEARN command must be encoded 
as ADEs or pseudo-ADEs outside the delimited string. thus, the command 


ILEA $ 13 10€ CR» 


programs the $ key (SHIFT-4 key) to mean < CR» «LF». In contrast, the command 


ILEA $ /13 10/< CR» 


programs the $ key to print the ASCII string 13 10. 


If one of the ASCII numeral keys (0-9) or the period key (.) is programmed, the 
corresponding numeric pad key (with the NUMERIC LOCK key lighted) is also 
programmed. Likewise, if the numeric pad key (with NUMERIC LOCK on) is programmed, 
the corresponding ASCII numeral or period key is programmed. Programming an ASCII 
key does not program the corresponding cursor pad key with NUMERIC LOCK off. 
Likewise, programming the cursor pad key with NUMERIC LOCK off does not program the 
ASCII key marked with the same symbol. 


If the character string assigned to a programmed key includes one or more commands, 
those commands are executed but not displayed on the screen when the programmed key 
is pressed. 


The «string» parameter may include the CLEAR command, discussed later in this 
section. Suppose we program the F1 function key as follows: 


ILEARN F1 ЛЕВА MICLEAR!BEL;Goodbye for now.'MON/13 « СН». 


Pressing F1 causes all of the commands to be executed and the text "Goodbye for now" 
to be printed in the workspace, even though the CLEAR command is given early in this 
string. 


4024/4025 PROGRAMMER'S @ 4-5 


PROGRAMMING THE KEYBOARD 
LEARN AND COMMAND 


4-6 


Function key pseudo-ADE's can be included in the «string» parameter, but those ADE's 
generate default definitions instead of previously programmed definitions. Consider the 
command sequence: 


ILEARN 172 ЛЕНА WIBEL/13« CR» 
ILEARN 128 172« CR» 


The first LEARN command programs the ERASE key (pseudo-ADE 172) to erase the 
workspace and ring the bell. the second LEARN comand programs function key F1 to 
mean the same as the unprogrammed ERASE key. 


NOTE 


The SEND keys (keys F8 and S8, with pseudo-ADEs 135 and 151, 
respectively) have no meaning until programmed. Normally, these keys will 
be programmed to send information to the computer. 


The LEARN Command and the COMMAND Command 


Do not confuse programming a key using the LEARN command with selecting a new 
command character using the COMMAND command. These operations are different. 


Programming a key with the LEARN command causes the programmed key to generate a 
different character or character string than it normally generates. In contrast to this, 
selecting a new command character does not change the character string generated by 
any key. Rather, it changes the way the 4024/4025 processes the default symbol 
generated by one particular key. The same key generates the same symbol, but that 
symbol, when seen by the terminal, now has a different effect. 


When the COMMAND command selects a new command character for the 4025, this new 
selection is stored in the 4025 battery-maintained RAM. This means that the 4025 
remembers the new command character, even when it is turned off or RESET. The only 
way to change the 4025's command character is to give a new COMMAND command. 
When а key is programmed using the LEARN command, however, the learned definition is 
lost if the terminal is turned off or RESET, and the key returns to its default definition. 
(When the 4024 powers up and RESETs, its command character is always the 
exclamation point.) 
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KEY PROGRAMMING AND KEYBOARD LOCKOUT 


When a key is programmed, the new definition assigned to that key is generated 
whenever the key is pressed; however, the default character assigned to that key can still 
be sent to the terminal. It is not the default character, but the key itself, which generates 
the new definition. 


Suppose we execute the following sequence of commands: 
ILEA 127 ЗАП ЕА 34 /IWOR 20 Н К/1 8 с CR» 


The RUBOUT key (ADE 127) is now programmed to mean quotes, ", and the quotes key 
(ADE 34) is programmed to mean МОВ 20 Н К< CR». The ASCII quotes character сап 
be sent to the terminal with its usual meaning, either by sending the ASCII quotes 

character (ADE 34) from the computer or by pressing the RUBOUT key on the keyboard. 


It may be desirable to prevent an operator from issuing arbitrary commands to the 
terminal during an applications program, but still allow him to issue certain specific 
commands or command sequences. During a form fillout program, for example, the 
operator should not be able to modify the form itself, but he should be able to give the 
SEND MOD command. 


Key programming can accomplish this. Suppose ! is the command character. If the 
computer sends the command 


ILEARN 33 00< CR» 


to the 4024/4025, the ! (SHIFT-1) key is programmed to generate the ASCII NUL 
character. This prevents the operator from using the ! key to generate the command 
character. Yet the computer can send command characters to the terminal and can 
program function keys to issue commands when pressed by the operator. Only the 
operator's ability to issue the command character arbitrarily from the keyboard is 
impaired. At the proper time, the computer returns control of the 4024/4025 to the 
keyboard by sending the command 


ILEARN 33 «CR» 


This returns the ! key to its default meaning. 
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CLEARING KEY DEFINITIONS 


To restore a single key to its default definition, use the LEARN command with the 
« string» parameter omitted. The command 


ILEARN «key» «CR» 


will restore the «key key to its default meaning. 


CLEAR 


To clear all programmed key definitions simultaneously, use the CLEAR command. 
Either of the commands 


ICLEAR« CR» 
or 
ICLE<CR> 


clears all key definitions generated by LEARN commands or by the LEARN key. All keys 
revert to their default definitions. 
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SYSTEM STATUS AND INITIALIZATION 


The 4024/4025 has many operating parameters which can be set from the keyboard or 
from the computer. This allows the 4024/4025 to interface with a variety of host systems, 
as well as run many different applications programs easily and effectively. Some of these 
parameters (the end-of-line string, for example) must be set when the terminal is first 
installed and are changed infrequently, if at all. Other parameters (the form fillout mode 


setting, for example) will be changed more often, perhaps several times within the same 
program. 


Clearly, it is necessary for the host and the applications program to be well informed of 
the status of these parameters. Since these settings may be changed from the keyboard 
without the host's knowledge, the first task of any applications program is to initialize the 
terminal; that is, the terminal must be set to a known and desired state which facilitates 
execution of the program. When the program is completed, the terminal should be 
returned to a known reference state for the convenience of future users. 


Some parameters affect the status of the terminal itself. Other parameters affect the 
status of communications between the terminal and the host computer. This section first 
discusses the terminal status commands, which determine the status of the terminal 
itself. These are the COMMAND, WORKSPACE, MONITOR, MARGINS, STOPS, FORM, and 
SNOOPY commands. Then the communication status commands, which determine the 
status of communications between the 4024/4025 and the host computer, are discussed. 
These are the BAUD, PARITY, ECHO, BUFFERED, EOL, PROMPT, DELAY, FIELD, EOF, 
DUPLEX, and DISCONNECT commands. 
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TERMINAL STATUS COMMANDS 


COMMAND 


The syntax of the COMMAND command is 
ICOMmand «character» « CR» 


where «character» is a single printing ASCII character or the ADE (ASCII Decimal 
Equivalent) of an ASCII character. The syntax and action of this command were 
discussed in the 4024/4025 Command Structure section; however, some additional 
comments regarding terminal initialization are in order here. 


Since each command to the 4024/4025 must be preceded by the command character, 
the computer must know the command character at all times. Although the terminal 
operator can discover the command character by pressing the STATUS (SHIFT- 
COMMAND LOCKOUT) key, the computer cannot do this. Therefore, at the end of each 
applications program the command character must be set to a reference symbol. This 
insures the next user proper access to the terminal. The exclamation point, !, is 


recommended as the reference symbol. It is the command character when the 4024/4025 


is shipped from the factory. It is also used as the command character throughout this 
manual and throughout the 4024 and 4025 Operator's Manuals. 


The command character can be changed at the beginning of an applications program, or 
anytime during the program, by using the COMMAND command. But the program should 


always reset the command character to the reference character, !, before releasing 
control of the terminal. Consider a text-editing program. Since the ! symbol is used 
occasionally as a punctuation mark, one may wish to avoid using it as the command 
character in this situation. Such a program might begin by choosing another command 
character, say the @ character, and resetting to ! at the end of the program: 


ІСОМ е «CR» 
(Body of program) 


@ COM !<CR> 
End of execution . 
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WORKSPACE 


When the 4024/4025 is powered up or RESET, there is no workspace or workspace 
window, the entire 34-line screen is devoted to the monitor window, and text from both the 
keyboard and the computer is directed into the monitor. Before an applications program is 
run, the 4024/4025 terminal screen must be initialized: 


е Divide the screen into a workspace window and a monitor window to display 
information from the corresponding scrolls. 


€ Direct text from the computer and from the keyboard into the appropriate scrolls. 


One of the commands used to initialize the screen is the WORKSPACE command. 


Syntax 
IWORkspace [<number>] [Host] [ Keyboard | ZCR» 


where «number» is an integer between О and 33, inclusive. 


Action 


If « number» is included, this command erases the entire display list (the monitor, and if 
a workspace is defined, the workspace also). The terminal then defines a workspace and 
allots the top «number» lines of the screen for the workspace window. The remaining 
34- «number?» lines are used for the monitor window. At least one line is always reserved 
for the monitor window. 


If H (Host) is specified, text from the host computer is directed into the workspace. If K 
(Keyboard) is specified, text from the keyboard is directed into the workspace. 
(Commands typed on the keyboard are still displayed in the monitor.) 


If only the «number parameter is specified, text from the keyboard and text from the 
computer go to the same scrolls as before. AWORKSPACE 0 command directs text from 
both the keyboard and the computer into the monitor, since this command defines no 
workspace. 


If no parameters are specified and the command comes from the host computer, a 
WORKSPACE H command is executed. If no parameters are specified and the command 
is typed on the keyboard, a WORKSPACE K command is executed. 
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Examples 


IWOR 20 Н K<CR> 


IWOR 25 < CR» 


IWOR 0<CR> 


IWOR H<CR> 


IWOR<CR> 


5-4 


Erases the display list, reserves the top 20 lines of the 
screen for the workspace window, and directs text 
from both the computer and the keyboard into the 
workspace. 


Erases the display list, reserves the top 25 lines of the 
screen for the workspace window. Does not change 
the destination of text from the computer or of text 
from the keyboard. 


Erases the display list and reserves the entire 34-line 
screen for the monitor window. Directs text from both 
the computer and the keyboard into the monitor, since 
no workspace is defined. 


Directs text from the computer into the workspace. 
Does not erase the workspace or change the position 
of the workspace cursor. 


If this command comes from the computer, it directs 
text from the computer into the workspace. If the 
command comes from the keyboard, it directs text 
from the keyboard into the workspace. 
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MONITOR 


The WORKSPACE command does not allow you to specify which devices (Host, 
Keyboard) send information to the monitor. The MONITOR command allows you to do this, 
as well as create text windows. 


Syntax 
IMONitor [<number>] | Host] [Keyboard | CR» 


where «number?» is an integer between 1 and 34, inclusive. 


Action 


If «number» is included, this command erases the entire display list (the monitor, and if 
a workspace is defined, the workspace also). The terminal then defines a workspace and 
reserves the top 34- « number» lines of the screen for the workspace window. The 
remaining «number» lines are used for the monitor window. At least one line is always 
reserved for the monitor window. 


If H (Host) is specified, text from the computer is directed into the monitor. If K (Keyboard) 
is specified, text from the keyboard is directed into the monitor. 


If «number» is the only parameter specified, text from the computer and from the 
keyboard go into the same scrolls as before. A MONITOR 34 command directs text from 
both the computer and the keyboard into the monitor, since this command defines no 
workspace. 


If no parameters are specified and the MONITOR command comes from the host 
computer, a MONITOR H command is executed. If no parameters are specified and the 
MONITOR command is typed on the keyboard, a MONITOR K command is executed. 


Examples 
IMON 10 Н K<CR> Erases the display list, creates a monitor window of 10 
lines and a workspace window of 24 lines, and directs 
text from the computer and from the keyboard into the 
monitor. 
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IMON 4<CR> 


IMON 34<CR> 


IMON H<CR> 


IMON<CR> 


Erases the display list, creates a monitor window of 4 
lines and a workspace window of 30 lines. Text from 
the keyboard and text from the computer go into the 
same scrolls as before. 


Erases the display list and reserves the entire 34 lines 
of screen for the monitor window. Directs text from 
both the computer and the keyboard into the monitor, 
since no workspace is defined. Equivalent to a WORK- 
SPACE 0 command. 


Directs text from the computer into the monitor; does 
not erase either scroll. 


If this command comes from the computer, it directs 
text from the computer into the monitor. If the com- 
mand comes from the keyboard, it directs text from the 
keyboard into the monitor. 
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MARGINS 


Workspace margins are set with the MARGINS command. (Monitor margins are always 
set to columns 1 and 80, and cannot be changed.) 


Syntax 
IMARgins [<left> [<right>]]<CR> 


where <left> and <right> are integers between 1 and 80, inclusive, and <left> is less 
than «right». If only one parameter is specified, it is taken to be the «left» parameter; 

in this case, the «right» parameter remains unchanged. If both parameters are omitted, 
«left» and «right» default to 1 and 80, respectively. 


Action 


This command sets the workspace margins—the left margin to column « left» and the 
right margin to column «right». 


When the terminal receives a « CR» from the computer or from the keyboard, the cursor 
moves to column «left». All cursor movement keys and almost all commands which 
move the cursor respect the left margin: if the left cursor key is pressed repeatedly, the 
cursor moves left to column «left», then wraps around to column 80 of the previous line; 
Ше ВАСКТАВ key does по! move the cursor past column «left». (Тһе one exception is 
the JUMP command. See the Controlling the Display section.) 


If a character is typed into column «right», the terminal bell rings. This is the only action 
which occurs. If more characters are entered in the workspace, those characters are 
displayed on the same line, and the cursor continues moving right until either (1) the 
cursor moves past column 80 and wraps around to the next line, or (2) the terminal 
receives a « CR» as a signal to begin a new line. In either case, the cursor moves to the 
left margin in column «left of the next line. 


Examples 


IMARGINS 10 70<CR> Sets the left workspace margin to column 10 and the 
right margin to column 70. 


IMAR 25« CR» Sets the left margin to column 25; leaves the right 
margin unchanged. 


STATUS/INITIALIZATION 
MARGINS 


IMAR« CR» Sets the left and right margins to their default settings: 
columns 1 and 80, respectively. 


The 4025 remembers its right and left margins when it is powered off or RESET. When the 
4024 is powered up or RESET, its left and right margins default to 1 and 80, respectively. 
NOTE 


Unless stated otherwise, it is always assumed in this manual that the left 
margin is set to column 1. 


5-8 @ 4024/4025 PROGRAMMER'S 


STATUS/INITIALIZATION 


STOPS 
STOPS 
Tab stops are set with the STOPS command. 
Syntax 
ISTOps [«stop 1>] [«stop 2>]... [<stop 16>| < CR» 

where each «stop n> parameter is a positive integer between 2 and 80, inclusive, and 
parameters are arranged in increasing order. 
Action 
This command sets up to 16 tab stops by listing the columns in which stops are defined. 
Stops are defined in both the workspace and the monitor simultaneously. Only the stops 
specified are defined; all previous stops are deleted. Stops may be set to the left of the 
left workspace margin, to the right of the right workspace margin, and between the 
margins. 
If no parameters are specified, all tab stops are cleared. 
Examples 

ISTO 10 20 35 45 60<CR> Defines monitor and workspace tab stops in columns 

10, 20, 35, 45, and 60. No other stops are defined; any 
previously defined stops are deleted. 

ISTO<CR> Clears all tab stops. 
The 4025 remembers its tab stops when powered off or RESET. When the 4024 is 
powered up or RESET, no tab stops are defined. 
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ЕОВМ | 
The FORM command places the 4024/4025 in form fillout mode and removes it from form | 
fillout mode. 
Syntax | 
IFORm | Yes|No]<CR> В 
Action i 
The FORM YES command (or equivalent) places the 4024/4025 in form fillout mode. The 
FORM NO command (or equivalent) removes the 4024/4025 from form fillout mode. A |. 
detailed discussion of form fillout mode is found in the Forms and Form Fillout section. 
If no parameter is specified, Y (Yes) is assumed. | 
Examples ы) | 
IFORM YES<CR> Places the 4024/4025 in form fillout mode. 
IFOR Y «CR» | 
ІҒОН<СНВ> 
IFORM МО < СЕ > Removes the 4024/4025 from form fillout mode. |. 
IFOR N<CR> 
The 4024/4025 always powers up and RESETs to FORM NO. 
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SNOOPY 


The 4024/4025 has a “snoopy” mode of operation. In зпоору mode, the non-printing 
ASCII characters (control characters) are represented on the screen by two letter 
mnemonics. (See Table 5-1.) The RUBOUT (or DELETE) character is represented bya 


blotch of fine diagonal lines. Entering and leaving snoopy mode is controlled by the 
SNOOPY command. 


Syntax 
ISNOopy [ Yes| No] CR» 


If neither parameter is specified, Yes is assumed. 


Action 


The SNOOPY YES command places the 4024/4025 in snoopy mode. The SNOOPY NO 
command removes the 4024/4025 from snoopy mode. 


Snoopy mode is useful for troubleshooting and debugging, since it allows the operator to 
examine a// ASCII characters received by the terminal, not just printed characters. It is 
also useful for inserting control characters into text stored in the workspace. Commands 
are still executed in snoopy mode. 


To see the ASCII NUL character printed when examining incoming data, it is necessary to 
have the 4024/4025 parity set to "data." (See the discussion of the PARITY command.) 


Examples 


ISNOOPY YES«CR» Places the 4024/4025 in snoopy mode. 
ISNO Y<CR> 
ISNO<CR> 


ISNOOPY NO<CR> Removes the 4024/4025 from snoopy mode. 
ISNON«CR» 


The 4024/4025 always powers on or RESETs to SNOOPY NO. 


а 5-11 


STATUS/INITIALIZATION 
SNOOPY 


Table 5-1 
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BAUD (4025 only) 


The simplest communications system consists of a device to transmit information, a 
device to receive information, and a communications link or “line.” The rate at which 
information is transferred over a communications line is called the "baud rate." This rate 
is given in bits/second; a baud rate of 1200 means information is transferred at the rate 
of 1200 bits/second. 


During any communication, the rate at which the transmitting device transmits information 
must equal the rate at which the receiving device receives it; otherwise the receiving 
device will be overrun and information will be lost. If the host computer is sending data to 
the 4024/4025 at 1200 baud, the 4024/4025 must be set to receive data at 1200 baud. 
The 4024/4025 has a "receive baud rate" and a "transmit baud rate." These need not be 
the same; i.e., the terminal may receive information at a different rate than it transmits 


information. 


The 4024 transmit and receive baud rates are set internally when the 4024 is installed. 
They can be changed only by Tektronix service personnel. 


Each of the 4024 baud rates will be set to one of the following rates: 


(75 | 110 | 150 | 300 | 600 | 1200 | 2400 | 4800 | 9600) 


The 4025 baud rates are set using the BAUD command. 


Syntax 
IBAUd «transmit» [«receive»]« CR» 


where both «transmit» and «receive» are chosen from the following list: 


(0 |50 | 75 | 110 | 134 | 150 | 300 |600 | 1200 | 1800 | 2400 | 4800 | 9600 | 


STATUS/INITIALIZATION 
BAUD | 
Action i 
This command sets the transmit baud rate to <transmit> and the receive baud rate to 
<receive>. A baud rate of O means an external clock is used. 1 
If «receive» is omitted, it is set equal to «transmit». | 
Examples |. 
IBAU 300,1200< CR» Sets the transmit baud rate to 300 baud and the 
receive baud rate to 1200 baud. | 
IBAU 2400 < CR» Sets both transmit and receive baud rates to 2400 
baud. I 
When the 4025 is powered off or RESET, it remembers the current baud rate. 
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PARITY 


In the ASCII code, each of the 128 ASCII characters is represented by a 7-bit binary 
number. When а character is transmitted, an eighth bit, called a “parity bit,” is also 
transmitted. Some computers use this extra bit for error checking, some use it as a data 
bit, and some simply ignore it. 


The 4024/4025 parity must be set to correspond with that of the computer to which it is 
connected. This is done by using the PARITY command. 


Syntax 
IPARity | Even | Odd | None | High [Data | CCR» 


If no parameter is specified, the 4024/4025 parity defaults to None. 


Action 


This command sets the 4024/4025 parity. If the parity is set to Even, the terminal 
transmits characters with even parity and checks incoming characters for even parity. If 
the parity is set to Odd, the terminal transmits characters with odd parity and checks 
incoming characters for odd parity. If the parity is set to None, the terminal transmits 
characters with parity bit set to zero; the parity of characters input to the terminal is 
ignored. If the parity is set to High, the terminal transmits characters with parity bit set to 
one; the parity of incoming characters is ignored. If the parity is set to Data, the parity bit 
of each character input to the terminal is treated as data; the parity bit is set to zero on 
characters ouput from the terminal. 


Examples 
IPAR Ec CR» Sets the 4024/4025 to even parity. 
IPAR Oc CR» Sets the 4024/4025 to odd parity. 
IPAR N<CR> Sets parity to “попе;” the 4024/4025 ignores the 


parity bit on input characters and sets it to zero on 
output characters. 
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IPAR H<CR> Sets parity to “high;” the 4024/4025 ignores the parity 
bit on input characters and sets it to one on output 
characters. 


ІРАН D<CR> Sets parity to ‘‘data;” the parity bit is read as a data bit 
for incoming characters and set to zero on output 
characters. 


The 4025 remembers its parity setting when powered off or RESET. When the 4024 is 
powered up or RESET, its parity setting defaults to None. 
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ECHO 


When the operator types into the monitor in unbuffered mode, there are two ways that the 
characters typed тау be displayed on the screen: remote echo and local echo. 


In remote echo communications, characters typed into the monitor are sent to the 
computer without being displayed. As the computer receives each character, it “echoes” 
it back to the terminal. (In some systems, a modem may provide the echo.) It is the 
received echo, rather than the original transmitted character, that the 4024/4025 displays 
on the screen. In remote echo communications: 


€ As each character is typed into the monitor, the operator can tell immediately 
whether the computer has received that character correctly. 


е Selective echo is possible. The computer сап be programmed to decide which 
characters to echo. In timesharing systems, for example, the computer is usually 
programmed not to echo a user's password. 


In local echo communications, as each character is typed into the monitor, the 
4024/4025 supplies its own echo. It displays each character sent to the computer 
without waiting for the computer echo. Local echo communications may be used with half 
duplex communications links, while remote echo requires full duplex communications. 

It is important that the 4024/4025 be set for the proper echo. If the 4024/4025 is set to 
remote echo and neither the host nor the modem provides an echo, characters typed on 
the keyboard are not displayed at all. If the 4024/4025 is set to local echo and either the 


host or the modem also provides an echo, characters typed in the keyboard are displayed 
twice. 


The type of echoing which the 4024/4025 uses is selected with the ECHO command. 


Syntax 
!ECHo [Local | Remote] < CR» 


If neither L nor R is specified, L is assumed. 


Action 


This command selects the echoing used by the 4024/4025 when text from the keyboard 
is directed into the monitor and the 4024/4025 is in unbuffered mode. 
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Sets the 4024/4025 for local echo. 


Sets the 4024/4025 for remote echo. 


The 4025 remembers its ECHO setting, even when powered off or RESET. The 4024 


ECHO 
Examples 
IECH« CR» 
IECHL«CR» 
IECH R« CR» 
powers up or RESETs to ECHO R. 
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BUFFERED 


The 4024/4025 can operate either in unbuffered mode or buffered mode. These modes of 
operation differ in the way that the 4025 processes information from the keyboard. 


When the 4024/4025 is in unbuffered mode, each character typed into the monitor is 
immediately transmitted to the host. Under these circumstances, it is not possible to 
locally edit the information displayed in the monitor. As soon as a character appears in 
the monitor window, it has already been sent to the computer. Text typed into the 
workspace is not sent to the computer until the SEND command is given and executed. 
When the SEND command is executed, all the text in the workspace is sent to the 
computer in an uninterrupted stream. 


When the 4024/4025 is in buffered mode, characters entered in the monitor are stored in 
the display memory until RETURN is pressed. Anytime before RETURN is pressed, the 
current line can be edited locally. When RETURN is pressed, the 4024/4025 marks the 
end of the line with an end-of-line (EOL) string and stores the line in a transmit buffer. The 
line remains in the transmit buffer until it is processed. Each line typed in the workspace 
is stored there and can be edited locally, even after RETURN is pressed. When the SEND 
command is given, the entire workspace contents are read into the transmit buffer for 
processing. 


The contents of the transmit buffer are processed line by line on a first-in/first-out basis. 
To do this, the 4024/4025 uses a switching arrangement involving prompts (prompt 
strings) from the computer and EOL (end-of-line) strings from the 4024/4025. 


When the computer is ready to receive data, it sends a prompt to the terminal. When the 
terminal receives this prompt, it knows the computer has finished its transmission and is 
ready to receive data. (The terminal usually waits a little while to be sure.) The terminal 
then processes the oldest (first-in) line in its transmit buffer: information destined for 
the computer is sent there and 4024/4025 commands are executed. When the entire line 
has been processed, the terminal sends an EOL string to the computer. When the 
computer sees the EOL string, it knows the terminal has finished processing a line and is 
waiting for data. If the computer has data for the terminal, it sends this out, followed by a 
prompt; if the computer has no data to send but wants data from the terminal, it simply 
sends a prompt. So it goes, with suitable arrangements to begin and end this 
conversation. 


The 4024/4025 powers up in unbuffered mode. It remains in unbuffered mode until 
placed in buffered mode by the BUFFERED command. 
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Syntax 
IBUFfered | Yes | No] CR» 


If neither Y nor N is specified, Y is assumed. 


Action 


If Y (Yes) is specified, the terminal is placed in buffered mode. If N (No) is specified, the 
terminal is placed in unbuffered mode. 


When a BUFFERED YES command is given by the host, each subsequent line of text 
typed on the keyboard is held in the terminal's output buffer until the host has sent a 
prompt requesting that line. When a BUFFERED YES command is typed on the keyboard, 
the same is true, except that the 4024/4025 behaves as if it has already received the first 
prompt: the first line typed on the keyboard will be sent as soon as it is terminated; 
subsequent lines each require a prompt before they are sent. 


Examples 
IBUF «CR» Places the 4024/4025 in buffered mode. 
IBUF Y x CR» 
IBUF N<CR> Removes the 4024/4025 from buffered mode. 


The 4024/4025 powers up in unbuffered mode, and RESETs to unbuffered mode. 
Pressing the BREAK key twice in quick succession also removes the 4024/4025 from 
buffered mode. 
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EOL (End-of-Line) 
When the 4024/4025 sends information to the computer, it sends an end-of-line string at 
the end of each line of text. This end-of-line string tells the computer where one line of 
text ends and the next line begins. In buffered mode, it also informs the computer that the 
terminal has finished current processing tasks and can receive data from the computer. 
Some computers expect to see « CR» (carriage return) at the end of each line; others 
may expect to see « CR» «LF» (carriage return, line feed) or other strings at the end of 
each line. 
When the operator types text into the monitor destined for the computer, an end-of-line 
string is inserted whenever RETURN is pressed. When text from the workspace is sent to 
the computer (with a SEND command), an end-of-line string is inserted at the end of each 
line of text. (In buffered mode, as the computer requests each line of text from the 
terminal, the terminal sends that line, and inserts an end-of-line string at the end of the 
line.) The EOL command is used to set the 4024/4025 end-of-line string. 
Syntax 

IEOL [<string>]<CR> 
where «string» may be: 

1. One or more delimited ASCII strings. 

2. Asequence of ADE values separated by spaces, or commas. 

3. Апу combination of 1 and 2. 
The end-of-line string defined by this command may not be more than ten characters in 
length. 
If <string> is not specified, it defaults to <CR> (carriage return). 
Action 
This command sets the end-of-line string which the 4024/4025 sends to the computer at 
the end of each line of text. 
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EOL 
Examples 
IEOL «C СЕ > Sets the 4024/4025 end-of-line string to carriage 
IEOL 13< CR» return, « CR», with ADE 13. 
IEOL 13 10€ CR» Sets the end-of-line string to «CR» «LF». 
IEOL /**$/ 13 10€ CR» Sets the end-of-line string to the ASCII string 
** $<CR><LF>. 
The 4025 remembers its end-of-line string when it is powered off or RESET. When the 
4024 is powered up or RESET, its end-of-line string defaults to <CR>. 
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PROMPT 


In buffered mode, when the host computer is ready to accept another line of text from the 
4024/4025, it sends a promptor prompt string as a cue for the terminal to transmit 
another line. Prompt strings vary with the computer and with the program; but the prompt 
to which the 4024/4025 responds must agree with the prompt sent from the computer. 
The 4024/4025 prompt string is set using the PROMPT command. 
Syntax 

IPROmpt [«string»] < CR» 
where «string» may be: 

1. One or more delimited ASCII strings, 


2. A sequence of ADE values separated by spaces or commas. 


З. Апу combination of 1 or 2. 


The «string» parameter may not define a string of more than ten ASCII characters. 


If <string> is omitted, the prompt string is set to the line feed character, <LF>. 


Action 
This command sets the 4024/4025 prompt string to «string». In buffered mode, the 
4024/4025 waits to receive <string> from the computer before processing the next line 
in its transmit buffer. 
Examples 

IPRO /**$/« CR» Sets the prompt string to **$. In buffered mode, the 


4024/4025 must receive this string from the host 
before it sends a line of text from its transmit buffer. 
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IPRO 13 10< CR» Sets the prompt string to < CR» «LF», with ADEs 13 
and 10, respectively. 


РВО /жж%/13 10< CR» Sets the prompt string to *«$ « CR» «LF». 


IPRO« CR» Sets the prompt string to the default setting, <LF>. 


The 4025 remembers its prompt string when RESET or powered off. When the 4024 is 
powered up or RESET, its prompt string defaults to <LF>. 
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DELAY 


Sometimes it is desirable that the 4024/4025 not respond immediately to a prompt from 
the computer. If the 4024/4025 is executing a SEND command on a rather full workspace 
and the computer’s input buffers are small, it is possible for the 4024/4025 transmission 
to overrun this input buffer. Information is lost and communications are garbled. 


The prompt string may be used in other ways as well. Suppose the prompt string is <LF> 
and the computer is sending a paragraph of straight text to the 4024/4025. There will be 
many line feeds which are not intended as prompts. If the 4024/4025 waits before 
responding toa <LF>, and another character is received, the 4024/4025 knows to 
cancel the planned response and keep listening to the computer for more text. 


The 4024/4025 transmission delay is set using the DELAY command. 


Syntax 
IDELay <time><CR> 


where <time> is a positive integer. 


Action 
This command sets the transmission delay to <time> milliseconds. In buffered mode, 


after a prompt is detected, the 4024/4025 waits at least <time> milliseconds before 
transmitting anything back to the computer. 


Examples 


IDEL 20<CR> Causes the 4024/4025 to wait at least 20 milliseconds 
before responding to a prompt from the computer. 


IDELO<CR> The 4024/4025 responds immediately to a prompt 
from the computer. 


The 4025 remembers its delay time when it is RESET or powered off. When the 4024 is 


powered up or RESET, its delay time defaults to O. 
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FIELD 


When the 4024/4025, in form fillout mode, sends form fields to the host computer in a 
SEND operation, the computer must know when a new field begins. This can be arranged 
in two ways: 


1. Fields sent to the computer are preceded by a field separator character; each 
time the computer sees this character it knows a new field immediately follows. 
If a field has not been completely filled out, only the filled out portion of the field 
is transmitted; trailing spaces are not sent. 


2. Each field is sent in its entirety, including trailing spaces. 


The choice of which method to use is determined largely by the programming language 
used. (See Forms and Form Fillout for details.) 


The 4024/4025 is instructed how to send form fields to the host by using the FIELD 
command. 


Syntax 
IFIEld [ccharacter»] < CR» 


where «character» is a single printing ASCII character, or a 2- or 3-digit ADE between 
00 and 127, inclusive. 


If no parameter is specified, it is assumed to be NUL. 


Action 


This command sets the character which precedes fields of a form when they are 
transmitted to the computer by the 4024/4025. If no value is supplied, then no character 
is inserted before a field and trailing spaces are sent. Common choices for the field 
separator are TAB, CR, and US. 
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Examples 
IFIE@<CR> Sets the field separator to the @ character, with ADE 
ІНЕ 64<CR> 64. This character precedes each field of a form sent 
to the computer. 
IFIE<CR> When fields of a form are sent to the computer, no field 
separator is used. Each field is sent in its entirety, 
including all trailing spaces. 
The 4025 remembers the field separator when RESET or powered off. When the 4024 is 
powered up or RESET, the field separator defaults to NUL. 
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EOF (Requires Option 3 or 4) 
The 4024/4025 can copy a file from one device to another by using the COPY command. 
(See the Peripherals Section.) When this happens, the 4024/4025 looks for an end-of-file 


string to know when to stop the COPY operation. 


The end-of-file string is selected using the EOF command. 


Syntax 
IEOF [<string>]<CR> 
where <string> consists of: 
1. One more delimited ASCII strings. 
2. Asequence of ADE values separated by spaces or commas. 
3. Апу combination of 1 and 2. 
This command may not define an ASCII string of more than ten characters. 


If «string» is not specified, it defaults to /*. 


Action 


This command sets the end-of-file string. This string marks the end of a file transferred by 
a COPY command. See the Peripherals section. 


Examples 
IEOF/$**/ « CR» Sets the end-of-file string to the ASCII string, $**. This 
string marks the end of a file transferred by a COPY 
command. 
IEOF 27 27 7 «CR» Sets the end-of-file string to <ESC > «ESC» «BEL». 
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П ІЕОЕ/жж/27 «CR» Sets the end-of-file string to ж* <ЕЗС >. 
7 IEOF «CR» Sets the end-of-file string to its default value, / ж. 
The 4025 remembers the EOF setting when RESET or powered off. When the 4024 is 
П powered on ог RESET, the EOF string defaults to /*. 
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DUPLEX (4025 only; requires Option 1) 


The 4025 with Option 1 may be set for either full duplex or half duplex communications. 
(The 4024 always uses full duplex communications.) 


Full duplex mode is used with full duplex communication lines, which permit both terminal 
and host to transmit at the same time. Half duplex is used with half duplex 
communications lines, over which only one device (terminal or host) can transmit at a 
time. 


Half duplex communications can use either normal or supervisor mode. 
In half duplex communications, the 4025 can also be set to respond to either “line 
turnaround only” or “prompt string plus line turnaround" as the prompting condition in 


buffered mode. 


The DUPLEX command is used to set the 4025 for half duplex or full duplex 
communications. 


Syntax 
IDUPIex [«fulldup»|« halfdup»]« CR» 


where <fulldup> = Full 
<halfdup> = Half [Supervisor | Normal][Line | Prompt] 


If no parameters are specified, full duplex operation is assumed. If half duplex is chosen 
but neither Normal nor Supervisor mode is specified, Supervisor mode is assumed. If half 
duplex is chosen and neither Prompt nor Line is specified, Line is assumed. 


Action 


This command sets the 4025 for either full duplex or half duplex communications. If half 
duplex is chosen, either Supervisor or Normal mode is chosen. Also, the prompt condition 
to which the 4025 responds in buffered mode is set to either Line (line turnaround only) 
or Prompt (prompt string plus line turnaround). 


Examples 
IDUP<CR> Sets the 4025 for full duplex. 
IDUP F<CR> O 
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IDUPH S«CR» 
IDUPHSL«CR» 


IDUPH 5 P<CR> 


IDUPHN«CR» 
IDUP H N L<CR> 


IDUP H N P<CR> 
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Sets the 4025 for half duplex with supervisor. In 
buffered mode the prompt condition is line turnaround 
only. 


Sets the 4025 for half duplex with supervisor. In 
buffered mode the prompt condition is the prompt 
string plus line turnaround. 


Sets the 4025 for half duplex normal. In buffered mode 
the prompt condition is line turnaround only. 


Sets the 4025 for half duplex normal. In buffered mode 
the prompt condition is the prompt string plus line 
turnaround. 


The 4025 remembers its duplex setting when RESET or powered off. 
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DISCONNECT (4025 only; requires Option 1) 


Syntax 


IDiSconnect x CR» 


Action 

This command sends a signal to the modem, causing it to disconnect the 4025 from the 
communications line. (The terminal turns off the “data terminal ready” signal on the RS- 
232 interface for about one second. This causes the modem to disconnect from the 
communications line.) 


Example 


ро CR» Disconnects the 4025 from the communications line. 
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STATUS MESSAGES 


In addition to the commands which set the 4024/4025 terminal parameters and 
communications parameters, there are three “status” messages which display, on the 
screen, information about the parameter settings and internal status of the terminal. 
These are the STATUS message, the SYSTAT message, and the system RAM TEST 
message. If the 4025 has a graphics memory (Option 23, 24, 25 or 26) a GTEST (Graphic 
Test) message is also available. 


The STATUS Key and The STATUS Message 


At any time, the 4024/4025 operator may press the STATUS (SHIFT-COMMAND 
LOCKOUT) key to get a brief STATUS message. This message is displayed in the monitor, 
without disturbing the contents of the workspace. The STATUS message shows whether 
the 4024/4025 is in buffered or unbuffered mode, the command character, and the 
number of unused blocks of terminal memory. (A block consists of 16 eight-bit bytes. One 
block holds at most 14 characters.) Two of these status messages are shown in Figure 5-1. 


UNBUFFERED COMMAND CHARACTER 988 BLOCKS OF 
MODE IS 1“ 


MEMORY LEFT 


B ^ 968 


BUFFERED COMMAND CHARACTER 988 BLOCKS OF 
MODE IS 4“ MEMORY LEFT 


Figure 5-1. STATUS Messages. 
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SYSTAT and The SYSTAT Message 


Both the 4024 and the 4025 have full length SYSTEM STATUS, or SYSTAT, messages 
which list most of the parameter settings discussed in this section. The SYSTAT 
command displays the SYSTAT message on the 4024/4025 monitor window. 


Syntax 


ISYStat<CR> 


SYSTAT Parameters 


The 4024 and 4025 SYSTAT messages list the following parameters, using the 
abbreviations shown. 


TB — Transmit baud rate (4025 only) 

RB — Receive baud rate (4025 only) 

DL — Delay time 

LM — Left margin VU 

RM — Right margin 

WL — Number of lines devoted to the workspace window 

V# — Firmware version number 

TS — Tab stops 

СС — Command character 

FS — Field separator 

PR — Prompt string 

EL — End-of-line string 

EF — End-of-file string (4024 only) 

DU — Duplex (DU =F means full duplex, DU =H means half duplex) (4025 only) 

BU — Buffered mode (Y means buffered, N means unbuffered) 

EC — Echo (EC = А means remote echo, EC —L means local echo) 

FF — Form fillout mode (Y means yes, N means no) 

SN — Snoopy mode (Y means yes, N means no) 

KB — Keyboard (КВ--М means text typed on the keyboard is directed to the monitor, 
KB —W means text from the keyboard is sent to the workspace) 

CM — Communications line (CM —M means text from the communications line is 
directed to the monitor, CM —W means such text is sent to the workspace) 

PA — Parity (N means none, D means data, E means even, O means odd, H means 
high) 
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If the 4024/4025 contains Option 10 (Polling Interface) an additional field, PL=, appears. 
This field is followed by a two-digit decimal number indicating the polling address of this 
display station. 


If the 4025 contains Option 1 (Half Duplex) and the 4025 is set for half duplex 
communications, the DU field may contain one or two additional letters. See the DUPLEX 
command description earlier in this section for details. 


If a parameter is set to an ASCII control character, the two-letter mnemonic for that 
character is shown in the parameter setting. This and the differences between the 4024 
and 4025 SYSTAT messages are illustrated by Figure 5-2. 


TB- 600 RB- 9600 DL- 0 LM- 1 RM-80 М-0 у#-1.3 
Te-00 00000000000 00 0 

СС=! Ғба% PR=> Е го 

DU-F BU=N ЕС FF*N SNsN КВ«М СМ«М PR*N 


а. 4825 Default SYSTAT Message 


DL= а LM= 1 RM=80 W= Ø у#-1.3 

1:0 00 00 00 д 00 00 00 0 @ 
СС“! Ғба% PR=> Пе EF=/x 

вм ECsR ҒҒ«М SN=N KB=M CM=M PA=N 


b. 4024 Default SYSTAT Message 


DL= д LM= 1 Киа W= В V#=1.3 

Ti-00 00 0000000000 0 0 
СС“! Рбем РА EL= f} ЕРчиж 

вм ЕСЕ ҒҒ«М SN=N КВЕМ CM=M РАМ 


с. 4024 Default SYSTAT Message (with Option 32) 


Figure 5-2. SYSTAT Messages. 


As shown in Figure 5-2, the 4024 SYSTAT message and the 4025 SYSTAT message 
differ slightly. The differences are as follows: 


ө The TB апа RB settings appear in the 4025 SYSTAT message but not in the 4024 
SYSTAT message. The 4024 transmit and receive baud rates are set at 
installation time and may only be changed by Tektronix service personnel. 
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e Since the 4024 always uses full duplex communications, the DU setting does not 
appear in the 4024 SYSTAT message. 


е The EF setting appears in the 4024 SYSTAT message, but not in the 4025 
SYSTAT message. The 4025 end-of-file string can be found by giving the 
PERIPHERALS command (see the Peripherals section). 


е Е the 4024 has Ruling Characters (Option 32), all two-letter control character 
mnemonics in the SYSTAT message are replaced by the corresponding ruling 
characters. Appendix D shows the correspondence between ASCII characters and 
ruling characters. 


When the 4025 is turned off or RESET, it remembers some of the parameter settings in 
the SYSTAT message, and resets others to default settings. Those settings which are 
remembered are: TB, RB, DL, LM, RM, TS, CC, FS, PR, EL, EF, DU, EC, and PA (and the PL 
setting, if present). 


When the 4025 is powered up or RESET: 


е WL = О (There is no workspace defined.) 

e BU - N(The 4025 is in unbuffered mode.) 

e FF = М (The 4025 is not in form fillout mode.) 

е SN = М (Тһе 4025 is not in snoopy mode.) 

e KB = Мапасм = M (Both the keyboard and the computer direct text to the 
monitor.) 


When the 4024 is powered up or RESET, it returns all its SYSTAT parameters to their 
default settings. These are summarized in the default 4024 SYSTAT message in Figure 
5-2a. 


The V# setting will not change unless a different firmware version is installed in the 
4024/4025. 
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TEST 


The command: 


ITEST« CR» 
or 


ITES<CR> 


causes the 4024/4025 to run a program which checks whether the terminal memory and 
display are operating properly. The following actions occur: 


е The terminal erases the entire display list and creates a 34-line monitor window. 

е System ROM (Read Only Memory), system RAM (Random Access Memory), апа 
display RAM are checked. The four system ROM checksums are displayed. An 
error in display RAM prevents a bad block of memory from being used; the number 
of free blocks is reduced, but the terminal operates correctly. 

€ After the memory test, the lights on the four lighted function keys are turned on, all 
128 ASCII characters are displayed in the monitor in snoopy mode, and all Font 1 
characters (ruling characters) are displayed. (If this character set is not installed, 
each of its characters is displayed as a dot matrix with every dot turned on.) 


е After the two character sets are displayed, the visual attributes are diplayed. 


€ At the end of the test, the lights on the function keys are turned off and the bell is 
rung. 


Should the test reveal a failure in the system RAM, the message "RAM ERROR" appears. 
In that case, Tektronix service personnel should be called. 


NOTE 
Running this test destroys any text or key definitions which may have been 


stored in the 4024/4025 memory. 


An example of the display created by a successful TEST on the 4025 is shown Figure 5-3. 
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Figure 5-3. 4025 !TEST<CR> Results. 
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GTEST (4025 only; requires Option 23, 24, 25 or 26) 
If the 4025 has a Graphics Memory Option (Option 23, 24, 25 or 26), the command: 


IGTEST«CR» 
or 
IGTE« CR» 


When this command is executed, the entire display list is erased and a 34-line monitor 
window is created. The terminal then tests the graphic memory. After a delay of about 15 
seconds while it performs the test, the monitor displays the test results, starting with RAM 
1 and proceeding to RAM 31. If no RAM is installed in a particular board location, the 
4025 displays a "NO RAM" message. If RAM is installed, each character is tested twice 
(each bit is tested for both 1 and O). If the RAM passes the test, the 4025 displays *OK" 
for each of these two tests. If the RAM for a particular character set fails the test, the 
4025 displays the "BAD RAM" message and an error code for use by Tektronix service 
personnel. 


A sample display of a successful GTEST is shown in Figure 5-4. 
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Figure 5-4. 4025 !ОТЕ5Т « CR» Results. 
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CONTROLLING THE DISPLAY 


Before information is displayed on the terminal screen, decisions must be made regarding 
the set-up of the screen: how the screen's 34-line display is to be divided between the 
workspace window and the monitor window; which scroll is to receive text from the 
computer and which from the keyboard; and margins and tab stops. The commands which 
set these parameters are discussed in the System Status and Initialization section. We 
assume here that these parameters have been set. Throughout this section we assume 
the left workspace margin is set to column one. 


THE CURSOR COMMANDS 


There are two cursors —the workspace cursor and the monitor cursor. Only one of these 
is visible at a given time. Since, in either window, the cursor indicates the position at 
which new information will be printed on the screen, one may wish to change the cursor 
position at various times. 


The programmer uses commands to position the cursor at a desired location. (The 
operator may give these same commands from the keyboard, or use the corresponding 
keys.) The commands which affect the cursor position are the cursor commands (JUMP, 
UP, DOWN, RIGHT, LEFT) and the tab commands (TAB, BACKTAB). In addition, even 
though there is no “НОМЕ” command corresponding to the HOME key, the JUMP 
command can be used to simulate the action of the HOME key. (See discussion of the 
JUMP command.) 


NOTE 


If a cursor movement command, tab command, or scrolling command is 
typed on the keyboard and text from the keyboard is directed into the 
monitor, execution of the command inserts a line just below the line on 
which the command is typed. 
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JUMP (Workspace only) 


Syntax 
IJUMp [«row» [«column»]] < СВ > 


where «row» is a positive integer, and «column?» is a positive integer not greater than 
80. If only one parameter is specified, it is assumed to be the «row» parameter. If neither 
parameter is specified, both «row» and «column default to one. 


Action 


This command positions the workspace cursor in the row and column of the workspace 
designated by «row» and «column», respectively. 


Picture the workspace scroll as a long table with an indeterminate number of rows, each 
row having 80 columns (Figure 6-1). The topmost row in the workspace (whether it 
contains text or is blank) is labeled row 1, the next row is row 2, and so forth. In each row, 
columns are labeled column 1, column 2,..,column 80. This establishes an absolute 
coordinate system in the workspace scroll. Portions of this scroll may be visible in the 
workspace window. 


The JUMP command moves the workspace cursor to the specified row and column of the 
workspace, expressed in these absolute workspace coordinates. The destination of the 
cursor does not depend on its current location. (This is in contrast to the other cursor 
commands, whose parameters specify positions relative to the current cursor position.) 


If the JUMP command moves the cursor to a line not visible in the workspace window, the 
workspace rolls up or down to display the line to which the cursor moves. 


If the «row parameter specifies a row of the workspace below the bottom of the 
workspace window, the workspace rolls up and stops with the line containing the cursor 
at the bottom of the window. If <row> exceeds the current number of lines in the 
workspace, blank lines are created at the bottom of the workspace and the «row» -th row 
is displayed as the last row in the workspace window. 


If the «row parameter specifies a row of the workspace above the top of the workspace 
window, the workspace rolls down, stopping with the row containing the cursor at the top 
of the window. 
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Figure 6-1. The Workspace Window and the Workspace Scroll. 


NOTE 


This command applies only, and always, to the workspace cursor. It is not 
necessary for the workspace to receive text from the computer or the 
keyboard for this command to move the workspace cursor. When the 
workspace cursor next appears, it appears at the location specified in the 


JUMP command (assuming no other instructions which affect the 
workspace cursor location have been given to the terminal meanwhile). 
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Examples 
1. The command 
МОМ 310 c CR» 
moves the workspace cursor to row 3, column 10. 
2. Either of the commands 


НОМ З< CR» 
ШОМ 3,1 < CR» 


moves the workspace cursor to row 3, column 1. 
3. Any one of the commands 
НОМ < СЕ > 
НОМ 1 «CR» 
IJUM 1,1 < CR» 
moves the workspace cursor to row 1, column 1. Each of these commands is 


equivalent to pressing the HOME key when the workspace cursor is visible and 
the terminal is not in form fillout mode. 
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UP 
Syntax 
IUP [<count>]<CR> 
where «count» is a positive integer. If «count» is not specified, it defaults to one. 
Action 
This command is equivalent to pressing the up cursor key (pad key 8, marked 7 ) 
« count» times. 
This command can be used to move either the workspace cursor or the monitor cursor. If 
the command is typed on the keyboard, it moves the cursor in that scroll which receives 
text from the keyboard. If the command is sent from the computer, it moves the cursor in 
that scroll which receives text from the computer. 
Suppose text from the computer is printed in the workspace and the command 
IUP «count» «CR» 
is sent from the computer. This command moves the workspace cursor up «count» lines 
from its current position, leaving the column location unchanged. 
If «count» is large enough to move the cursor to a line not visible in the workspace 
window, the workspace rolls down so that the line which the cursor moves to is the top 
line in the window. However, the cursor will not move past the first line of the workspace, 
regardless of how large « count» is. 
If text from the computer is printed in the monitor and this command is sent from the 
computer, it has the same effect on the monitor cursor. 
4024/4025 PROGRAMMER'S ә 6-5 


CONTROLLING THE DISPLAY 
UP 


Examples 


Suppose text from the computer is printed in the 
workspace, with the cursor in line 23, column 5. 


1. The command 


IUP 3<CR> 


positions the cursor in line 20, column 5. 


2. The subsequent command 


IUP 7 «CR» 


causes the workspace to roll down and 
positions the cursor in line 13, column 5. 
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Line 20 
Line 21 
Line 22 


Line 23 
Line 24 — — — —— CURSOR IN LINE 23, 


Line 25 COLUMN 5 


Line 20 
Line 21 — — —————— AFTER !UP 3 « CR» 


CURSOR IN LINE 20, 
Line 22 * 
Line 23 COLUMN 5 

Line 24 

Line 25 


Іт АД AFTERIUP 7 «CR» 
CURSOR IN LINE 13, 
COLUMN 5 

Line 20 

Line 21 
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IUP 13<CR> 
П rolls the workspace down, leaving the cursor Чпе т AFTER 10Р 13<CR> 
in column 5 of line 1. Since the workspace Line тине". 
Л will not scroll past the first line, the com- ; 
mands 
П IUP 14 < CR» 
IUP 15 CR» 
Д each have the same effect. 
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DOWN 


Syntax 
IDOWn [«count»]« CR» 


where «count» is a positive integer. If «count» is not specified, it defaults to one. 


Action 


This command is equivalent to pressing the down cursor key (pad key 2, marked 1 ) 
« count» times. 


This command can be used to move either the workspace cursor or the monitor cursor. If 
the command is typed on the keyboard, it moves the cursor in that scroll which receives 
text from the keyboard. If the command is sent from the computer, it moves the cursor in 
that scroll which receives text from the computer. 

Suppose text from the computer is printed in the workspace and the command 


IDOW «count» «CR» 


is sent from the computer. This command moves the workspace cursor down «count» 
lines from its current position, leaving the column location unchanged. 


If «count» is large enough to move the cursor to a line not visible in the workspace 


window, the workspace rolls up until the line which the cursor moves to is at the bottom of 


the window. If « count» is large enough to move the cursor past the last line in the 
workspace, enough blank lines are created at the bottom of the workspace to 
accommodate this command. 


If text from the computer is printed in the monitor and this command is sent from the 
computer, it has the same effect on the monitor cursor. 


Pressing the LINE FEED key «count» times has the same effect on the cursor. Pressing 
this key also generates the ASCII Line Feed character, while pressing the down cursor 
key does not. 
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Suppose a workspace window of ten lines is 
defined, and the workspace contains 20 lines of text 
(some of which may be blank). Suppose also that 


line 1 is the top line in the workspace window and 
the cursor is in line 1, column 6. 


1. The command 
IDOW 8c CR» 


moves the cursor down eight lines to line 9, 
column 6. No roll up occurs. 


2. The subsequent command 
IDOW 5« CR» 


moves the cursor to line 14, column 6; the 
workspace rolls up four lines. 
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10615 COLUMN 6 
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3. The subsequent command 
IDOW 10« CR» 


adds four blank lines at the bottom of the 
workspace and rolls the workspace up 10 
lines. The cursor stops in the last blank line 
created, at the bottom of the workspace 


window. 
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Line 15 


Line 20 
Line 21 (blank) 
Line 22 (blank) AFTER !DOW 10< CR» 


Line 23 (blank) CURSOR IN LINE 24, 
Line 24 (blank) COLUMN 6 
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RIGHT 


Syntax 
IRIGht [<count>]<CR> 


where «count» is a positive integer. If «count» is not specified, it defaults to one. 


Action 


This command is equivalent to pressing the right cursor key (pad key 6, marked  ) 
« count» times. 


This command can be used to move either the workspace cursor or the monitor cursor. If 
the command is typed on the keyboard, it moves the cursor in that scroll which receives 
text from the keyboard. If the command is sent from the computer, it moves the cursor in 
that scroll which receives text from the computer. 


Suppose text from the computer is printed in the workspace and the command 
IRIG «count» «CR» 


is sent from the computer. This command moves the workspace cursor «count» 
columns to the right. 


If «count» is large enough to move the cursor beyond column 80, the cursor wraps 
around to the left margin of the next line and continues moving right a total of «count» 
columns. If this action requires the cursor to move to a line which is not visible in the 
workspace window, the workspace rolls up so that the line in which the cursor stops is 
the bottom line in the window. If this command requires the cursor to move beyond the 
last line of the workspace, enough blank lines are created at the bottom of the scroll to 
accommodate this command. 


If text from the computer is printed in the monitor and this command is sent from the 
computer, it has the same effect on the monitor cursor. 
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Example 


Suppose there is a workspace window of ten lines, 
with ten lines of text in this window. The left margin 
is set at column 1 and the cursor is in column 1 of 

line 8. 


1. The command 
IRIG 7 «CR» 


moves the cursor right seven columns to 
column 8 of line 8. 


2. The subsequent command 
IRIG 153< CR» 


moves the cursor through the remaining 73 
columns of line 8 to column 1 of line 9, then 
through the 80 columns of line 9 to column 1 
of line 10. No roll up occurs. 


3. The subsequent command 


IRIG 167 « CR» 
moves the cursor through the 80 columns of 
line 10, creates a blank line 11 and moves 
the cursor through the 80 columns of line 
11, creates a blank line 12 and moves the 
cursor through seven columns to column 8 
of line 12. The workspace rolls up to display 
line 12 as the last line in the workspace 
window. 


Line 1 


Line 2 


шев CURSOR INLINE 8, 


Line 9 
Line 10 COLUMN 1 


Line 1 
Line 2 


22 __ AFTER !RIG 7<CR> 
Line8 , , —— CURSOR IN LINE 8, 
Line 9 COLUMN 8 
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Line 1 
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Line 8 __ AFTER !RIG 153 « CR» 
Line9 CURSOR IN LINE 10, 


Шле то COLUMN 1 


Line 3 
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Line 9 
Line 10 , AFTER !RIG 167 « CR» 
Line 11 (blank) / CURSOR IN LINE 12, 


Line 12 (blank) „ COLUMN 8 
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Syntax 


ILEFt [<count>]<CR> 


where «count» is a positive integer. If « count» is not specified, it defaults to one. 


Action 


This command is equivalent to pressing the left cursor key (pad key 4, marked <) 
« count» times. 


This command can be used to move either the workspace cursor or the monitor cursor. If 
the command is typed on the keyboard, it moves the cursor in that scroll which receives 
text from the keyboard. If the command is sent from the computer, it moves the cursor in 
that scroll which receives text from the computer. 


Suppose text from the computer is printed in the workspace and the command 
ILEF «count» «CR» 


is sent from the computer. This command moves the workspace cursor «count» 
columns to the left. 


If «count» is large enough to move the cursor to the left of the left margin, the cursor 
wraps around to column 80 of the preceding line and continues moving left a total of 

« count» columns. If this action requires the cursor to move to a line which is not visible 
in the workspace window, the workspace rolls down so that the cursor stops in the top 
line of the window. However, the cursor will not move above the first line in the workspace. 
Thus this command does not insert blank lines at the top of the workspace. 


If text from the computer is printed in the monitor and this command is sent from the 


computer, it has the same effect on the monitor cursor. 
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Suppose a workspace is defined and the cursor is 
visible in column 10 of line 6. 


1. The command 
ПЕЕ 9 «CR» 


moves the cursor to column 1 of line 6. 


2. The subsequent command 
ПЕЕ 150€ CR» 


moves the cursor through the 80 columns in 
line 5, rolls down the workspace to display 
line 4, and moves the cursor through the 
rightmost 69 columns in line 4. The cursor 
stops in column 11 of line 4. 


3. The subsequent command 
ПЕЕ 300<CR> 


moves Ше cursor through the leftmost ten 
columns in line 4, then through the 80 
columns in each of lines 3,2,and 1, rolling 
the workspace down to display these lines. 
The cursor stops at column 1 of line 1. 
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CURSOR IN LINE 6, 
OLUMN 10 


— — AFTER ПЕЕ 9< CR» 
CURSOR IN LINE 6, 
COLUMN 1 


(0*7—— AFTER ILEF 150 « CR» 
CURSOR IN LINE 4, 
COLUMN 11 


— AFTER ПЕЕ 300 <CR> 
CURSOR IN LINE 1, 
COLUMN 1 
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TAB 


Syntax 
ТАВ [«count»]« CR» 


where «count» is a positive integer. If «count» is not specified, it defaults to one. 


Action 
This command is equivalent to pressing the TAB key «count» times. 


This command can be used to move either the workspace cursor or the monitor cursor. If 
the command is typed on the keyboard, it moves the cursor in that scroll which receives 

text from the keyboard. If the command is sent from the computer, it moves the cursor in 

that scroll which receives text from the computer. 


Suppose text from the computer is printed in the workspace and the command 


ITAB «count» «CR» 


is sent from the computer. This command moves the workspace cursor «count? tab 
stops to the right. If there are no tab stops defined to the right of the current cursor 
position, the next tab moves the cursor to the beginning of the next line. Thus if «count» 
is large enough to move the cursor past the last tab stop in a line, the cursor jumps to 
column 1 of the next line and continues tabbing a total of «count» stops. Each skip to 
the next line, as well as each skip to the next tab stop in a line, accounts for one of the 
«count» tabs. If «count» is large enough to move the cursor below the bottom of the 
workspace window, roll up occurs. 


If «count» is large enough to move the cursor past the last line in the workspace, 
enough blank lines are created at the bottom of the workspace to accommodate the 
command. 


If the text from the computer is printed in the monitor and this command is sent from the 
computer, it has the same effect on the monitor cursor. 
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Examples 


Suppose there is a workspace window of ten lines, 
with tab stops in columns 10, 20, and 30, and the 
cursor is in line 9, column 1. 


1. The command 
ТАВ 4 < СЕ > 


moves the cursor to the three stops in line 9 
and then to column 1 of line 10. 


2. The subsequent command 
ТАВ 17 «CR» 


moves the cursor to column 10 (the first 
stop) in line 14. The first 16 tabs move the 
cursor through lines 10, 11, 12, and 13, to 
column 1 of line 14; the final tab moves the 
cursor from column 1 of line 14 to the first 
tab stop in line 14. 


NOTE 


The TAB command, like the TAB key, performs a different action when the 
4024/4025 is in form fillout mode. See the Forms and Form Fillout section 


for details. 


CURSOR IN LINE 9, 
COLUMN 1 


'OPS IN COLUMN 
, 20, AND 30 


AFTER !ТАВ 4 < СВ > 
^ CURSOR IN LINE 10, 
COLUMN 1 


Line 5 


Line 10 

Line 11 (blank) 

Line 12 (blank) AFTER !ТАВ 17 < CR» 
Line 13 (blank) CURSOR IN LINE 14, 
Line 14 o ad COLUMN 10 
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Syntax 
IBACktab |<соип! > | < CR» 


where «count?» is a positive integer. If «count» is not specified, it defaults to one. 


Action 


This command is equivalent to pressing the BACKTAB (SHIFT-BACKSPACE) key 
« count» times. 


This command can be used to move either the workspace cursor or the monitor cursor. If 
the command is typed on the keyboard, it moves the cursor in that scroll which receives 
text from the keyboard. If the command is sent from the computer, it moves the cursor in 
that scroll which receives text from the computer. 


Suppose text from the computer is printed in the workspace and the command 


IBAC «count» «CR» 


is sent from the computer. This command moves the workspace cursor «count» tab 
stops to the left. Each backtab moves the cursor one tab stop to the left, or to the left 
margin if there are no tab stops to the left of the cursor position. The cursor does not 
move to a preceding line of text, regardless of how large «count» is, but "sticks" at the 
left margin of the current line. 


If text from the computer is printed in the monitor and this command is sent from the 
computer, it has the same effect on the monitor cursor. 


Examples 


Suppose tab stops are set at columns 10,20, and 30, 


and the cursor is in column 35. C ME M. 


COLUMN 35 


тв drone h dea. T 


0,20AND30 — — 
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1. The command 
IBAC < CR > AFTER !BAC «CR» 
CURSOR IN LINE N, 
и E COLUMN 30 
moves the cursor left one stop to column 30 ; 
of the current line. 
2. Any of the subsequent commands 
ІВАС 3<CR> мен  AFTERIBAC3«CR», 
ВАС 4 < CR» CURSOR IN LINEN, 
ы нн кан а" 
moves the cursor to column 1 of the current 
line. 
NOTE 
The BACKTAB command, like the BACKTAB key, performs a different 
action when the 4024/4025 is in form fillout mode. See the Forms and 
Form Fillout section for details. 
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THE SCROLLING COMMANDS 
RUP (Roll Up) 
Syntax 
IRUP [<count>]<CR> 
where «count» is a positive integer. If « count» is not specified, it defaults to one. 
Action 
This command is equivalent to pressing the up scrolling key (pad key 7, marked A) 
«count» times. 
This command rolls up the current scroll (workspace or monitor) «count» lines, or until 
the last line of the scroll is visible at the bottom of the window. This command does not 
create blank lines at the end of the scroll. If «count» is larger than the number of lines 
remaining in the scroll, the scroll rolls up until the last line of the scroll is visible in the 
window, then stops. 
When the scroll rolls up, the cursor moves with it, remaining in the same line of text, at the 
same column position, as long as that line of text remains visible. If that line of text passes 
out of the window, the cursor "sticks" at the top of the window, with the column position 
unchanged. 
Examples 
Suppose a workspace window of ten lines is 
defined, the workspace scroll contains 30 lines, and 
the cursor is in line 9, column 5. 
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1. The command 
IRUP 8c CR» 
leaves line 9 at the top of the workspace, 
with the cursor in line 9, column 5. 
2. The subsequent command 
IRUP 10< CR» 
leaves line I9 at the top of the workspace 
window, with the cursor in line I9, column 5. 
3. Any of the subsequent commands 
IRUP 2c CR» 
IRUP З< CR» 
leaves line 30 at the bottom of the work- 
space window, with the cursor in line 21, 
column 5. 
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Line? — —— AFTER IRUP 8<CR> 
Une CURSOR IN LINE 9, COLUMN 5 
AT TOP OF WORKSPACE WINDOW 


Line 17 
Line 18 


Line 29 
Line 30 


____ AFTER !RUP 10<CR> 
CURSOR IN LINE 19, COLUMN 5 
AT TOP OF WORKSPACE WINDOW 


Line 27 
Line 28 


Line,21 
Line рамо И 
AFTER ! ВИР 2< CR», 


!RUP З< СЕ >, ETC. 
CURSOR IN LINE 21, COLUMN 5 
AT TOP OF WORKSPACE WINDOW 
Line 29 

Line 30 
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RDOWN 
RDOWN 
Syntax 
IRDOwn [«count»] < CR» 

where «count» is a positive integer. If «count» is not specified, it defaults to one. 
Action 
This command rolls down the current scroll (workspace or monitor) «count» lines, or 
until the first line of the scroll is at the top of the window. The RDOWN command cannot 
be used to insert blank lines at the top of the workspace. 
Giving this command is equivalent to pressing the down scrolling key (pad key 1, 
marked W) «count» times. 
When the current scroll rolls down, the cursor moves with it, remaining at the same row 
and column position as long as that position is visible in the window. If that position 
passes out of the window, the cursor "sticks" at the bottom line of the window, with the 
column position remaining unchanged. 

(Line 1 | ) 

Line 2 
Examples 

Ling2t 2 

Line 22 
Suppose a workspace window of ten lines is 
defined, with a workspace scroll of 30 lines and the Ww 
cursor positioned in line 21, column 5. cms 
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RDOWN 
1. The command 
IRDO 9 «CR» 
rolls the workspace down 9 lines, leaving the 
cursor still positioned in line 21, column 5. 
2. The subsequent command 
IRDO 6<CR> 
rolls the workspace down an additional six 
lines, leaving the cursor in line 15, column 5, 
at the bottom of the window. 
3. Any of the subsequent commands 
IRDO 5 «CR» 
IRDO 6 «CR» 
IRDO 7 «CR» 
rolls the workspace down five lines, with the 
cursor in line 10, column 5, at the bottom of 
the window. 
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Line 12 
Line 13 


AFTER !RDO 9 «CR» 
Line 20 CURSOR IN LINE 21, COLUMN 5 
Line 21 AT BOTTOM OF WORKSPACE WINDOW 


Line 29 
Line 30 


` AFTER !RDO 6< CR» 
Line14 / CURSOR IN LINE 15, COLUMN 5 
Line15 / AT BOTTOM OF WORKSPACE WINDOW 


AFTER IRDO 5c CR», 
amos IRDO 6< CR», ETC. 
CURSOR IN LINE 10, COLUMN 5 


4024/4025 PROGRAMMER'S 


ADDITIONAL COMMANDS 


ERASE 


Syntax 


IERAse | Workspace | Monitor | < CR» 


Action 


This command erases the specified scroll. The entire scroll, not just the portion visible in 
the window, is erased. If text is currently directed into that scroll, the cursor quickly 
reappears in the home position (line 1, column 1, in the upper left corner) of the window. If 
text is not currently directed into that scroll, the next time that cursor appears, it appears 
in the home position. This command does not affect the size of the workspace and 
monitor windows. 


If no parameter is specified, the source of the command determines which scroll is 
erased. If the commmand is sent from the computer and no parameter is specified, the 
scroll which receives text from the computer is erased. If the command is typed on the 
keyboard and no parameter is specified, the scroll which receives text from the keyboard 
is erased. 


The ERASE command can also be used to erase the contents of a graphics region in the 
workspace by entering the command !ERA !ЕВА G« CR». See the 4025 Graphics section 


for details. 
Examples 
1. ЕВА W<CR> Erases the workspace scroll and returns the workspace 
cursor to the home position. 
2. ЕВА M<CR> Erases the monitor scroll and returns the monitor cursor to 
the home position. 
3. IERA- CR» If sent from the computer, this command erases whichever 


Scroll receives text from the computer. 


If typed on the keyboard, this command erases whichever 
Scroll receives text from the keyboard. 
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BELL | 
BELL | 
The 4024/4025 contains а bell. This bell sounds automatically when certain conditions 
occur; for example, the bell rings if the operator types beyond the right margin, or if an 1 
attempt is made to enter a character in a protected field when the terminal is in form 
fillout mode. | 
The programmer may wish to sound the 4024/4025 bell at various times during ап 
applications program— perhaps to remind the operator to enter data, or to press a function 
key. The BELL command is used for this purpose. | 
Syntax | 
IBELI<CR> i 
Action | 
Тпе соттапа 
ВЕЦ <СВ> VU i 
or 
IBEL<CR> | 
sounds the 4024/4025 bell. 
The bell also sounds when the ASCII BEL character, CTRL-G, is sent to the terminal. Ц 
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FORMS AND FORM FILLOUT 


From the operator's viewpoint, a form consists of several lines of text displayed in the 
workspace and formatted in a particular way. A form is divided into blanks areas, which 
the operator fills in, and labels, which identify the type of data to be entered in each blank. 
There may also be horizontal and vertical ruling lines to emphasize the structure of the 
form. The operator fills in the blanks with appropriate data and sends this data to the 
computer for storage or processing. 


A sample form used to store a customer's name and address is shown in Figure 7-1, with 
the blanks shaded gray. 


Customer's Name 


Street Addres 


Figure 7-1. Sample Form. 


FORM FILLOUT MODE 


A form is filled out and the data in the form sent to the computer while the 4024/4025 is 
in form fillout mode. 


Form fillout mode has several features designed to make it easy to fill out and process 
forms. 


е Data can be entered only in the blanks of the form. These blanks are called 
unprotected fields. If the operator attempts to enter a character elsewhere in the 
form (in a protected field), the terminal bell sounds and the character is inserted 
in the next unprotected field in the form. 
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€ Several keys on the keyboard behave differently when the keyboard types into the 


workspace. The TAB key moves the cursor to the beginning of the next 
unprotected field of the form. The BK TAB key moves the cursor to the beginning 
of the preceding unprotected field. The HOME key moves the cursor to the 
beginning of the first unprotected field in the form, rather than to column 1, row 1 
of the workspace. The ERASE key erases only the data in the unprotected fields; 
protected fields are not erased. 


Several of the 4024/4025 commands have effects other than the usual ones. 
When the computer types into the workspace, the TAB, BACKTAB, and ERASE 
commands have the same effects as the corresponding keys. The editing 
commands also behave differently. These differences are detailed, command by 
command, throughout this section and later sections. 


A typical form fillout application includes the following steps: 


The FORM command is used to place the 4024/4025 in form fillout mode and to remove it 


Insure that the terminal is not in form fillout mode. 

Display the form in the 4024/4025 workspace. Either the operator creates the 
form from the keyboard or, more usually, a stored form is sent from the computer 
or tape unit to the workspace. Both processes are the same from the terminal's 
viewpoint. 


Place the terminal in form fillout mode. 


Fill out the form. 


Send the data in the form to the computer (or printer or, for the 4025, to a tape unit 


or hard copy unit). 


Erase the unprotected fields of the form and fill it out again; then send the new 
data in the form to the computer. Repeat this procedure as long as necessary. 


When the form is no longer needed, remove the terminal from form fillout mode 
and erase the form itself from the screen. 


from form fillout mode. 
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FORM 


Syntax 
IFORm | Yes|No ]c CR» 


If no parameter is specified, Yes is assumed. 


Action 
If Yes is specified, the 4024/4025 is placed in form fillout mode. If No is specified, the 
4024/4025 is removed from form fillout mode. 
Examples 
IFOR« CR» Places the 4024/4025 in form fillout mode. 
IFOR Y« CR» 


IFORM YES« CR» 


IFOR N<CR> Removes the 4024/4025 from form fillout mode. 
IFORM NO<CR> 
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CREATING A FORM 


From the 4024/4025's viewpoint, there is more to a form than meets the eye. Consider 
the sample form in Figure 7-2. This form, and every form, consists of several lines of text. 
Each line is divided into one or more sections called fields; each field is divided into 
individual character positions. 


Customer's Name 
Street Address 
City 


State 


|Customer ’s Name 


LINES 


СТ street cress ЛА 
a, 


City 


ЕЕ ПЕЛСІШІ _ 


FIELDS 


Figure 7-2. The Parts of a Form. 
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To display a form, the 4024/4025 stores the information which defines the form in the 
portion of memory called the workspace display list. In addition to the characters which 
are displayed on the screen, the display list includes markers which are not displayed. 
These markers are of two types: 


e End-of-line markers which indicate where one line of text ends and the next line 
begins. 


€ Markers called attribute codes. Attribute codes divided a line into fields and 
determine the properties, or attributes, of those fields. 


The fourth line of the sample form appears on the screen as follows: 


| Street Address 


2402-20 


In the workspace display list, however, the following information is stored: 


<ATT> ж. <АТТ> [1] <АТТ> | Street Address | «arr» 00] <АТТ> [1] <ЕНО ОКЦНЕ > 


2па зга 4th 5th 
FIELD FIELD FIELD FIELD 


ATTRIBUTE CODES 


(NOT VISIBLE ON THE SCREEN 
BUT INCLUDED IN THE DISPLAY LIST) 


2402-21 


To create a form one must complete the following steps: 


€ Decide what each line of the form is to look like— what attributes each field will 
possess; what text, if any, will be printed in the protected fields. 


€ Attach attribute codes to each field so that when the 4024/4025 displays the 
form, each field will have the desired attributes and the form, as a whole, will have 
the desired appearance. 
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FIELD ATTRIBUTES AND FIELD ATTRIBUTE CODES 


There are three classes of field attributes: 
€ Character font attributes: font zero, font one, font two, etc. 


€ Logical attributes: alphanumeric, numeric, protected, and protected modified. 
Alphanumeric and numeric denote unprotected fields into which the operator can 
enter data. 


€ Visual attributes: standard, enhanced, inverted, underscored, and combinations of 
these. 


Font Attributes 


A 4025 font attribute is an integer between O and 31, inclusive. This integer designates 
the character font from which characters are selected for display in the field. The default 
font attribute is O. Font O is called the standard font and consists of the 128 characters of 
the ASCII code. Font 1 is always the Ruling Characters font (Option 32); Font 2 is the 
Math Characters font (Option 34). On the 4025, other fonts may be determined by ROMs 
inserted in the Character Set Expansion Board (Option 31), or may be defined by the user 
with SYMBOL commands (if the 4025 contains Option 23, 24, 25, or 26). 


A 4024 font attribute must be either O or 1. The meaning of these is the same as the 
corresponding 4025 font attributes: Font О is the standard font and Font 1 is the Ruling 
Characters font (Option 32). 


If a font attribute is specified for which no character font is defined, each character in the 
font is displayed as a rectangle with all the dots in that character cell matrix turned on. 


NOTE 


Font attributes in the display list affect the display whether the terminal is 
in form fillout mode or not. A field with font attribute 1, for example, 
displays characters from Font 1 at all times (assuming Option 32 is 
present). 
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Logical Attributes 


The logical attributes which a field can possess are the same for the 4024 and the 4025. 
These attributes are as follows: 


Symbol Used Attribute Meaning 


-4 


A Alphanumeric The default logical attribute. Specifies an alphan- 
umeric unprotected field into which any alphanu- 
meric character may be entered. 


--- 


N Numeric Specifies a numeric unprotected field. In form 
fillout mode, only characters with ADEs 32-63 
can be entered in a numeric field. (This includes 
the numerals O-9, and most punctuation sym- 
bols.) 


P Protected Specifies a protected field. In form fillout mode, a 
protected field cannot be typed into or erased. 


Note that the fields of the form to be filled in by the operator must be unprotected fields, 
with logical attributes A or N; labels and areas in which the operator is not to type should 
be protected. 


Each field possesses one of these logical attributes. In addition, any field may possess 
the logical attribute M, for "modified." The SEND MOD command sends to the computer 
the data in those, and only those, fields which have been flagged as "modified" with the 
logical attribute M. (See the discussion of the SEND command later in this section.) 


A field may be flagged as “modified” in either of two ways: 


ө When the data іп any unprotected field is changed, the terminal automatically 
attaches the logical attribute M to that field. The next SEND MOD command sends 
the data in that field to the computer and removes the M attribute. The data in this 
field is not sent to the computer again until it has been modified in some way and 
the field once again flagged with the logical attribute M. 


€ The ATTRIBUTE command may specify the logical attribute PM, for "protected 
modified." A SEND MOD command sends the data in such a field to the computer, 
but does not remove the M attribute; thus a PM field is sent to the computer with 
every SEND MOD command. 
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NOTE 
Logical attributes have effect only when the 4024/4025 is in form fillout 


mode. When not in form fillout mode, the 4024/4025 ignores logical 
attributes. 


Visual Attributes 


The visual attributes which a 4025 field can possess are as follows: 


Symbol Used Attribute Meaning 


|= те 


5 Standard Displays light characters on a dark background. 
This is the default visual attribute. 


E Enhanced Displays bright characters on a light background. 


(The absolute brightness and contrast are con- 
trolled manually by the operator.) 


| Inverted Displays dark characters on a light background. 
U Underscored Underscores all characters and spaces in the 
field. 


A 4025 field can possess two or three visual attributes simultaneously. If a field 
possesses visual attributes of EU, for example, characters in the field are displayed both 
enhanced and underscored. 


A 4024 field can possess only the S (Standard) or E (Enhanced) visual attributes. For 
compatibility with the 4025, however, the 4024 displays any 4025 field, converting all 
inverted attributes to enhanced and all underscored attributes to standard. A 4025 field 
with the visual attributes UI will be displayed on а 4024 аз SE, or simply enhanced. 


NOTE 


Like font attributes, visual attributes affect the display even when the 
4024/4025 is not in form fillout mode. 
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Field Attribute Codes Within a Line 


Unless instructed otherwise by an ATTRIBUTE command, the 4024/4025 begins each 
line with the default attribute in each class: font O, alphanumeric logical attribute, and 
standard visual attribute. 


An attribute code may specify attributes from one, two, or all three classes of field 
attributes. As the 4024/4025 scans each line in its display list, it searches for attribute 
codes. When it encounters a new attribute code, it modifies only the class or classes of 
attributes specified in this new code; the other class or classes of attributes are not 
modified. Suppose, for example, the following line is stored in the display list: 


«font O,protected,enhanced > —— —— —— —— — «numeric» ———————— «CR» 


Since the second attribute code specifies only the logical attribute numeric, the second 
field is displayed in font O, enhanced (the font and visual attributes of the preceding field). 
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Each field in a line is created by specifying the font, logical, and visual attributes which 
the field possesses. The ATTRIBUTE command is used for this purpose. 


ATTRIBUTE 


Syntax 
!ATTribute [<font>] [<logical>] [«visual»[- «visual »]1] « CR» 


where <font> denotes a font attribute, «logical» denotes a logical attribute, and each 
« visual» denotes one or more visual attributes. 


Action 


The ATTRIBUTE command inserts a field attribute code into the workspace display list at 
the cursor position. This field attribute code marks the beginning of a new field and 
designates the font, logical, and/or visual attributes of this field, as specified in the 
ATTRIBUTE command. If this field is the first field in the line, the ATTRIBUTE command 
specifies the attributes of the field which differ from the default attributes. If the field is 
preceded by another field on the same line, the ATTRIBUTE command specifies the 
attributes of the new field which differ from those of the preceding field. If two visual 
attributes or sets of attributes are separated by a hyphen, the display blinks that field 
between the two specified visual attributes or sets of visual attributes. 


Restrictions on Syntax 
For the 4025, «font» is an integer between 0 and 31, inclusive. For the 4024, «font» is 
О or 1. For both the 4024 and the 4025, <font> defaults to O (at the beginning of a line) 
or to the font attribute of the preceding field. 
For both the 4024 and the 4025, 

«logical» = [A|N|P|PM] 


where A denotes alphanumeric, N denotes numeric, P denotes protected, and PM denotes 
protected modified. These parameters must be given in this single letter form. 
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For the 4024/4025, «logical? defaults to А (at the beginning of a line) or to the logical 
attribute of the preceding field. 


For the 4025, 

«visual» = [S|E|I|U|EI |EU|IU |EIU ] 
and 

-<visual> = -[S|E|I|U|EI|EU|IU|EIU] 
where S denotes standard, E denotes enhanced, | denotes inverted, and U denotes 
underscored. If more than one letter is specified, the order of the letters does not matter; 
El and IE give the same visual characteristics to the field. 
If the - «visual» parameter is specified, the display blinks between the two attributes or 
sets of attributes specified. For example, visual attributes of E-I cause the field to blink 
between enhanced and inverted visual attributes. 
For the 4024, 


«visual» = [S|E] 


The 4024 will accept any 4025 visual attributes, converting all 1 attributes to E and all U 
attributes to S. 


For both the 4024 and the 4025, «visual» defaults to S (at the beginning of a line) or to 
the visual attribute(s) of the preceding field. 


No spaces are allowed between alphabetic parameters in the ATTRIBUTE command. To 
define a protected field with the enhanced and inverted visual attributes give the 
command 

ГАТТ PEIC CR» 


To blink that field between the enhanced and inverted visual attributes, give the command 


IATT РЕ-І< CR» 
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Examples of ATTRIBUTE Commands 


Font Attributes 


ГАТТ с CR» Defines a new field beginning at the cursor 

ЇАТТ О position. When characters are entered in 
this field, the field displays characters from 
Font O, the standard font. 


ПАТТ 1<CR> Defines a new field beginning at the cursor 
position. When characters are entered in 
this field, the field displays the correspond- 
ing characters from Font 1, the Ruling 
Characters font. (Requires Option 32) 


Logical Attributes 


ГАТТ АС СЕ > Defines ап alphanumeric unprotected field 
beginning at the cursor position. 


IATTN«CR» Defines a numeric unprotected field begin- 
ning at the cursor position. In form fillout 
mode, only characters with ADEs 32-63 can 
appear in this field. 


АТТ P<CR> Defines a protected field, beginning at the 
cursor position. In form fillout mode, this 
field cannot be typed into or erased. 


IATT PM<CR> Defines a protected modified field beginning 
at the cursor position. This field is transmit- 
ted to the computer with each subsequent 
SEND MOD command. 


Visual Attributes 


!АТТ S<CR> Defines a new field beginning at the cursor 
position. Displays that field with the stan- 
dard visual attribute — light characters on 
dark background. 
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IATT E<CR> 


IATTIcCCR» 
(4025 only) 


ГАТТ U<CR> 
(4025 only) 


АТТ E-S<CR> 


ПАТТІ-ЕО< CR» 
(4025 only) 


ПАТТ AEU<CR> 


IATT NI-EU<CR> 


ГАТТ 1 PS-E<GR> 
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Defines a new field beginning at the cursor 
position. Displays that field with the en- 
hanced visual attribute — bright characters 
on light background. 


Defines a new field beginning at the cursor 
position. Displays that field with the inverted 
visual attribute —dark characters on light 
background. (On the 4024, inverted converts 
to enhanced.) 


Defines a new field beginning at the cursor 
position. Displays that field with the under- 
scored visual attribute—all characters and 
spaces in the field are underscored. (On the 
4024, underscored converts to standard.) 


Defines a new field beginning at the cursor 
position and blinks that field between the 
visual attributes of enhanced and standard. 


Defines a new field beginning at the cursor 
position and blinks that field between the 
visual attributes of inverted and enhanced 
with underscore. 


Combined Attributes (No spaces allowed between alphabetic parameters.) 


Defines an alphanumeric field beginning at 
the cursor position. Displays that field with 
the enhanced and underscored visual attri- 
butes. 


Defines a numeric field beginning at the 
cursor position. Blinks that field between the 
visual attributes of inverted and enhanced 
with underscore. 


Defines a protected field beginning at the 
cursor position. Blinks that field between the 
visual attributes of standard and enhanced. 
When characters are entered in this field, 
the field displays characters from Font 1 
(Ruling Characters). (Requires Option 32) 
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Creating Fields with JUMP 
The JUMP command can be used with the ATTRIBUTE command to create several fields 
on one line. Suppose you want to create a protected enhanced field 60 character 
positions in length in row 3 of the workspace. The command 

НОМ ЗІАТТ PE;,C—— ———— (60 spaces) — —— —— — «CR» 
creates the desired field. However, the command 

ШОМ ЗАТТ РЕ!ЈОМ 3,60!ATT РЗ< СВ > 


creates the desired field more quickly and with more efficient coding. 


The JUMP command can be used to create several fields on one line of the workspace 
quickly and efficiently. Suppose you want row 5 to appear as follows: 


Field 1 


1 ea 
PROTECTED PROTECTED NUMERIC 
STANDARD ENHANCED UNDERSCORED 


2402-22 


This can be done by transmitting the fields as series of spaces, as in the first example. 
But the command sequence 


МОМ S!ATT PS;Field 1!JUM 5,20!ATT EI!JUM 5,50!ATT NE-IU;Field 3— —— «CR» 


gives the same display and transmits 21 fewer characters than the first method. 


Suppose the workspace cursor is in the home position (row 1, column 1) and consider the 
three command sequences: 


1. !ATT P;Name "АТТ AE!JUM 1,25!ATT РЗ< СН > 
2. "АТТР;Мате "АТТ AE!JUM 1,25!ATT S!JUM 1,60!ATT PS<CR> 


З.  !ATT P:Name !АТТ AE!JUM 1,25!ATT PS!JUM 1,80!ATT РЗ< CR» 


\ 
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When executed, each of these command sequences causes the same display: 


2402-23 


Each sequence, however, creates a very different "line" in the 4024/4025 display list, 
and the differences between them are important when the 4024/4025 is in form fillout 
mode. 


The line generated by 1. ends in column 25; the display list contains nothing beyond that 
column. If the operator moves the cursor right of column 25 in line 1 and presses a key, 
the cursor moves to the beginning of the next unprotected field and prints the typed 
character there. The terminal bell does not ring. 


The line generated by 2. ends in column 60. Columns 26 through 59 constitute an 
unprotected field. If the operator types in these columns, the text is printed just as it is 
typed. 


The line generated by 3. ends in column 80; all 80 columns of the screen are included in 
this line. Columns 26 through 79 constitute a protected field. If the operator moves the 
cursor into this field and types a character, the terminal bell rings, the cursor moves to the 
beginning of the next unprotected field in the form, and the character is printed there. 


When using the Jump command to create fields, always "tie down" the line 
with the 'ATT PS command, as shown in the preceding examples. If this is 
not done, the display list may not include the last field created with JUMP. 
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RULINGS 


One can highlight the structure of a form by drawing rulings, or ruling lines. The 
4024/4025 with the Ruling Characters font (Option 32) has two provisions for doing this. 
First, the basic command set includes the HRULE (Horizontal Rule) and VRULE (Vertical 
Rule) commands. Second, the Ruling Characters font (Option 32) itself provides 
additional ruling characters for making junctions between horizontal and vertical rulings. 


HRULE (Requires Option 32) 


Syntax 
IHRUIe «row» «column» [<length> [« width »]]« CR» 


where all parameters are positive integers. The «row» and «column» parameters give 
absolute workspace coordinates (as in the JUMP command). Since there are only 80 
columns, the «column parameter must not exceed 80 and the sum of «column» апа 
«length» must not exceed 81. The «width parameter, if specified, must be either 1 or 
2. The default value for both «length > and «width» is 1. 


Action 


This command draws a horizontal ruling in the workspace. The first character of the ruling 
is drawn in the row and column specified by the «row» and «column?» parameters. 

The ruling continues to the right for a total of «length columns. This ruling is a single 
line if «width» is 1 and a double line if «width is 2. 


Examples 

IHRU 3,5,20 « CR» Beginning at row 3, column 5 of the work- 

IHRU 3,5,20,1 < CR» space, draws a horizontal ruling through 20 
columns (columns 5 through 24). The ruling 
is a single line. 

IHRU 3,5,20,2 « CR» Beginning at row 3, column 5 of the 
workspace, draws a horizontal ruling through 
20 columns (columns 5 through 24). The 
ruling is a double line. 
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VRULE (Requires Option 32) 


Syntax 
IVRUIe «row» «column» [<length> [«width»]]« CR» 


where all parameters are positive integers. The «row» and «column? parameters аге 
absolute workspace coordinates (as in the JUMP command). The «column? parameter 
must not exceed 80. The « width > parameter, if specified, must be either 1 or 2. The 
default value of both «length and « width» is 1. 


Action 


This command draws a vertical ruling in the workspace. The first ruling character is 
drawn in the row and column specified by the «row» and «column» parameters. The 
ruling continues downward for а total of «length rows. If «width is 1 (or omitted), the 
ruling is a single line; if « width is 2, the ruling is a double line. 


Examples 


IVRU 3,5,20€« CR» Beginning at row 3, column 5 of the work- 

IVRU 3,5,20,1 < CR» space, draws a vertical ruling through 20 
rows (rows 3 through 22). This ruling is a 
single line. 


IVRU 3,5,20,2< CR» Beginning at row 3, column 5 of the work- 
space, draws a vertical ruling through 20 
rows (rows 3 through 22). This ruling is a 
double line. 


NOTE 


If the 4025 receives an HRULE or VRULE command but does not contain 
Option 32, each character cell affected by the command is displayed as a 
bright rectangle with all its matrix dots turned on. This also happens if an 
ATTRIBUTE command « font» specifies a character font for which no 
ROM is installed or no character definitions have been given. In this way, 
the HRULE and VRULE commands may still be used to highlight the 
structure of a form. 


FORMS AND FORM FILLOUT 
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Making Correct Junctions 


While the HRULE and VRULE command are convenient, vertical and horizontal rulings 
drawn with these commands do not cross or join each other. Each ruling character 
occupies an entire character cell on the display, and a character cell which contains a 
vertical ruling character cannot contain a horizontal ruling character. For example, 
suppose you give the following sequence of commands: 


IVRU 3,20,10,1 < CR» 
IVRU 3,30,10,1 < CR» 
IVRU 3,40,10,1 < CR» 
IVRU 3,50,10,1 «CR» 
IVRU 3,60,10,1 < CR» 
IHRU 3,20,41,1 < CR» 
IHRU 5,20,41,2 « CR» 
НВО 12,20,41,1 «CR» 


At this point, the basic structure of the form has been created, but the junctions between 
horizontal and vertical rulings need to be added. The workspace display appears as 
follows: 


The variety of ruling characters provided in the Ruling Characters Font (Option 32) allows 
the programmer or operator to make neat, well-fitted junctions by selecting appropriate 
font characters. The Ruling Junctions Chart (Fig. 7-3) is a reference sheet for making 
junctions on either the 4024 or 4025. On either of these you can make junctions for the 
sample form with the sequence of commands: 


!JUMS,20!ATT1; @!JUM3,30;A!JUM3,40;A!JUM3,50;A!JUM3,60;B<CR> 
!JUM5,20!ATT1 ;\!JUM5,30;K!JUM5,40;K!JUM5,50;K!JUM5,60; ^ « CR» 
!JUM12,20!ATT1;P!JUM12,30;Q!JUM12,40;Q!JUM1 2,50;Q!JUM1 2,60;R<CR> 
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JUNCTIONS 
Now the form looks like this: 
A complete table of font characters is given in Appendix D. 
4024/4025 Rulings 4025 Rulings 
Rulings Standard Rulings Standard 
(Font 1) ЕК MEE 0) (Font 1 „ОК | (Font О) 

9))с))е)))) + 
?-r 9 ? 
_ xYYIYYoYYYYYz 
N)m23K22111^ ? Е? ? 
D. uz 12))k))m)))))n 
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ÉE -T C t))5))00))))v 
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2402-12 
Figure 7-3. Ruling Junctions Chart. 
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THE EFFECT OF FORM FILLOUT ON 4024/4025 
COMMANDS AND KEYS 


Form fillout mode alters the action of some of the 4024/4025 commands and keys, but 
does not affect the action of others. For commands discussed in later sections, any 
effects of form fillout mode on a command are discussed when the command is 
introduced. Some of the display control commands already discussed are affected by 
form fillout mode: 


е The TAB, BACKTAB, and ERASE commands (and their corresponding keys) are 
affected by form fillout mode. 


ө The UP, DOWN, RIGHT, LEFT, RUP, and RDOWN commands (and their corre- 
sponding keys) are not affected by form fillout mode. The JUMP command is not 
affected by form fillout mode, but is still useful for working with forms. 


The following discussion assumes that the 4024/4025 is in form fillout mode, that 
commands come from the computer, and that text from the computer is directed into the 
workspace. 


Typing in Form Fillout 


When the 4024/4025 is in form fillout mode, text can be entered only in the unprotected 
fields of the form. If the operator types a character while the workspace cursor is ina 
protected field, the terminal bell rings and the typed character is inserted in the first 
column of the next unprotected field in the form. 


If the cursor is in the last column of an unprotected field and the operator types a 
character, the character is inserted in that column and the cursor moves to the first 
column of the next unprotected field of the form. 


If the cursor is moved beyond the last field in a line (using JUMP or a cursor key) and a 
character is typed, the cursor moves to the beginning of the next unprotected field in the 
form and the typed charater is entered there. In this case, the terminal bell does not ring. 
(See the Creating Fields with JUMP discussion earlier in this section.) 


/ 


н. ae ытыы © 
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When a form is created, a line of the form may consist only of a «CR». Such a line 
contains no protected or unprotected fields; it appears on the terminal screen as a blank 
line, but in the workspace display list only a < CR» is stored. If the cursor is positioned 
anywhere in such a line, it is (strictly speaking) beyond the end of the line. If a character 
is typed when the cursor is in such a line, the cursor moves to the beginning of the next 
unprotected field in the form; the terminal bell does not ring. 


If the cursor is moved beyond the last unprotected field in the form and a key is pressed, 
the cursor moves to column 1 of the last line in the workspace window. The typed 
character is not displayed. 
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TAB in Form Fillout 


Each tab character advances the workspace cursor to the beginning of the next 


unprotected field in the form. If the cursor is in the last unprotected field of the form, the 


next tab character sends the cursor to the home position at the beginning of the first 
unprotected field. 


Examples 


Suppose the sample form shown below is displayed in the workspace, with the cursor 


positioned as shown. 


Name John Doe Ве 22 urs. 


CURSOR ——————- В 


Height 6 ft. 4 in. Weight 220 lbs. 


Social Security Number 000- 00- 0000 


2402-24 


1. The command 
ТАВ< CR» 


moves the cursor to the beginning of the next unprotected field. 


| Age 20 yrs. 
7 CURSOR AFTER 
Height 6 ft. 4 in. Weight "220 lbs. ТАВ «CR» 


Social Security Number 000- 00- 0000 


2402-25 


2. The subsequent command 


ТАВ 4<CR> 


advances the cursor four unprotected fields and positions it as shown. 
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Height 6. 


Social Security Number | 000- 00- 0000 
3 ш -———— — CURSOR AFTER 
ТАВ 4 < CR» 
2402-26 


3. The subsequent command 
ТАВ 3<CR> 


advances the cursor through the last two unprotected fields of the form and back 
to the home position. 


синзонімноме Мате John Doe Age 22 yrs. 
POSITION AFTER —— ^ 


TAB ахои Height 6 ft. 4 in. Weight 220 lbs. 


Social Security Number 000- 00- 0000 


2402-27 
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BACKTAB in Form Fillout 


A BACKTAB character moves the cursor to the beginning of the unprotected field in 
which it is located. If the cursor is already at the start of an unprotected field, or if it is not 
inside an unprotected field, a BACKTAB character moves the cursor to the start of the 
preceding unprotected field. If the cursor is already at the start of the first unprotected 
field in the form, a BACKTAB character leaves the cursor where it is. 


Examples 


Suppose the cursor is positioned in the last unprotected field of our sample form, as shown. 


Name John Doe — Age 22 urs. 


Height 6 ft. 4 in. Weight 220 lbs. 


Social Security Number 000- 00- cursor 


2402-28 


1. The command 
IBAC« CR» 


moves the cursor to the beginning of the unprotected field in which it is located. 


Name John Doe | fige 22 yrs. 


Height 6 ft. 4 in. Weight 220 Ibs. 


Social Security Number  Фад- 00-70000 cursor 


2402-29 
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2. Any of the subsequent commands 
IBAC 7 «CR» 


IBAC 8c CR» 
ВАС 9c CR» 


moves the cursor through all the preceding seven fields of the form, to the 
beginning of the first unprotected field. 


5 ++. Bin. Weight 220 lbs. 


Social Security Number 020- од 0 зад 


2402-30 
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ERASE in Form Fillout 


In form fillout mode, the ERASE command erases only the contents of the unprotected 
fields in the form and leaves the cursor at the beginning of the first unprotected field. 


Example 


Suppose a sample form is filled out as shown and the information in the form is sent to 


the computer. 


Height 6 ft. 4 in. Weight 220 lbs. 
Social Security Number | 000- 00- 0000 


2402-31 


The command 
IERA W<CR> 


erases the contents of the form and leaves the cursor positioned as shown. 


Мапе 5323 тг 
CURSOR ——— — ш 


Height | ft. in. Weight 


Social Security Number _ 


2402-32 


The command 


IERA« CR» 


also does this if, as we assume here, the device issuing the command (computer or 


keyboard) also types into the workspace. 
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The HOME Key and JUMP in Form Fillout 
When the 4024/4025 is пойп form fillout mode, the command 
IJUM<CR> 


has the same effect as pressing the HOME key. In each case, the workspace cursor 
moves to row 1, column 1, the “home” position. 


In form fillout mode, pressing the HOME key moves the cursor to the beginning of the first 
unprotected field in the form, which does not necessarily begin in row 1, column 1. But the 
JUMP command has no respect for form fillout mode. Giving the command 


IJUM« CR» or 
!IJUM 1,1 «CR» 


moves the cursor to row 1, column 1, whether that field is protected, unprotected, or even 
part of the form. 


The JUMP command can still be used, with the TAB command, to simulate the action of 
the HOME key. As long as row 1, column 1 is a protected location, the sequence of 
commands 


IJUMITAB« СВ > 


moves the cursor first to row 1, column 1 (!JUM), then to the beginning of the first 
unprotected field in the form (ITAB). 


@ 7-27 


FORMS AND FORM FILLOUT 
SEND IN FORM FILLOUT 


7-28 


TRANSMITTING FORMS AND FORM DATA 


Because of the formatted nature of forms and form data, special care must be taken when 
transmitting either to the computer. The SEND command and the FIELD command have 
been specially designed for transmitting form information. 


SEND in Form Fillout 


Syntax 

ISENd [ All| Mod | < CR» 
The default parameter is All; that is, 'ISEN « CR» is equivalent to !5ЕМ АС CR». 
There are two uses of the SEND command involving forms. 


First, suppose the operator has constructed a form in the workspace and wishes to store 
this form in the computer. (The 4025 with Option 4 can also store forms or form data on a 
TEKTRONIX 4924 Digital Cartridge Tape Drive. See the Peripherals section.) After making 
sure that the 4024/4025 is not in form fillout mode, the operator gives the SEND 
command. (If the 4024/4025 is not in form fillout mode, the SEND, SEND ALL, and SEND 
MOD commands are equivalent.) This command sends all the information in the 
workspace to the computer. Field attribute codes in the workspace display list are 
automatically encoded as ATTRIBUTE commands; thus, when the form is sent back to the 
4024/4025 from the computer, the 4024/4025 has the necessary information to 
reconstruct the form. 


Second, suppose a form is displayed, the terminal is placed in form fillout mode, and the 
form is filled out. The operator now wishes to send the data in the form (not the form itself) 
to the computer for storage or processing. With the 4024/4025 in form fillout mode, the 
operator uses either the SEND ALL command or the SEND MOD command. 


The SEND ALL command sends to the computer the data in each unprotected field of the 
form. 


The SEND MOD command sends to the computer the data in just those fields flagged with 
the logical attribute M (modified). In this case, the data in a field is sent to the computer if 
and only if (1) the field is an unprotected field whose contents have been changed since 
the last SEND or SEND MOD command, or (2) the field is a protected field permanently 
flagged with the logical attribute PM (protected modified). 
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When a SEND MOD command is given, then, consecutive blocks of data received by the 
computer may not come from consecutive unprotected fields in the form. For the 
applications program to process the data correctly, however, it must know the form 
location from which each block of data comes. Therefore, when a SEND MOD command is 
executed, the data from each modified field is sent to the computer, preceded by a pair of 
three-digit numbers separated by a comma. These numbers specify, in absolute 
workspace coordinates, the row (first number) and column (second number) of the first 
character position of the field. Suppose, for example, a modified field begins in row 5, 
column 3. When the data in this field is sent to the computer, it is preceded by the string 
005,003. Examples of transmissions using the SEND MOD command appear later in this 
section. 
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FIELD in Form Fillout 


Syntax 
IFIEld |<зерагаюг> | « CR» 


where «separator» is a single printing ASCII character or a two- or three-digit ADE of an 
ASCII character. If no «separator» is specified, it is assumed to be NUL, whose ADE is 
00. 


Action 


The FIELD command sets the field separator. If any non-NUL field separator is specified, 
that character precedes the data sent to the computer from each field; trailing spaces are 
not transmitted. 


If no field separator (or the NUL separator) is specified, all the data in each field is 
transmitted to the computer by a SEND (ALL or MOD) command. If a field is not 
completely filled out, all the spaces at the end of the field are treated as data and sent to 
the computer, along with the rest of the data in the field. 


The 4025 remembers its field separator when powered off or RESET. When the 4024 is 
powered up or RESET, its field separator defaults to NUL. 


Examples 

ЕЕ @ «CR» Sets the field separator to the @ character, 

ЕЕ 64 CR» whose ADE is 64. 

ІНЕ 9<CR> Sets the field separator to the ASCII charac- 
ter 9. 

ІНЕ 09< CR» Sets the field separator to the ASCII HT 
(horizontal tab) character, whose ADE is 09. 

IFIEcC CR» Sets the field separator to NUL. When data 
in a field is sent to the computer, no field 
separator is used. 
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Some Sample Transmissions 


Suppose the following form begins in row 1 of the workspace. The unprotected fields are 
enhanced (shown here shaded gray); the last unprotected field has logical attribute 
numeric. The end of each non-blank line is at the end of the last unprotected field in the 


line. The three lines containing unprotected fields are separated from each other by blank 
lines. 


Name 


fiddress 


City  Á]E 


2402-33 


To store this form in the computer, give the command 
ISEN «CR» 


The following information is sent to the computer: 


lATT P;————Name ІАТТ АЕ:--------------------- <СВ>!АТТ 
P<CR> IATT P:—Address IATT AE; ——— ———— ————— cen 
<CR>IATT PCR» IATT P. — —— —Qity IATT АЕ ns e ІАТТ PS;— 
Slate ATT AE, ———— аа АТТ PS;—ZIP IATT NE; ———— «CR» 


Each transmitted space is shown here as a dash. Remember that the default logical 
attribute of lines 2 and 4 (the blank lines) is аірһапитегіс. These lines must be protected 
to prevent text from being entered in them. 


Suppose now the 4024/4025 is placed in form fillout mode and the form is filled out. 


Address 1111 И. First St. _ 


City Anytown | State Oregon ZIP OO 


2402-34 
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1. If no field separator is specified, the command 


ISEN A<CR> 


sends the following data to the computer: 


John Пое------------ «CR»1111—W.—First-St.— ——— 
« CR» Anytown — — — Oregon — —00000 < CR» 


No field separator is used and each field is sent, including all trailing spaces. In a 
programming language which can divide an incoming line into blocks of 
predetermined length (such as COBOL), this is a convenient format. 

2. Suppose the field separator is the number sign, %. The command 


ISEN A<CR> 


now sends the following to the computer 


#John—Doe<CR> #1111—W.—First—St.<CR> #Anytown#Oregon 
#00000<CR> 


The host program must use the # character to distinguish data from different 
fields. 


3. Suppose that the same form is filled out for John Doe’s sister, Jane Doe, who lives 
at a different street address in Anytown. Instead of erasing the form, the operator 
presses the HOME key to return the cursor to the first unprotected field, and 
simply types over the old information which must be changed. 


Address 9999 W. Ninth St. 
City Anytown | State Oregon ZIP 00000 | 


2402-35 


& 
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Now the first two unprotected fields are flagged with the logical attribute M. The 
SEND MOD command sends the data in these fields to the computer. 


If no field separator is specified, the command 
ISEN M<CR> 
sends the following data to the computer: 


001,010/апе-Пое------------ <CR>003,0109999W.—Ninth— 
St.<CR> 


Note that no spaces or other characters separate the row and column identifiers 
from the first character in the field. 


4. Finally suppose the form is filled out for John’s brother, Brad Doe, with no street 
address information provided, and the City and ZIP information modified: 


Name Brad Doe 


Address 


City Sometoun State Oregon ZIP 99999 


2402-36 


If the field separator is the character, the command 
ISEN M<CR> 
sends the following data to the computer: 


001,010#Brad—Doe<CR>003,010#<CR>005,010#Sometown005,038 
#99999<CR> 
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THE TEXT-EDITING COMMANDS 


The 4024/4025 recognizes four commands designed specifically for text editing: DCHAR 
(Delete Character), ICHAR (Insert Character), DLINE (Delete Line), and ILINE (Insert Line). 


NOTE 
If an editing command is typed on the keyboard and text from the keyboard 
is printed in the monitor, execution of the command inserts a blank line 


just below the line on which the command is typed. All examples deal with 
the workspace display. 


DCHAR (Delete Character) 
Syntax 
IDCHar [<count>]<CR> 
where « count» is a positive integer. If «count» is not specified, it defaults to one. 
Action 


This command deletes «count» characters, beginning with the character at the cursor 
position. As each character is deleted, characters to the right of the cursor shift left to fill 
the gap. The cursor does not move. If the terminal is in form fillout mode, only characters 
to the right of the cursor in the same field shift left. If the terminal is not in form fillout 
mode, all characters right of the cursor on the same line shift left. 


This command is equivalent to pressing the DELETE CHARACTER key «count» times. 
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Examples 


Suppose the following text is displayed in the workspace, with the cursor positioned as 
indicated: 


Everything seems дрога in order. 
The command 
IDCH« CR» 
or 
IDCH1« CR» 
deletes the s at the cursor position, leaving the following display: 
Everything seems gems in order. 


The subsequent command 


IDCH5 «CR» 
leaves the desired display: 
Everything soome in order. 
Suppose a form contains incorrect information in an unprotected field; with the cursor 
positioned as shown: 
Name: Jane Dgo овде: 23 
The command: 
IDCH4<CR> 
deletes the second “Doe” and the extra space. Neighboring fields are not affected. 


Name: Jane Doe, Age: 23 
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ICHAR (Insert Character) 
Syntax 


пСНаг< CR» 


Action 


The ICHAR command places the 4024/4025 in insert mode. This command is equivalent 
to pressing the INSERT MODE key. 


In insert mode, when new text is sent from the computer or typed on the keyboard, the 
cursor, the character at the cursor position, and characters to the right of the cursor are 
shifted right to make room for the new text. 
Suppose the text 
END PAGE 
a 
is displayed in the workspace, with the cursor positioned as shown. If the string 
ПСН;ОЕ «CR» 
is sent from the computer, it inserts the text OF and displays the text 
END OF КАФЕ 
in the workspace, with the cursor positioned as shown. 
If the string 


ПСНОЕ «CR» 


is typed from the keyboard, the « CR» is sent to the workspace as text, and the cursor is 
positioned at the beginning of the next line: 


END OF PAGE 
B 


In form fillout mode, only characters in the unprotected field containing the cursor are 
shifted right. Characters shifted past the rightmost position in that field are lost. 
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Тһе BACKSPACE command can be used to delete unwanted characters just to the left of 
the cursor, without leaving insert mode. Suppose the following text is displayed in the 
workspace, with the cursor positioned as shown: 

Everything would света to be in order. 
The command 

ВАС 6<CR> 
results in the following display: 

Everything geems to be in order. 
The cursor, the character at the cursor position, and characters to the right of the cursor 
all move left six columns; the characters previously stored in those columns are deleted. 


Pressing the BACKSPACE key six times gives the same results. 


The DCHAR key can be used to delete unwanted characters at or to the right of the cursor 
position, WITHOUT leaving insert mode. 


Suppose the following text is displayed in the workspace, with the cursor positioned as 
shown: 


Everything gould seems to be in order. 
The command 

IDCHAR 6<CR> 
results in the following display: 

Everything гет» to be in order. 


The 4024/4025 does not leave insert mode. Pressing the DELETE CHARACTER key six 
times gives the same results. 


Any other cursor movement, resulting either from giving a command or from pressing a 
key, will cause the 4024/4025 to leave insert mode. 
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Suppose the terminal is in form fillout mode and the following form is displayed, with the 
cursor positioned as shown. The only unprotected fields are the three underlined fields; 
all other fields are protected. 


NAME: Ерепегег Scro Age: 77 
Position Applied for: Miser 


If the string 
ПСН; A<CR> 


is sent from the computer the following display results: 


NAME: Ebenezer А ScroogeAge: 77 
Position Applied for: Miser 


The subsequent string 
ПСН Бег< CR» 
sent from the computer results in the form fillout display: 


Name: Ebenezer Aber ScroAge: 77 
Position Applied for: iser 


Finally, the string: 
'ICH;nathy «CR» 


sent from the computer, moves the cursor past the end of the first unprotected field and 
into the second unprotected field. The following first lines of the form will be seen in rapid 
succession: 


Name: ЕБепегег Abern ScrAge: 77 
Name: Ebenezer Aberna ScAge: 77 
Name: Ebenezer Abernat SAge: 77 
Name: Ebenezer Abernath Age: 77 
Name: Ebenezer AbernathyAge: g 
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If the second unprotected field has the A (alphanumeric) attribute, any further insertion of 
characters shifts characters in the second field to the right and the old characters are 
lost. If the string 

H CH;B«CR» 


is sent from the computer, the following display results: 


Name: Ebenezer AbernathyAge: Bi 
Position Applied for: Miser 


However, if the second unprotected field has the N (numeric) attribute, a subsequent 


ICHAR command which inserts alphabetic characters will move the cursor to the first 
position in next unprotected field of the form and insert characters there. If the string 


!ICH;B. «CR» 
is sent from the computer, the following display results: 


Name: Ebenezer AbernathyAge: 77 
Position Applied for: B. Mise 
pp Cage. 


If the insert character operation moves the cursor past the last unprotected field on the 
form, the cursor moves to the beginning of the first unprotected field in the form which 
can accept the new characters; the new characters are inserted in that field. 
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DLINE (Delete Line) 
Syntax 

IDLIne | <соип! >! < CR» 
where «count» is a positive integer. If «count» is not specified, it defaults to one. 
Action 
If the 4024/4025 is not in form fillout mode, this command deletes «count» consecutive 
lines of text, including the line containing the cursor. If the cursor is in the middle of a line, 
the entire line is deleted. As each line is deleted, the lines below roll up to fill the gap. The 
cursor moves to the beginning of the line which rolls up. 
In form fillout mode, this command erases the contents of all unprotected fields in 
«count? lines of the form. The line containing the cursor is counted as a deleted line, 
whether or not it contains any unprotected fields. After this line, only lines containing at 
least one unprotected field are counted as deleted lines. The cursor is positioned at the 


beginning of the next unprotected field, after the last field erased. 


This command is equivalent to pressing the DELETE LINE key six times. 


Examples This is Line 1 
This is Line 2 CURSOR IN LINE 2, 
This is Line 3 COLUMN 8 
| : > а This is Line 4 
Suppose the terminal is not in form fillout mode, and еа рар 


This is Line 6 
the workspace contains the text shown, with the me MS — 
cursor in line 2, column 8: 


The command 


This is Line 1 
hisisLine5S ^ CuURSORpOSITION 


шт. AFTER !DLI 3<СВ> 


IDLI 3c CR» 


gives the workspace display shown here: 
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Suppose the terminal is in form fillout mode, and the workspace holds the form shown 
here. The unprotected fields are enhanced (shown here shaded gray). 


Date June 1, 1978 | 


Position Applied For Office Manager | 
References 

Bill Broun 

Carol Crane 

Dan Dean | 


2402-37 


If the cursor is positioned anywhere in the first line of the form, the command 
IDLI<CR> 


results in the display shown below. 


cursor arter ___Date June 1, 1978. 
ри «CR» 
Position Applied For Office Manager 


References 


Bill Brown 


Carol Crane 
Dan Dean 


2402-38 
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The subsequent command 
Ви 3c CR» 


results in the display shown here. Note that the line “Веѓегепсе5:" is not counted as a 
deleted line, since it contains no protected fields. 


Name 
Date 


Position Applied For >> 


References 


9 о TEE 
Roper — ]|traewe со : 
IDLI 3c CR» 
Dan Dean 
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Suppose you begin with the form below and the cursor positioned as shown. 


Name John Doe 


Date June 1, 167822220 
Position Applied For Office Manager 


References 
CURSOR ion 


POSITION 


Bill Broun 


Carol Crane 
Dan Dean 
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TEXT EDITING 
DLINE 


The command 
IDLI3<CR> 
results in the display shown here. Observe that the line which originally contained the 


cursor has been counted as the first deleted line, even though it contains no unprotected 
fields. 


Name John Doe 


Date June 1, 1978 


Position Applied For Office Manager 


References 


LINES ERASED 


CURSOR AFTER 


IDLE 3<CR> 
2402-41 
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ILINE (Insert Line) 
Syntax 
ІШпе [<count>]<CR> 
where «count» is a positive integer. If «count» is not specified, it defaults to one. 
Action 


This command inserts «count» blank lines into the text immediately below the line 
containing the cursor. The cursor is positioned at the beginning of the newest line. Lines 
of text below the cursor position are rolled down to make room for the inserted blank 
lines, and the scroll is lengthened so that these lines are saved on the display list. 


This command is equivalent to pressing the INSERT LINE key «count» times. 


The ILINE command makes it easy to insert new text between lines of old text. Use the 
ILINE command to create several blank lines at the desired location. Type the new 
information into the blank lines and use the DLINE command to delete any blank lines 
left over. 


NOTE 


For text editing applications, the first line entered into the workspace 
should be blank. If new text must be inserted above the old text, the cursor 
is moved to the beginning of the workspace and the ILINE command is 
used to create space for the new text. If the first line of the workspace 
already contains text, this procedure inserts blank lines below the first line 
of old text, rather than above it. 


Examples 
CURSOR POSITION 


Suppose the workspace contains the text shown 
opposite, with the cursor positioned as shown. 
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The command 


IILI 3 CR» 


inserts three blank lines between line 2 and line 3, 
leaving the cursor in column 1 of the newest blank 


line: 


Line 1 


Line 2 
(blank) 
(blank) 

lank) 


Бай AFTER IILI3<CR> 
Li 


When the 4024/4025 is in form fillout mode, the ILINE command has no effect. 
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Section 9 


4025 GRAPHICS 


The 4025 with Option 23, 24, 25, or 26 has basic graphic capability. A 4025 thus 
equipped can draw several styles of vectors (line segments), intermix graphics with text 
and forms, and store special purpose character fonts defined by the user. This section 
explores these capabilities. 


THE GRAPHICS COMMANDS 


There are seven commands designed for creating graphic displays on the 4025. These 


are the GRAPHIC, VECTOR, RVECTOR, LINE, STRING, ERASE G, and SHRINK commands. 


Each of these is discussed in turn. 


GRAPHIC (4025 only; requires Option 23, 24, 25, or 26) 


Graphics are displayed in the 4025 workspace. Before this can be done, the workspace 


must be prepared to display graphs by defining a graphic region. The GRAPHIC command 
is used for this purpose. 


Syntax 
IGRAphic «beg row» «end row» [«beg col » сепд col »]] «CR» 


where all parameters are positive integers designating rows and columns in absolute 
workspace coordinates. Thus « beg row» must be less than «end row», « beg col» 
must be less than « end col >, and « end col > must be less than or equal to 80. Also, 
« end row > must not exceed < beg row > by more than 52, since the graphic region 
cannot exceed 53 rows in length. The default values of < beg col > and « end col > are 
1 and 80, respectively. 


Action 


This command defines a graphic region in the 4025 workspace and erases all information 
currently stored in this region. The graphic region thus defined consists of rows 

«beg row» through « end row», and columns « beg col» through «end col» in each of 
these rows. 
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GRAPHIC 
Examples 

IGRA 1,35 «CR» Creates a graphic region in the workspace 
containing columns 1 through 80 of rows 1 
through 35. 

IGRA 1,35,30< CR» Creates a graphic region in the workspace 
containing columns 30 through 80 of rows 1 
through 35. 


The structure of a graphic region is best illustrated by an example. The command 
IGRA 10,19,20,49< CR» 


creates a graphic region which occupies rows 10 through 19, columns 20 through 49 in 
each of these rows. 


WORKSPACE 


10 CELLS 
HIGH 


[му ЯУ йу АР ДУ Т ОУ ЕЕ 


о о 
о о 
о о 
о о 
о о 
о о 
о е 
о о 
о о 
е о 
о о 
о о 
о о 


EACH CELL IS 
A 14 x 8 MATRIX 
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Figure 9-1. A Graphic Region. 
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As illustrated in Figure 9-1, this graphic region is 10 cells (character cells) high and 30 
cells wide. Each cell consists of a dot matrix 8 dots wide by 14 dots high. Each dot can be 
turned on (lighted) by an electronic vector beam. Various commands discussed in this 
section draw vectors or display user-defined symbols by turning on patterns of these 
dots. 


The columns of dots are numbered from left to right across the graphic region, starting 
with O for the leftmost column, and from bottom to top, starting with O for the bottom row. 
In Figure 9-1, the 240 columns of dots (30 cells, each cell 8 dots wide) are numbered 
from 0 to 239; the 140 rows of dots (10 cells, each cell 14 dots high) are numbered from 
O to 139. This establishes a coordinate system in the graphic region. Each dot in this 
region is assigned X and Y-coordinates. The X-coordinate gives the dot's horizontal 
position; the Y-coordinate gives the dot’s vertical position. These coordinates are used in 
the VECTOR and RVECTOR commands. 


It is possible to define more than one graphic region in the workspace. If this is done, 
new graphic commands affect only the graphic region most recently defined. Different 
graphic regions should not overlap. 
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VECTOR (4025 only; requires Option 23, 24, 25 or 26) 


When a graphic region of suitable size has been defined, vectors (line segments) can be 
drawn in the graphic region using the VECTOR command. 


Syntax 
IVECtor «Xo» «Yo» «X4» «Y4»[«X2» <Уо>..<Х > «Ya»]«CR» 


where all <X;> and «Yj» parameters are positive integers. The parameters are 
separated by spaces or commas. 


Action 


This command draws a vector from the point with graphic coordinates (« Хо“, <Уо>) to 
the point with coordinates («X4 >, <У4 >). If additional pairs of coordinates аге 
specified, additional vectors are drawn from («X4 >, <У4 >) to (<Хо>, «Yo»), from 
(<Хо>, «Yo») to (<Ха>, «Y3»), and so оп. 


The «Xj» and <Yj> coordinates are graphic region coordinates and must lie within the 
coordinate system defined by the current graphic region. If the graphic region was 
defined by the 'GRA 10,19,20,49 < CR» command, all «Xj» coordinates should be 
between О and 239, and all < Yj» coordinates between О and 139. 


If a point is specified which lies outside the graphic region, the 4025 does not try to draw 
a line to that point. It resumes drawing with the next line segment which lies entirely 
within the graphic region. 


Example 


Suppose you have used the ІОВА 10,19,20,49 « CR» command to define the 240 X 140 
graphic region described earlier. The command 


МЕС 120,120 91,30 168,85 72,85 149,30 120,120 —- CR» 
creates the display shown in Figure 9-2. (Axes are not shown on the display.) Note that, 


since either a space or a comma serves as a separator, we have alternated these to 
emphasize the VECTOR coordinate pairs. 
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C 
НЕ а пш ка — иш ша И иш И БЕ иш ша С ше шев ше ша ша 


к. 
е 


Y-AXIS 


(120,120) 


(168,85) 


(91,30) (149,30) 


X-AXIS 


ІУЕС 120,120,91,30,168,85,72,85,149,30,120,120 
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Figure 9-2. The VECTOR Command. 
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RVECTOR (Relative Vector) (4025 only; requires Option 23, 24, 25 or 26) 


It is possible to draw vectors by specifying relative coordinates—that is, coordinates 
relative to the last vector beam position. This is done by using the RVECTOR command. 


Syntax 


IRVEctor «rel Xo» «rel Yo» «rel Ха > «rel Y4»[«rel X2» «rel Yo» ... 
«rel X4» «rel Ya2]« CR» 


where «rel Xj> and «rel Yj> are integers, not necessarily all positive. The parameters 
are separated by spaces or commas. 


Action 


This command draws one or more vectors in the graphic region, as does the VECTOR 
command. The pair «rel Xo», «rel Yo> specifies coordinates relative to the current 
vector beam position. Each succeeding pair of «rel Xj», «rel Yi» parameters specifies 
new coordinates relative to the preceding coordinate pair. 


Example 


Suppose that the current vector beam position is at the point with absolute workspace 
coordinates (120,65). The command: 


IRVE 0,55 -29,-90 77,55 -96,0 77,-55 -29,90 « CR» 


draws the star in Figure 9-3. It is the same figure drawn by the earlier VECTOR command, 
but now each pair of coordinates given is relative to the preceding pair of coordinates. 


As in the VECTOR command, if a pair of coordinates specifies a point outside the graphic 
area, the 4025 ignores that point and resumes drawing with the next vector lying entirely 
within the graphic region. 
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START FINISH 
(120--0,65--55) - (120,120) - (149-29,30--90) 


\ 


(169-96,85+0) = (72,85) (168,85) = (91+77,30+55) 


ORIGINAL VECTOR BEAM 
POSITIONED AT (120,65) 


(120-29,120-90) = (91,30) 
ңы 


(149,30) - (72--77,85-55) 


ІНУЕ 0, 55,-29,-90,77,55,-96,0,77,-55,-29,90« CR» 


Figure 9-3. The RVECTOR Command. 
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LINE (4025 only; requires Option 23, 24, 25 or 26) 


The 4025 can draw different styles of vectors. The style of vector to be drawn is selected 
with the LINE command. 


Syntax 
ILINe [«line type»] < CR» 
where «line type» must be one of the following: 
€ A digit from 1 to 8, inclusive 
ө The letter P 
е The letter E 


If «line type» is not specified, it defaults to one. 


Action 


This command sets the type of line used to draw vectors in subsequent VECTOR and 
RVECTOR commands. Line type 1 is a solid line, the default line type. Line types 2 
through 8 are various styles of dashed lines. Line types 1 through 8 are shown in Figure 
9-4. 


Figure 9-4. Vector LINE Types. 


Line type P causes subsequent VECTOR and RVECTOR commands to plot isolated points 
rather than connect points with line segments. 


Line type E causes subsequent VECTOR and RVECTOR commands to draw “dark 
vectors" which erase any lighted points through which they pass. 
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STRING (4025 only; requires Option 23, 24, 25 or 26) 
At times it may be desirable to enter text into a graphic area. Since there is no workspace 
cursor in the graphic area, and since straight text sent to the terminal from the computer 
is entered at the workspace cursor location, another way is needed to put text into a 
graphic area. The STRING command does this. 
Syntax 
ISTRing «text» «CR» 
where «text» may be: 
1. One or more delimited ASCII strings. 
2. A sequence of ASCII Decimal Equivalents. 
3. Any combination of 1 and 2. 
The string defined by «text» should not contain the command character. 
Action 
This command inserts the string defined by the «text» parameter into the graphics area. 
The first character defined by «text» is displayed in the character cell containing the 
vector beam. Succeeding characters of «text» are displayed in succeeding character 
cells. Any vectors or characters that were previously displayed in the character cells 
where «text» is inserted are no longer visible, since each character of «text» fills an 
entire character cell. A sample STRING command and the resulting display is shown in 
Figure 9-5. 
Triangle 
'GRAPHIC 1,35 
'VECTOR 0,0 300,0 150,200 0,0 
'VECTOR 120,80 
'STRING "Triangle" 2402-15 
Figure 9-5. The STRING Command. 
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ERASE G (4025 only; requires Option 23, 24, 25 or 26) 


When the information displayed in a graphics area is no longer needed, it can be deleted 
in one of two ways. One may delete the graphic region and all information stored in it from 
the workspace display list. One may also erase the graphic information but leave the 
graphic region defined to display new graphic information. 


To delete the graphic region from the display list, give the ERASE WORKSPACE 
command. The graphic region, along with all other information in the workspace, is 
deleted from the display list. No further graphics commands can be executed until a new 
graphic region is defined by a GRAPHIC command. 


If one wishes to reuse the same graphic region, the ERASE G command is used. 


Syntax 


IERAse ас CR» 


Action 


This command erases the contents of the graphic region containing the vector beam. All 
information in the region, including text, is erased. The graphic region is still defined and 
new graphic information and text can be displayed there. 
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SHRINK 


There are two circumstances which make it necessary for the 4025 to alter the 
coordinates of graphic information in its display list. 


ө The 4025 accepts 4010-style graphic commands from a host computer. In 4010- 
style graphic commands, the X-coordinates can be as great as 1023. The X- 
coordinates in a 4025 VECTOR or RVECTOR command should not exceed 639 (in 
a graphics region occupying all 80 columns). It is necessary, therefore, to scale 
incoming 4010-style graphic commands for display in the 4025 graphic region. 
(See discussion of 4010-style graphics in this section.) 


€ To make hard copies of a graph displayed on the 4025 screen, give the HCOPY 
command. (See the Peripherals section.) In order for graphs to be properly 
proportioned on hard copies, the Y-coordinates must be scaled. 


The SHRINK command is used to instruct the 4025 to alter graphic coordinates for each 
of these circumstances. 


Syntax 
ISHRink [Yes | Hardcopy | Both | No] CR» 


The default parameter is Yes. 


Action 


SHRINK YES. This command causes the 4025 to "shrink" X- and Y-coordinates in 
subsequent VECTOR or RVECTOR commands, multiplying them by a factor of approxi- 
mately 5/8. This accommodates the 4025 to the range of possible coordinates in 4010- 
style graphics commands. 


To use the 4025 to execute a command file written for 4010-series terminals, first 
dimension the graphics area to hold 35 rows of 80 columns. (!GRA 1,35,1,80 ог ІОВА 


10,44 are two GRAPHIC commands which do this.) Then give a SHRINK YES command to 
put the 4025 in graphics shrink mode. 
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SHRINK HARDCOPY. This command puts the 4025 in hardcopy shrink mode. In this 
mode, the Y-coordinates (but not the X-coordinates) in VECTOR and RVECTOR 
commands are multiplied by a factor of 7/8. This pre-distorts graphs drawn on the 4025's 
Screen, so they appear in the proper proportion when copied on a TEKTRONIX 4631 Hard 
Copy Unit. Character strings inserted in the graphics area with the STRING command will 
not be shrunk. SHRINK HARDCOPY affects only vectors, not alphanumerics. 


SHRINK BOTH. This command puts the 4025 in both graphics shrink and hardcopy 
shrink modes. The X-coordinates in subsequent VECTOR and RVECTOR commands are 
multiplied by approximately 5/8, while the Y-coordinates are multiplied by approximately 
35/64. 


SHRINK NO. This command removes the 4025 from both shrink modes. 
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EFFECTS OF A GRAPHIC REGION 


The presence of a graphic region affects the action of some of the 4025 commands and 
keys, summarized here: 


DELETE CHARACTER: Inside a graphic region, the character is replaced by a space. 


DELETE LINE: Ina line which passes through a graphic region, only characters outside 
the graphic region are deleted. Information inside the graphic region is not deleted. 


ERASE & SKIP: Іпа line that passes through a graphic region, only characters outside 
the graphic region are deleted. 


ERASE WORKSPACE: This erases the entire workspace, including the graphic region 
definition. A new GRAPHIC command must be given before further graphics can be 
displayed. 


CURSOR MOVEMENT AND TYPING: The ASCII keys, the cursor movement keys and 
commands, and the scrolling keys and commands are not affected by the presence of the 
graphics region. If the cursor is moved into a graphic region and a character typed on the 
keyboard, that character replaces graphic information previously stored in that character 
cell. 


FORM FILLOUT MODE: All locations within the graphic region are protected in form 
fillout mode. If a graphic region is less than 80 columns wide and no form exists in the 
side region(s), then the side region(s) are unprotected by default and text may be entered 
into them. To prevent text from being entered into these regions, they must be protected 
or the graphic region must be expanded to include all 80 columns. 


ATTRIBUTE CODES: Inside a graphic region, the 4025 inserts only font attribute codes 
in the display list. All other attributes are ignored. Any visual attributes (enhanced, etc.) 
which are in effect at the left edge of the graphic region affect the entire row of character 
cells running through the graphic region. Logical attributes and font codes in effect at the 
left edge of the graphic region do not affect the graphic region itself, but characters to the 
right of the graphic region are given these same font and logical attributes. 


THE SEND COMMAND: Graphic information in a graphic region is not transmitted by 
the SEND command. Every character cell containing graphic information is transmitted as 
an ASCII space. (Text information is sent, however.) Suppose the graph shown in Figure 
9-6 is displayed in the workspace. 
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Figure 9-6. A Graphic Display. 


If you do a SEND operation to the computer, then SEND back from the computer to the 
terminal, you obtain the display in Figure 9-7. No information generated by graphic 
commands was sent to the computer. The display in Figure 9-7 is what is stored in the 
computer. 
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Figure 9-7. A Graphic Display After the SEND Command. 


4024/4025 PROGRAMMER'S е 9-15 


4025 GRAPHICS 
4010-STYLE GRAPHICS 


9-16 


4010-STYLE GRAPHICS ON THE 4025 


The 4025 with a Graphics Memory option, accepts 4010-style graphic commands when 
these commands are sent from the host. (The 4025 does not accept 4010-style graphic 
commands entered on the keyboard.) 4010-style graphics uses ASCII characters to 

encode graphic screen coordinates. Certain control characters are used as commands. 


To enable the 4025 to respond properly to 4010-style graphic commands, issue the 
commands 


IGRAPHIC 1,35 « CR» 
ISHRINK « CR» 


These set up a graphics region which is correctly proportioned to hold a 4010-style 
graphics display. Specifically, the viewable graphic region is approximately 640X by 
525Y, in 4025 workspace coordinates (1024X by 780Y in 4010 coordinates). (See the 
SHRINK command discussion earlier in this section.) 


The following 4010-style commands from the host cause the 4025 to change operating 
modes: 


1. The GS соттапа places the 4025 іп 4010-style graph mode. 


2. The US соттапа exits the 4025 from graph mode and positions the cursor а! 
the character cell containing the vector beam. 


З. Тһе ESC command—notifies the 4025 that the next character should be 
interpreted as a command. 


4. The ESC-Form Feed command- exits the 4025 from graph mode, erases the 
display, and moves the cursor to the home position. 
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Addressing the Vector Beam 


The vector beam is moved to a point in the graphic region by sending to the terminal the 
binary equivalents of the Y address and the X address (4010 coordinate addresses) of 
the point. Each binary equivalent is separated into two parts: the five most significant bits 
and the five least significant bits. The address 205Y,148X translates to 0011001 101 Y, 
0010010100X (binary). The 0011001 101Y becomes 00110 HiY and 01101 LoY; the 
0010010100X becomes 00100 HiX and 10100 LoX. In graph mode, these bytes cause 
the beam to be moved to the 205Y,148X position in the graphics area. To be sent to the 
4025 these bytes must be encoded as ASCII equivalents. The 001 10 HIY bit is encoded 
as an ASCII “8” symbol, which has binary representation 0100110. The first two bits, O1, 
instruct the terminal that this is a HiY address. The last five bits, 00110, form the HiY 
segment of the Y address 0011001101. 205Y,148X is encoded аз “&M$T.” Appendix C 
is a Coordinate Conversion Chart for encoding X and Y-coordinates as ASCII characters. 


Graph Mode Memory 


When an address is sent to the terminal, the HiY, LoY and HiX bytes are stored in a 
register. If the next address sent to the terminal repeats some of these bytes, they need 
not be retransmitted. LoX must always be sent, since the command is not executed until 
LoX is received. Even if the 4025 leaves graph mode and reenters it later, these three 
bytes are retained. The following table shows which bytes must be sent in response to 
specific byte changes. 
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4010-STYLE GRAPHICS REQUIRED BYTE TRANSMISSIONS 


Bytes i Bytes which must be transmitted 

Which = 

Change Hi Y Lo Y Hi X Lo X 

+ === 

Hi Y | # # 
Lo Y E ж 
Hi X | # # # 
Lo X = 
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When the 4025 exits 4010 mode, the communications port is returned to the portion of 
display memory it was in before entering 4010 mode (workspace or monitor). 


For a complete discussion of 4010-style graphics, see the 4010 Series documentation. 
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ALTERNATE CHARACTER FONTS 


The 4025 graphics memory may be used to store alternate character fonts, defined by the 
user for special purposes. 


With its full 32K of graphics memory (Option 26), the 4025 can accommodate up to 16 
different fonts, each containing up to 128 characters. Fourteen of these fonts may be 
user-defined. (The standard font is Font O and cannot be modified by the 4025 operator 
or by the computer.) In addition to the standard font, two other predefined fonts are 
available: Ruling Characters (Option 32) and Math Characters (Option 34). 


Alternate character fonts are defined, symbol by symbol, with the SYMBOL command. 


Symbol (4025 only; requires Option 23, 24, 25 or 26) 
Syntax 

ISYMbol «number» «font» [« value 1 »][«value 2>]. . | суаше 14>]<CR> 
where 


«number» is an integer between О and 127, inclusive. 
«font» is an integer between 1 and 31, inclusive. 
« value n» is an integer from O to 255. 


The «font» parameter must specify a character font for which graphics memory is 
installed. (The operator can discover which character fonts have graphics memory 
installed with the GTEST command, discussed in the System Status and Initialization 
section.) Each <value n> parameter defaults to zero. 


Action 


This command defines a symbol in character font «font». The «number» parameter is 
the ASCII Decimal Equivalent of some ASCII character. When this ASCII character is 
entered in a field with the indicated font attribute, the symbol defined by this command is 
displayed. 
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The symbol is defined by specifying which dots in the 8 x 14 character cell matrix are 
lighted when the symbol is displayed. Each <value n> parameter is converted into ап 8- 
bit binary equivalent. The zero/one pattern of this binary equivalent determines which of 
the eight dots in the n-th row of the character cell will be lighted when this character is 
displayed. 


If fewer than 14 rows are specified, each of the unspecified parameters default to zero. 
The remaining rows have no dots lighted and are displayed dark. 
Example 
The command 

ISYM 97,30,0,0,0,0,2,52,72,72,52,2,0,255 < CR» 
defines character 97 of font 30. The number 97 is the ASCII Decimal Equivalent of the 
ASCII character a. Thus when the a character is entered in a field with font attribute 30, 


the symbol defined by this command is displayed. Figure 9-8 illustrates this symbol and 
how the SYMBOL command defines it. 
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Figure 9-8. A User-Defined Symbol. 


If one wishes to clear symbol 97 from user-defined font 30, the command 


ISYM 97,30 « CR» 


is given. All rows in the character cell matrix are set to zero, and this symbol is displayed 
as a space, with no matrix dots turned on. 
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DFONT (Delete Font) (4025 only; requires Option 23, 24, 25 or 26) 

The graphics memory used to store symbol definitions in a user-defined character font 
can be cleared of these definitions and released for another use by giving the DFONT 
command. 

Syntax 


IDFOnt «font» «CR» 


where «font» is an integer between 1 and 31, inclusive. 


Action 

This command deletes all symbol definitions in the specified font. The graphics memory 
used to store these definitions can now be used to store graphic information or another 
user-defined font. 

Example 

The command 


IDFO 30<CR> 


deletes from memory all symbol definitions in character font 30. 
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MEMORY CONSIDERATIONS 


It is possible for the 4024/4025 to use up all of its display memory. Likewise, the 4025 
may use up all of its graphics memory. The comments in this appendix should help the 
programmer judge how much of each type of information can be sent to the terminal 
before running out of memory. 


DISPLAY MEMORY 


On the 4024/4025 screen, a full line of text (a character displayed in every column) plus 
ten attribute codes uses 112 bytes. A full screen of such lines (34 lines X 112 bytes/line) 
uses about 3800 bytes. As a rule of thumb, then, you get about one full screen of display 
for every 4K bytes of display memory. Usually, of course, one does not use the full 80 
columns of a line for display. A rough calculation of line length will give the proper 
adjustment factor. For example, if the program uses roughly 50% of each line for display, а 
16K byte display memory will store approximately: 


16K bytes x screen , 2-8 34-line screens 
4K bytes 


The workspace and the monitor both use memory out of the same “pool” of display 
memory. When the 4024/4025 has used most of its display memory and you attempt to 
display more information, the result depends on which scroll is receiving information. 


If the 4024/4025 runs low on memory while you are sending information to the 
workspace, the terminal bell rings as a warning to the operator, and the terminal 
overprints a portion of the current line with incoming data. If information continues to 
come, the terminal soon refuses to print and the cursor sticks at its current location. 


If the 4024/4025 runs low on memory while you are sending information to the monitor, 
the cursor simply sticks at its current location and the terminal refuses to print new 
information. The terminal still processes a carriage return, however, and enough memory 
is saved to give at least one command. (If the monitor has scrolled information up past the 
top of the monitor window, the terminal discards this information as needed, line by line. 
In this case, you may keep sending information to the monitor, and the terminal will keep 
discarding scrolled up information.) 
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MEMORY 


An applications program may keep track of the amount of unused display memory by 
occasionally giving the command 


ІВЕРОО< CR» 


This command causes the 4024/4025 to return a report to the computer in the following 
format: 


IANS 00,<р1>,<р2>; 


where <р1 > is a four-digit decimal number specifying the number of unused blocks of 
display memory. (A block consists of 16 8-bit bytes.) When «p1 > falls below a given 
level, the program can instruct the terminal to erase information by sending an ERASE, 
DLINE, or DCHAR command or, if none of the information displayed is needed, a 
WORKSPACE or MONITOR command. To recover display memory from the computer, you 
must give some command which erases text. 


GRAPHICS MEMORY 


The 4025 can contain 4K, 8K, 16K, or 32K bytes of graphics memory. The amount of 
graphics memory which a given graph requires depends on the density of information in 
the graph. The following is an estimate of how much graphics memory is required for 
graphic display. The term "pie chart" refers to a pie chart with 10 pieces. The term 


"graph" refers to a line graph of approximately the same density as the graph in Figure 9-6. 


Table A-1 


4025 GRAPHIC MEMORY CAPACITY 


Amount of Graphic Memory Display Capacity 
И 4К bytes | 2/3 of a pie chart, or a partial line graph 
8K bytes 1+ pie chart, or 1 line graph 
16K bytes 2+ pie charts, or 2 line graphs 
32K bytes 4 pie charts, or 3 to 4 line graphs 


To recover graphics memory, use the ERASE G command. 
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THE ASCII CODE 


Table B- 1 


ASCII CODE CHART 


за во [Py [Pry (01, Тва | ез ла [Tt 


BITS 
84 ВЗ B2 B1 CONTROL RARI eot LOW X LOW Y 


ЛЕП ЛЕЛЕРЕЛЕЛЕЛЕІ 
Доби така m 
ПИ та аа Па Bal Ват 
СОЕ ЛЕ ЕЕЕ le 
ШЫЛ БЛ, 
Mee ss. E ОД eru, 
ШШШ ЫЫ EU RO КОА ET и 
СКО ЕА КЕ АКЕ Ө 
к л Е 
du 
| 


— 


— 


nite dered EA 
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ASCII CODE 


B-2 


Mnemonic 


07 A uq" от шФ ет zO шт! «0 AZ aO oU қо -O rO -0 00 HO ят AS AO AT 09 r9 x» gm AM xm xo тө cz 


oc 


Table B-2 


ASCII CONTROL CHARACTERS 


Name of Character 


Null 

Start of Heading 
Start of Text 

End of Text 

End of Transmission 
Enquiry 
Acknowledgement 
Bell 

Backspace 
Horizontal Tab 

Line Feed 

Vertical Tab 

Form Feed 

Carriage Return 
Shift Out 

Shift In 

Data Link Escape 
Device Control 1 
Device Control 2 
Device Control 3 
Device Control 4 
Negative Acknowledgement 
Synchronization Character 
End of Transmission Block 
Cancel 

End of Medium 
Substitute 

Escape 

Field Separator 
Group Separator 
Record Separator 


Unit Separator 


Keys to Press 


CRTL- а 
CTRL-A 
CTRL-B 
CRTL-C 
CTRL-D 
CTRL-E 
CTRL-F 
CTRL-G 
CTRL-H 
CTRL-I 
CTRL-J 
CTRL-K 
CTRL-L 
CTRL-M 
CTRL-N 
CTRL-O 
CTRL-P 
CTRL-Q 
CTRL-R 
CTRL-S 
CTRL-T 
CTRL-U 
CTRL-V 
CTRL-W 
CTRL-X 
CTRL-Y 
CTRL-Z 
CTRL-[ 
CTRL- \ 
CTRL-] 
CTRL-| 
CTRL- ^ 
(CTRL-up arrow or 
CTRL-circumflex 
accent) 
CTRL-— 
(CTRL-underscore) 
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4010-STYLE GRAPHICS CODES 


Table С-1 


4010-STYLE GRAPHICS CODE CHART 


Low Order X Low Order Y 


ASCII DEC. X or Y Coordinate DEC. ASCII 
e 64 0 32 64 96 128 160 192 224 96 ` 
А 65 1 33 65 97 129 161 193 225 97 а 
В 66 2 34 66 98 130 162 194 226 98 b 
с 67 3 35 67 99 131 163 195 227 99 с 
D 68 4 36 68 100 132 164 196 228 100 d 
Е 69 5 37 69 101 133 165 197 229 101 е 
F 70 6 38 70 102 134 166 198 230 102 f 
G 71 7 39 71 103 135 167 199 231 103 g 
H 72 8 40 72 104 136 168 200 232 104 h 
| 73 9 41 73 105 137 169 201 233 105 i 
J 74 10 42 74 106 138 170 202 234 106 j 
K 75 11 43 75 107 139 171 203 235 107 k 
L 76 12 44 76 108 140 172 204 236 108 | 
M 77 13 45 77 109 141 173 205 237 109 m 
N 78 14 46 78 110 142 174 206 238 110 n 
О 79 15 47 79 111 143 175 207 239 111 о 
Р 80 16 48 80 112 144 176 208 240 112 р 
о 81 17 49 81 113 145 177 209 241 113 4 
R 82 18 50 82 114 146 178 210 242 114 r 
S 83 83 115 s 
T 84 116 t 
U 85 117 и 
V 86 118 у 
ИЛ 87 119 w 
X 88 120 x 
Y 89 121 y 
2 90 122 z 
Г 91 123 ( 
\ 92 124 : 
] 93 125 ) 
^ 


High Order X & Y 


INSTRUCTIONS: Find coordinate value in body of chart; follow that column to bottom of chart to find decimal value or 
ASCII character which represents the High Y or High X byte; go to the right in the row containing the coordinate value to 
find the Low Y byte, or go to the left to find the Low X byte. EXAMPLE: 200Y, 48X equals 38 104 33 80 in decimal code, 
and equals & h ! P in ASCII code. 
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Table C-1 (cont) | 
4010-STYLE GRAPHICS CODE CHART T 
Low Order X Low Order Y | 
ASCII РЕС. X or Y Coordinate DEC. ASCII 
e 64 352 384 96 
A 65 353 385 97 a lj 
B 66 354 98 b 
€ 67 355 99 c 
D 68 356 100 d Ш 
Е 69 357 101 е 
Е 70 358 102 { 
G 71 359 103 g 
H 72 360 104 h (| 
| 73 361 105 i 
J 74 362 106 j 
K 75 363 107 k | 
L 76 364 108 | 
M 77 365 109 m 
N 78 366 110 n Q 1 
о 79 367 111 о 
Р 80 368 112 р 
о 81 369 113 а 
R 82 114 r |) 
S 83 115 s 
Т 84 116 t 
U 85 117 u Т 
V 86 118 " 
м 87 119 w 
x 88 120 x 
y 89 121 y T 
2 90 122 2 
Г 91 123 ( 
V 92 124 T 
] 93 125 ) 
^ ~ 
"BEST 
DEC. ——————> F 
ASCII —— n | 
High Order X & Y Т 
c2 @ 4024/4025 PROGRAMMER'S U 


> пт < ха? <с чоюопрто2 г же -топтпооере 
ч 
© 


Low Order X 
ASCII DEC. 
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4010—STYLE GRAPHICS CODE CHART 


X or Y Coordinate 


640 
641 
642 
643 
644 
645 
646 
647 
648 
649 
650 
651 
652 
653 
654 
655 
656 
657 
658 
659 
660 
661 
662 
663 
664 
665 
666 
667 


High Order X & Y 


4010 GRAPHICS 


Low Order Y 


ASCII 


- 


---- ом х 5 < сони лоттор 3 -х - - зо лососи 


нарт 


ОЕС. 


96 
97 
98 
99 
100 
101 
102 
103 
104 
105 
106 
107 
108 
109 
110 
111 
112 
113 
114 
115 
116 
117 
118 
119 
120 
121 
122 
123 
124 
125 
126 


с-з 
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Table C-1 (cont) 


4010—STYLE GRAPHICS CODE CHART 


Low Order X Low Order Y 
ASCII DEC X or Y Coordinate DEC. ASCII 
64 896 96 ` 


чутеем ех 5 ес сни лото зЗј-х- - со опосо 


High Order X & Y 
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ALTERNATE CHARACTER FONTS 


Р 1 С 
€ e 


ALTERNATE FONTS 


D-2 


Table D-1 (cont) 


4024/4025 ALTERNATE CHARACTER FONTS 


ASCII 
Character 
(Font 0) 


4024 
Ruling 
(Font 1) 


ASCII 
Character 
(Font 0) 


4024 
Ruling 
(Font 1) 


4025 
Ruling Math 
(Font 1) | (Font 2) 


4025 
Math 
(Font 2) 


Ruling 
(Font 1) 


АНЕ 


извако ES rct 


EE 


БЕЕРЕБЕ 


зо хе ев) 


"em 


4024/4025 PROGRAMMER'S 


C 


к. „а е я: 


4024/4025 PROGRAMMER'S 


Table D-2 


RULING JUNCTIONS CHART 


Rulings 
(Font 1) 


ЕН Er Е 


Standard 
(Font 0) 


мак: С 
\11М11К11111^ 
© с 
HYYOYYIYYYYYJ 
Lug С 
POT С 
t.t г 
PYYMYYQYYYYYR 
DIICIIEIIIIIF 
ds aeo ul 
XYY IYYOYYYYYZ 
Sd o е 
L23X22822222N 
zs 7ы 
"aps MM 
Т11521011221У 


9))с))е)))) + 
? C ? ? 
x YYIYYoYYYYYz 
@ ? ? 
13)k))m)))))n 
7 C7 ? 
"СС 2? ? 


ге c? ? 


t))sDu)) DO 


Һ212Е1111111) 
55 ( 
ЕС 

0909922200927 
[ = d 
С 2 Ç 
pJ123131U1J1]r 


8111191111)b 
si ? 


Ра ? = 
XYYYYYOYYYYYX 


4024/4025 
Rulings 


4025 
Rulings 


ALTERNATE FONTS 
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SAMPLE PROGRAMS 


This appendix contains two sample programs for the 4024/4025. The first is a short 
program (actually a segment of a larger program) in PASCAL which processes the input to 
the host from a 4024/4025 !ВЕРОО command. The second is a complete COBOL program 
which displays a form in the 4024/4025 workspace and stores the data from the form in a 
file. 


THE PASCAL PROGRAM 


The following PASCAL program issues a !REPOO; command to the 4024/4025, analyzes 
the ANSwer to the host, and returns the terminal status indicated by ANSwer. (See the 
REPORT command discussion in the Host Programming for the 4024/4025 section.) 


(st-,d-) 
(GO REPORT aes 


This will read the data returned from the 4027 for the 
various REPóÓórt commands ) 


VAR No-more.to.do * boolean; 


PROCEDURE Convert.number(VAR numbers:inteder): 
{ This wiJl convert the ASCII character string being input 
by the termianl to INTEGER format, Any non-numeric character 
terminates the conversíon process, Тһе default value 1s 0) 


BEGIN 
number := 0; { set up default value ) 
WHILE tty^ in [*0*,.,*9*] ПО BEGIN 
number := numper*10 + (ord(tty^)-48); 
get(tty) 
END; (of while} 
END; ( convertina a number } 


PROCEDURE Report.i: 
{ This will іпаџіге about the system itself } 


VAR Blocks 
‚Bytes 
ʻi 
„Status 
: integer; 
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BEGIN 

Write (tty,’!rep 00;*): { Issue report request } 

Rreak: Reset(tty): 

WHTLE tty^ в 717 ПП get(tty); ( Search for command character ) 

FOR i го 1 to 6 ПО get(tty): { Skip over to the type of ans ) 

IF tty^ % 707 THEN writeln (ttv,’<< ANS not of proper type >>”) 

ELSE BEGIN 

get(tty); qet(tty): { skip commas ) 
Convert.number(blocks); 4 aet blocks free ) 
write (tty,blocks:4,*zBlocks/*); 
bytes := blocks#16; { convert blocks to bytes } 
write (tty,bytes:5,"z-Bytes Available’); 
get(tty): ( skip comma ) 


convert.number(status); 
CASE status OF 

Write (tty, 
Write (tty, 
Write (tty, 


а Buffered >”); 
Write (tty,’ 

. 

. 


< 
< Form Fill out >”); 
< Ruffered & Form Fill out 5“), 
« Monitor Present »*): 
Write (tty,* « 
Write (tty,^ « 
Write (tty,* < 
END: 4 of CASE ) 
END (If then FLSE) 
END; (report 1? 


Buffered & Monitor Present >7); 
Form Е111 out в Monitor Present >”); 
Monitor, Form, & Ruffered »*) 


м иль ш м ~ 
so зе во өө зо эе ов 


4 + ж Go MAIN * + + + } 

BEGIN U 
Rewrite (ttyoutput); { Open tty communications ) 

No-more.to.do := true; ( initz } 

REPEAT 


Report.1; 
no.more.to.do :z true 
UNTIL по тоге оао 


ЕМО, 
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THE COBOL PROGRAM 


The program which follows is written in COBOL and demonstrates the use of form fillout 
and buffering. The program could have been written in any language which supports 
some way of writing to and reading from the display character type information. 


Design Objectives 


Because COBOL works best with defined fields of fixed length and because the 1968 
COBOL standard has no string handling verbs, this program was set up to process a field 
at a time instead of a line at a time. 


To make the 4024/4025 do this, buffered mode is used and the PROMPT character is 
defined to be the same character used as the line terminator. Here the PROMPT was set 
equal to carriage-return. In this manner the ACCEPT always gets one field. Each field 
contains 7 characters of fixed and always present information about row and column, and 
a variable amount of form data. The amount of form data is variable because trailing 
blanks are not sent. 


This field is ACCEPTed into TERMINAL-DATA which is PICTURed large enough to 
contain the largest data field from the form plus seven more characters. 


Analysing the Input 


The program examines TD-ROW. Once the row is identified, a routine is PERFORMed to 
examine TD-COLUMN. Once the column is identified, a routine is PERFORMed to analyze 
the data. In this program the data analysis simply stores the data in a file. Because data is 
being moved from a larger to smaller field, the compiler will generate warning messages 
telling you of this fact. 


End of Data From 4025 


Since this form does not require all of its fields to be entered and since the information is 
received and processed a field at a time, line 23 was set up as a protected modified field. 
Therefore, this field is always sent to the host and is sent last. When this field is received, 
the end of the screen has been reached and everything on that screen has been 
processed. Ап appropriate indicator is set to indicate the end of the buffer. 
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Exiting 


To provide an orderly exit from the program, the keyword QUIT is entered into the first 
field of a new screen. The column processor for that line detects QUIT and sets an end of 
job indicator which signals the end to the rest of the program. An exit is made after the 
terminal is returned to a reference state for the next job. 


Synchronous Protocol 


This prog 


which transmits large amounts of data at once, the program or some routine in the system 
should be assigned the task of reading all the data and placing it into the proper places. 
In this case, the program looks different because the data is all present at once (in a 
manner similar to reading a file). 


000100 
000020 
000300 
000400 
000500 4 
000600 
00070033 
000800жж 
000900 
001000» 
001100ж» 
0012009* 
001300 
0014003 
0015009 
0016005 
001700359 
0018003 
001900333 
0020003* 
0021005* 
002200ж + 
0023003 
002400 жу 
002500 44 
00260044 
0027003* 
0028003 
002900% 
005200 
005300 
005400 
005500 
005600 
005700 
005800 
005900 
006000 


the Program 


ram was run using asynchronous protocol. If you use a synchronous protocol 


IDENTIFICATION DIVISION, 
PROGRAM-ID, FORM, 
REMARKS, 


THIS IS А SAMPLE PROGRAM WHICH SENDS A FORM 
TO THE 4025 AND PROCESSES THE DATA RETURNED, 


<< INPUT/OUTPUT ASSUMPTIONS >> 


THIS PROGRAM USES THE “ACCEPT’ AND “DISPLAY’ VERBS ТО 
COMMUNICATE WITH ТНЕ 4025 VIDEO TERMINAL, FILE OUTPUT 
IS AS PER USUAL, 


THE INPUT FROM THE 4025 IS VARIABLF IN LENGTH WITH 
THE FIRST 7 CHARACTERS ALWAYS PRESENT AND IN THE SAME 
FORMAT, 
FROM 4025: ROW СОТ, vo v ev DATA , eie voie 
! tt Іш. END OF DATA 
! L Танысқан ----- START ОҒ DATA 
! |--------------- COLUMN DATA STARTS IN 
——————— H8 UM DADA STARTS: IN 


THIS PROGRAM WAS ORIGINALLY DEVELOPED ON A DECSYSTEM-10 
AND WITH MODIFICATIONS TO THE *'SELECT' AND “Ер” STATEMENTS AND 
CHANGING THE *'DISPLAY-7* TO WHATEVER DISPLAY ALLOWS INPUT OF 
OF UPPER AND LOWER CASE CHARACTERS SHOULD CONVERT IT TO 
ANOTHER SYSTEM, 
ENVIRONMENT DIVISION, 
TNPUT-OUTPUT SECTION, 
FILE-CONTROL, 


SELECT  TEK-FORM 
ASSIGN ТО DSK 
ACCESS MODE IS SEQUENTIAL 
PROCESSING MODE IS SEQUENTIAL, 
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006500 
006600 DATA DIVISTON, 
006700 
006800 
006900 
007000 FILF SECTION, 
007200 
007300 FN TEK-FDRM 
007400 VALUE OF TD TS “БАТА SEQ’ 
007500 DATA RECORD IS TEK-FORM-DATA, 
007600 01 ТЕК-ЕОВМ-ПАТА USAGE IS DISPLAY-7. 
007700 02 TF-REF РІС Х(10), 
007800 02 TF-CUST, 
007900 03 TF-CUST-1 РІС Х(4), 
008000 03 TF-CUST-2 PIC X(10), 
008100 02 TF-JNSTRUMENT PIC X(8), 
008200 02 TF-VALUF PIC Х(8). 
008300 02 TF-TYPE PIC X(5), 
008400 02 TF-FC-AMOUNT РІС Х(13), 
008500 02 TF-RATE РІС Х(12). 
008600 02 TF-DOLLARS PIC Х(157, 
008700 02 TF-0UR-ACCT PIC X(4), 
008800 02 ТЕ-СОМТВАСТ- МЕ РТС Х(8), 
008900 02 TF-CREDIT-REFERENCE PIC X(12). 
009000 02 ТЕ-СНЕСК-ОК PIC X(1). 
011000 
011900 WwORKING-STORAGE SECTION, 
012000 
012200 
012300 01 TEK-FORM-FILL«-OUT USAGE IS DISPLAY-7, 
012400#======================= 
012500 
012600 02 TFFO-0 PIC X(33) VALUE IS 
012700 IFOR N:!BUF;!WOR 24 К Н}! ЈМ: ЕВА“, 
012800 02 TFFO-1 PIC X(12) VALUF IS 
012900 ФІЛІМ% АТТ ІР”, 
013000 
013100 02 TFFO-1A РІС X(19) VALUE IS 
013200 JUM 1,11?T Е К ”, 
013300 
013400 02 TFFO-1H PIC X(33) VALUE IS 
013500 *1JUM 1,27:SAMPLE OF FORM FILL OUT’, 
013600 
013700 02 ТЕЕО-1 С PIC X(27) VALUE IS 
013800 *!JUM 1,79; LATT PS:!JUM 3,1”, 
013900* 
014000 02 ТЕЕО-3 PIC X(19) VALUE IS 
014100 ФІАТТ P:REF ІЛІМ 3,6“, 
014200 
014300 02 ТЕЕО-ЗА РІС X(27) VALUE IS 
014400 *!ATT ЕА; !JUM 3,16“, 
014500 
014600 02 TFFO-3R PIC X(36) VALUE TS 
014700 ”%АТТ PS? CUST !ATT EA; ГАТТ PS*, 
014800 
014900 02 ТЕЕО-ЗС PIC X(27) VALUE IS 
015000 * АТТ БА! ЛИМ 3,30; !ATT ра”. 
015100 
015200 02 TFFO-3D PIC X(46) VALUE IS 
015300 *  TNSTRUMFNT !ATT FA; LATT PS? !JUM 3,61”, 
015400 
015500 02 TFFO-3F PIC X(33) VALUE IS 
015600 * VALUF DT !ATT FA; !ATT PS*, 
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015700 
015800* 
0159004 ТМЕК 5 
016100 
016200 02 ТЕЕП-5 PIC X(55) VALUE IS 
016300 *1JUM 5; !АТТ PS; TYPE ‘ATT ЕА; !JUM 5,17; !АТТ PS’, 
016400 
016500 02 ТЕЕП-5А PIC X(45) VALUE IS 
016000 * F/C AMT !JUM 5,27: !ATT AE: !JUM 5,40; !ATT PS’. 
016700 
016800 02 TFFO-5R РІС X(33) VALUF IS 
016900 * RATE !ATT EA;!JUM 5,603 !ATT PS*, 
017000 
017100 02 ТЕЕП-5С PIC X(30) VALUF IS 
017200 z $ !ATT FN!JUM 5,79; !ATT PS’, 
017300 
018000 
018100* LINE 7 
018200* 
018400* 
018500 
018600 02 ТЕЕП-7 РТС X(45) VALUE IS 
018700 *1JUM 7% !ATT PS: OUR ACCT !ATT AE: LATT PS*, 
018800 
018900 02 TFFO0-7A РІС X(30) VALUE IS 
019000 * CONT& !ATT AE: ГАТТ PS*, 
019100 
019200 02 TFFO-7R PIC X(46) VALUE IS 
019300 * CREDIT REFERENCE&t !ATT AE;!JUM 7,62: !ATT Р5”, 
019400 
019500 02 TFFO-7C PIC X(29) VALUE IS 
019600 3 CHECK ОК !ATT AE; LATT PS*, 
019700 
030100* 
030200* LINE 23: SPECIAL END DF SCREEN DATA FLAG 
030300* 
030400 02 TFFO-EDnD-FLAG PIC X(45) VALUE IS 
030500 *!JUM 23; !АТТ РМ:01”, 
030600» 
030700* FORM END 
030800* 
030900 02 TFFO-END PIC X(13) VALUE IS 
031000 *1JUM 3,63!FOR%, 
031100 
031200 01 TERMINAL-DATA USAGE IS DISPLAY-7. 
031300«z2zz2s2zz2z2zzz2zz2zz-2- 
031400 
031500 02 TD-LOCATION, 
031600 03 TD-LOC-ROW PIC Х(3), 
031700 03 FILLEP PIC X, 
031800 03 TD-LOC-COL PIC X(3), 
031900 02 ТО-ПАГА PIC Х(40). 
032000 
032100 0! INDICATORS, 
03220042222zzzzzzzzzz 
032300 
032400 02 END=NF=JNB=IND РІС X(3). 
032500 98 END-0F-JDB VALUE TS *EOJ*, 
032600 
032700 02 LINF-]S-EMPTY-IND PIC Х(3), 
032800 88 LTNF-TS-EMPTY VALUF IS *'FOL', 
032900 
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033000 01 CONSTANTS, 
03310042zzzzzz2zzzzzz 
033200 
033300 02 PROMPT-4025 PIC X VALUE IS *?*, 
033400 
033500 ОД VARIABLES, 
033600#============= 
033700 
033800 02 ТІМЕ5-5СВЕЕМ-ВЕ5ЕТ РІС 9(2), 
034090» ж 
034100 PROCEDURF DIVISTON, 
034200* * 
034400 
034600 INITIALIZATION, 
034800 
034900 OPEN OUTPUT ТЕК-ЕОВМ, 
035000 MOVE SPACES TO TEK-FORM-DATA, 
035100 PERFURM TERMINAL-SET-UP, 
035200 PERFORM ОТ5РГАУ-ТНЕ-ЕОКЕМ, 
035400 
035500 
035700 MAIN-PART, 
035900 
036000 MOVE SPACES TO END-OF-JOB-IND, 
036100 PERFORM PROCESS-THE-TERMINAL-DATA UNTIL END-OF-JOB, 
036200* FLUSH THE LINF 23 FIELD STILL BUFFERED UP 
036300 DISPLAY PROMPT-4025, 
036310 ACCEPT TERMINAL-DATA, 
036320 DISPLAY PROMPT-4025, 
036330 ACCEPT TERMINAL-DATA, 
036400 CLOSE TEK-FORM, 
036500 PERFORM TERMINAL-SET-DOWN, 
036600 STOP RUN, 
036700* << LOGICAL END OF PROGRAM >> 
037000 PROCESS-THE-TERMINAL-DATA, 
037200* -------------------------. 
037200 
037300 MOVF SPACES TO TERMINAL#=DATA, 
037400 PERFORM GET-BUFFEP-LINE, 
037500 
037600 MDVE SPACES TO LINE-[S-EMPTY-TIND 
037700 PFRFORM DISASSEMBLE-4025-INPUT UNTIL 
037800 LINE-IS-EMPTY 
037900 ТЕ NOT ЕЧО-0Е- Јов 
038000 WRITE ТЕК-РОНМ-ПАТА 
038100 DISPLAY PROMPT-4025 
038200 MOVE ЅРАСЕЅ ТО ТЕК-ҒОРМерАТА 
038300 DISPLAY PROMPT-4025 
038400 ELSE 
038500 NEXT SENTENCE, 
038600 DISPLAY *!ERA:!BEL^*, 
038700* 
038800 TERMINAL-SET-UP, 
039010* --------------- 
039000 
039120* IT TS BEST ТП SET THE 4025 TO А KNOWN STATE 
039130* RATHER THAN TO ASSUME WHAT STATE IT IS IN, 
039100* SET PROMPT := <?><CARRIAGE=RETURN><LINE=FEED> 
039200* SET F1 := «CARPRIAGE-RFTURNP«LINE-FEED» 
039300* SET PT := «SEND MODIFIED» 
039400* SET FIELDeESEPERATOR := «CAPRRIAGE-RETURN» 
039500 
039600 DISPLAY *!PRO 63,13,10”, 
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SAMPLE PROGRAMS 
039700 DISPLAY *!LEA Fi 13,10“, 
039800 DISPLAY *!LEA PT /!REP 1;!SEN МОр/13”, 
039900 DISPLAY "ЕТЕ 13“, 
040000 
040200 TERMINATL,-SETeDOWN, 
040210*  ----------------- 
040400 
040500ж PURPOSF: 
040600 
940700 RETURN THE 4025 TO COMMUNICATION WITH THE HOST, 
0406800» THE KEYBOARD TO THE MONITOP SPACF, NON-FORM FILL OUT, 
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040900 
041000 
941100 


041210» 
041220* 
041200 
041300 
041400 
041500 
041600 
041800 
041810* 
042000* 
042010* 
042020* 
042300 
042400 
042500 
042510 
043000 
043010# 
043200 
043300* 
043400* 
043500* 
043600* 
043700* 
043800* 
043900» 
044100» 
044300% 
044400* 
044500* 
044600 
044700* 
044800 
044900 
045000 
045100 
045200 
045210 
045220 
045230 
045300 
046800 
046900* 
047000* 
047100* 
047200* 
047300* 


UNBUFFFRED, ALI, FUNCTION AND OTHER KEYS UN-LEARNED, AND 
DISPLAY IN THE MONITOR SPACE OF THE 4025 A MESSAGE SAYING 
WHAT HAS BEEN DONE, 


TN THIS WAY, IT IS POSSIBLE FOR THE USER TO COMMUNICATE 
WITH THE COMPUTER WITHOUT LOOSING THE LAST SCREEN, 


DISPLAY *!FOR N? ! ВИЕ N;!MON КН”, 
DISPLAY *!CLEAR*, 
DTSPLAY “ес END ОҒ ТЕК FORM FILLOUT EXAMPLE >>”, 


GET-BUFFER-LINE, 

SINCE INFORMATION IS *BUFFERED^ , IT IS NECESSARY TO 
PROMPT? THE 4025 TO SEND THE DATA AND THEN WAIT FOR IT TO 
ВЕ SENT, 


DISPLAY PROMPT-4025, 
ACCEPT TERMINAL-DATA, 


ОТЗА55ЕМВЪЕ - 4025 -ТНРИТ, 


THIS SECTION 15 А “САЗЕ” STATEMENT ТНТ EXAMINES 
THE DATA FROM THE 4025 AND PERFORMS A ROUTINE 
WHICH FURTHER EXAMINES THE LINF, 


CASE TD-LOC-ROW DF 
*003* : PERFORM ROW 3 PROCESSING 
*005* : РЕВЕОВУ ROW 5 PROCESSING 
*023* : PERFORM ROW 23 PROCESSING 


WHEN THF PROTECTED МОПТЕТЕП FIELD ON LINE 23 IS PROCESSFD, 


SET TRUE AND THE BUFFER CONSIDERED PROCESSED, THE WHOLE PROCESS 


STARTS ОУЕР AGAIN AND А NEW BUFFER IS PROCESSED, 


JF TD-LOCeRhW = *003* 
PERFORM ROW=3 


ELSE TF TD-LDOC-ROW = 7005” 
PERFORM ROW=5 


ELSE ТЕ TD-LOC-ROW + *023* 
PERFORM ROW=23, 


NOTE? ТЕ ADDITIONAL LINES EXIST ON THE ҒОРМ 
ADDITIONSL *ELSE IF* LINES MAY RE CODED, 
HOWEVER, THERF TS A LIMIT TO THE DEPTH TO WHICH 
MOST COMPILFRS WILL ALLOW IF*S TO ВЕ NESTED, 
TO OVFRCOME THE NFSTING LIMIT, START UP АМ» 
OTHER FF ooe THEN a a ELSE”, 
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SAMPLE PROGRAMS 
049800 
049900 IF LINE-IS-EMPTY 
050000 NEXT SENTENCE 
050200 ELSE PERFORM GET-RIFFER-LINE, 
050300 
050500» 
050600* WORK ROUTINES 
050700 
050800* THESE POUTINES FURTHER BREAK DOWN THE DATA JUST RECEIVED 
i 050900% FROM THF 4025 TERMINAL, EACH OF THF ROUTINES THAT FOLLOW 
051000* IS DEDICATED TO ONE ROW FROM THE 4025, THESE ROUTINES WILL 
0511003 FXAMINE THE COLUMN МПМВЕВ AND TAKE APPROPRIATE ACTION, 
051200* IN THIS PROGRAM THE DATA IS JUST SAVED IN А DISK FILF 
1 051700* BUT ADDITIONAL PROCESSING COULD HAVE BEEN DONE, 
051800 
951900 
0520003 33 HH HE 
052100 RNW=3, 
05220039 339 + 
052300 
П 052400 IF TD-LOC-COL = 7006” 
052500 MOVE ТО-ПАТА ТО TF-REF 
052600 
052700 ELSE IF TD-LOC-COL = 025” 
052800 MOVE TD-DATA TO TF-CUST-1 
Е 052900 
053000 ELSE TF TD-LOC-COTL = 7030” 
053100 MDVE TD-DATA TO TF-CUST-2 
053200 
В е 053300 ELSE IF TD-LOC-COL = “053“ 
053400 MOVE ТО-ПАТА TO TF-INSTRUMENT 
053500 
053600 ELSE TF TD-LOC-COL = 7071” 
053700 MOVE ТО-ПАТА TO TF-VALUE 
053800 
053900 ELSE 
054000 NEXT SENTENCE, 
054100 
I 054200 TF TF-REF = *QUIT* 
054300 MOVE *FOL* TO LINE-IS-EMPTY-IND 
054400 MOVE “ЕПЈ“ ТО END-0F-JOR-IND 
054500 ELSE 
| 054600 NEXT SENTENCE, 
054700 | 
05480033 HEH 
054900 ВОй-5, 
1 05500033 3 HH 3e 3 
055100 
055200 IF TD-LOC-COL + 7011” 
055300 MOVE TD-DATA ТО ТЕ-ТҮРЕ 
055400 
055500 ELSE IF TD-LOC-COL = *027* 
055600 MOVE TD-DATA TO TF-FC-AMOUNT 
055700 2. 
055800 FLSE ТЕ ТО-І0С-СОІ, = 7048” 
055900 MOVE TN=DATA TO ТҒ-БАТЕ 
056000 
056100 ELSE IF TD-LOC-COL = *066* 
056200 MOVE ТО-ПАТА TO TFeDOLLARS 
П 056300 
" 056400 FLSF 
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076100* << PHYSICAL END OF PROGRAM >> 
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056500 NEXT SENTENCE. И 
056600 

05670035495 

056800 ROW-7, 

0569003 3 HH HE 

0571^0 ТЕ TD-LüC-«COL = *012* 

057200 МОУЕ TD-DATA TO TF-OUR-ACCT 

057300 

057400 ELSE IF TD-LOC-COL = 7023” 

057500 MOVE TD-DATA TO TF-CONTRACT-NR 

057600 

057700 ELSE ТЕ TD-LOC-COL = 7051” 

057800 MOVE TD-DATA ТП TF-CREDIT-REFERENCE 

057900 | 
058000 ELSE IF TO-LOC-COL = *076* 

058100 MOVE TD-DATA TO ТЕ-СНЕСК-ОК 

058200 

058300 ELSE | 
058400 NFXT SENTENCE, 

058500 

068100 

06820033 3c e 3t HHH 1 
068300 RNW=23, 

068400333 3333 

068500 

068600 MOVE *FDL* TO ІІМЕ-І5-ЕМРТҮ-ІМр, 

068700 1 
068800 DISPLAY-THF-FORM, 

071300* ---------------. 

071400 

071500 DISPLAY ТЕЕО-О, VU Ц 
071600 DISPLAY TFFO-1, 

071700 DISPLAY TFFO-1A, 

071800 DISPLAY TFFO-1R, 

071900 DISPLAY ТЕЕП-1С, |. 
072000 DISPLAY TFFO-3, 

072100 DISPLAY TFFO-3A, 

072200 DISPLAY ТЕЕП-ЗВ, 

072300 DISPLAY TFFO-3C. | 
072400 DISPLAY ТЕЕО- ЗГ, 

072500 DTSPLAY TFFO-3E, 

072600 DISPLAY TFFO-5, 

072700 DISPLAY ТЕЕО-БА, 

072800 DISPLAY ТҒЕС-5В, 

072900 DISPLAY TFFO-5C, 

073100 DISPLAY ТҒЕП-7, 

073200 DISPLAY TFFO-7A, 

073300 DISPLAY TFFO-7R, 1 
073400 DISPLAY TFFO-7C, 

075600 DISPLAY TFFÜO-EODeFLAG, 

075700* 

075800* и 
075900 DISPLAY TFFQ-END, 

076000 


Appendix F 


COMMAND LISTING 


Table F- 1 


COMMAND LISTING 


Action 
Different In Discussed 
Options Form Fillout Other In These 

Command 4025 Required Mode Comments Sections 
ALLOCATE X 4 10 
ATTRIBUTE X X Logical Workspace 7 

attributes Only 

effective 

only in Form 

Fillout Mode 
BACKTAB X X | Х 6,7 
BAUD X 5 
BELL X X | | 6 
BUFFERED X | X 2 
CLEAR X X та 
СОММАМО X X 2,4,5 
4024 COPY X 3 X 10 
4025 COPY X | Зог4 [X _| 10 
DCHAR X X X 8 
DELAY X X E 5 
DFONT X 23, 24, 25, or 26 um 9 
DIRECTORY | ЖИЕ. mE 10 
DISCONNECT | X 1 5 
DLINE X X X 8 
DOWN X X 6 
DUPLEX X 1 5 
ECHO и X X |. 5 
EOF | X X 3or4 5, 10 
EOL X X |] 5 
ERASE x | X Е X 6,7,9 
FIELD X Ж 5,7 
FORM X X 5,7 
GRAPHIC X 23, 24, 25, or 26 9 
GTEST X 23, 24, 25, or 26 5 
HCOPY X 40 | 10 
HRULE X X | 32 a | 7 
ICHAR X X X 8 
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COMMAND LISTING 
Table F-1 (cont) В 
COMMAND LISTING Ө j 
Action T 
Different In Discussed 
Options Form Fillout Other In These } 
Соттапа 4024 | 4025 Required Mode Comments Sections 
= AE | = 
ILINE X x | x 8 || 
JUMP X X Workspace 6,7 
Only 
KILL | X 4 10 | 
LEARN X X 4 
LEFT X X 6 
LINE X 23, 24, 25, or 26 9 В 
MARGINS X X Workspace 5 
Only 
MONITOR X X Г | 5 1 
PARITY X X 5 
PASS X 4 10 
PERIPHERALS ШЕ 4 10 І 
РВОМРТ | x X 5 
REPORT X X From the 3,10 
Нові опіу. Ц 
Some 
forms 
require В 
options. 
RDOWN X X 6 | 
RIGHT X X 6 
RUP X 1 X 6 
RVECTOR X | 28,24, 25, or 26 9 i 
SEND 1 X EN X X 3,7,9 
SET X 3or4 10 
SHRINK EN X 23, 24, 25, 9 В 
26, ог 40 
SNOOPY X X 5 
STOPS X X | 5 1 
STRING X | 23, 24, 25, or 26 9 
SYMBOL X 23, 24, 25, or 26 9 
SYSTAT X X 5 || 
ТАВ X X X 6,7 
TEST x X 5 
UP X X 6 |. 
VECTOR | X 23, 24, 25, or 26 9 
VRULE X X 32 7 U 
WORKSPACE X X | 5 1 
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PROGRAMMER'S REFERENCE 


If you wish, you may record the following settings for future reference: 


Table G-1 


PROGRAMMER'S REFERENCE 


Transmitting Baud Rate 


Receiving Baud Rate вв- 
Command Character сс- 
Prompt String PR= 
End-of-line String EL= 
Duplex (Full or Half) DU= 
Echo (Remote or Local) EC= 
Parity (None, Even, Odd, High, or Data) PA= 
Field Separator FS= 
End-of-File String | ЕЕ- 


Send Key String 


Display Memory Capacity 


Graphics Memory Capacity 


Fonts Installed 


Options Installed 
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Appendix H 


OPTION SUMMARY 


Option 1: Half Duplex (4025 only; requires Option 35) 

Permits half duplex communications, in addition to the full duplex data communications 
provided as standard equipment. 

Option 2: Current Loop 

Permits the 4024/4025 to communicate with the host computer or another device by 
means of a 20 mA current loop rather than the standard RS-232 interface. 

Option 3: RS-232 Peripheral Interface 

Permits the 4024/4025 to transmit to RS-232 compatible peripheral devices such as the 
TEKTRONIX 4642 Printer. With this option, data from the host computer or the workspace 


can be printed on the 4642 Printer. 


(In the 4025, requires Options 35 and 36. In the 4024, requires no options.) 


Option 4: GPIB Peripheral Interface (4025 only; requires Options 35 and 36) 


Permits the 4025 to communicate with and control the TEKTRONIX 4924 Digital 
Cartridge Tape Drive and 4662 Interactive Digital Plotter. These devices communicate 
with the 4025 over the General Purpose Interface Bus (GPIB), which is defined in IEEE 
Standard 488-1975. Allows the 4025 to save data or command files on the 4924, and 
retrieve them later without the need for intervention by the host computer. 


Option 10: Polling Interface (Includes Option 2) 


Permits the 4024/4025 to function in a polling environment, as one of several display 
stations communicating with the host computer through a polling controller. (See 
Option 11.) 
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Option 11: Polling Controller (4025 only) 
The Tektronix polling system permits multiple terminals to be connected to a single host 
communications port. The Polling Controller (4025 Option 11) provides for control of up to 


seven additional display stations via a 20 mA current loop interface. 


The Option 11 Polling Controller communicates with the host computer through an RS- 
232 port, using IBM 3271/3277 Bisynchronous EBCDIC protocol. 


In addition to the RS-232 port for communicating with the host and the current loop port 
for communicating with the display stations, the Option 11 Polling Controller includes a 
third communication port. This is an RS-232 transmit-only port for driving a printer. 
Options 20, 21, and 22: Added Display Memory 
The standard 4024/4025 includes 4096 bytes of display memory. (Each byte is 8 binary 
bits, and can hold one ASCII character.) Options 20, 21, and 22 expand this, permitting 
larger quantities of text to be stored in the workspace and monitor. 

Option 20: A total of 8192 (8K) bytes of display memory. 


Option 21: Atotal of 16,384 (16K) bytes of display memory. 


Option 22: Atotal of 32,768 (32K) bytes of display memory. 


Options 23, 24, 25, and 26: Graphics Memory (4025 only) 


Permits the 4025 to draw graphs in its workspace. Solid lines and seven types of dashed 
lines can be drawn, and individual points can be plotted. Individual lines can be erased by 
drawing over them with "erase vectors." 


In addition, the Graphics Memory options permit the user to create alternate character 
fonts for displaying text in the workspace. This is done by using commands to define each 
character of each new font. 


These options differ only in the amount of graphics memory they include. Larger amounts 
of graphics memory permit the 4025 to draw larger and more complex graphs in its 


workspace, and to create more alternate character sets. 


Option 23: 4096 (4K) bytes of graphics memory. 


е 


Option 24: 8,192 (8K) bytes of graphics memory. 
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Option 25: 16,384 (16K) bytes of graphics memory. 


Option 26: 32,768 (32K) bytes of graphics memory. 


Option 31: Character expansion. (4025 only) 


Permits the addition of ROMs (Read Only Memories) containing alternate character fonts. 


Option 32: Ruling Characters 


Adds the ruling characters font, permitting single and double lines to be drawn on forms 
in the workspace, as well as ruling junctions characters. 


Option 34: Math Characters (4025 only; requires Option 31) 


Adds a set of math characters to permit mathematical symbols to be displayed in the 
workspace. Includes standard mathematical symbols, Greek letters, and superscripts. 


Option 35: ROM Expansion (4025 only) 


Permits ROMs (Read Only Memories) to be added, enabling the 4025 to execute 
instructions associated with Options 3,4,23,24,25,26, and 41. 


Option 36: Peripherals ROM (4025 only) 


Provides instructions for the 4025 processor, allowing it to communicate with RS-232 or 
GPIB peripheral devices. (Required for Option 3 or Option 4.) 


Option 40: Hard Copy and Video Out (4025 only) 


Permits the 4025 to copy the contents of its workspace, monitor, or screen on a 
TEKTRONIX 4631 Hard Copy Unit. The copies are each about 8 17: by 11 inches in size, 
and can show 53 lines of the workspace or monitor contents. One or several 53-line 
pages may be copies. The copies can show rulings, special characters, and graphics, as 
well as ordinary text. 


Also permits the 4025 display to be viewed on a standard video monitor, or copied on a 
TEKTRONIX 4632 Video Hard Copy Unit. 
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Option 41: Self Test (4025 only; requires Option 35) 


Enables the 4025 to perform certain internal diagnostic tests. 


Option 48: 220 Volt Power 


Enables the 4024/4025 to operate from 220 volt 50 or 60 Hz power lines. 
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